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ABSTRACT

The object of this study was to examine the effects of
technology on workers' perceived orientation towards their work situation.
The independent variable 'type of technology' was composed of three cate-
gories: manual, mechanical and automated. These categories were obtained
by assessing the individual worker's control over his machinery. The
dependent variables included: ‘*time needed to learn equipmént', "time
spent operating equipment?, 'repetitionf, 'physical mobility*', *ability to
talk while working®, 'cbntrol over the work pace', 'control over how work
is organized® and 'job satisfaction'. Several factors were controlled for
as well,including: ‘occupation', 'sex', *size of plant', 'length with pre-
sent employer?®, 'uniop membership'; ‘age', 'education' and *income’.

Secondary data from the Survey Research Center, University of
Michigan,was used in this thesis. The sample obtained in the initial study
was 2,662 respondents that were reported to be representative of the
American labour force. A population of 962 blue-collar workers was selected
for this thesis. The methodology used to test the hypotheses derived»in
this thesis included Analysis of Variance and Multiple Classification Analy-
sis. The structural differences between types of technology were then
assessed (as this was not a longitudinal study).

The results lend strength to the notion that technology affects the
worker's perceived orientation to his work. Five out of eight hypotheses
derived were supported by the results. In general, increasing automation
(from manual through mechanized to automated technology) has the effect on
the worker of:

1. increasing the time required to learn the equipment used

2. increasing the time spent operating equipment

3¢ increasing repetition

L. decreasing physical mobility
5. decreasing control over the work pace.



Two results were in the direction as predicted by the hypotheses but were
not‘statistically significants These included the hypotheses that increas-
ing automation has the effect on the worker of:

l. decreasing his ability to talk on the job
2. decreasing his control over how work is organized.

The findings also lend support to the notion that increasing auto-
mation reduces job satisfaction. This result was contradictory to the direct—
ion predicted by the h&pothesis and supports those writers that found
increasing automation to have negative effects.

In addition, ‘occupation' and ®sex' were correlated with the depend-
ent variables,

For the variable ‘occupation! two cétegories were used: 'craftsmen®
and 'operator/iabourer'. It was found that in comparison to operator/

labourers, craftsmen have work situations that encourage:

l. greater time needed to learn the equipment used on the job
2. less time spent operating equipment

3. 1less repetitive work

L. greater opportunity to talk on the job

5. greater control over the work pace

6. greater control over how work is organized

7. greater job satisfaction.

Vhen 'sex' was correlated with the variables below, it was found

that in comparison to men, women have jobs that encourage:

1. greater repetition

2. less control over the work pace

3 1less control over how work is organized
4o greater job satisfaction.

The results from this thesis lend support to the notion that technol-
ogy has an important effect on the worker's perceived orientation towards his

work situation.
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CHAPTER I
INTRODUCTION

The Problem

One of the most pervasive and significant activities undertaken by

man is worke While a great deal has been written about work and work
satisfaction, relatively little has been written about the effect technology has
on workerss It is the general purpose of this thesis to explore the effects-
types of technology have upon workers' perceived orientation to worke.

A number of writers of industrial sociology have suggested that the
type of technology has a bearing on the attitudes and behaviors of those who
are engaged in the productive process (see Blaune:, 1964 ; Bright, 1958;
Dubin, 1965; Faunce, 1960; Fullan, 1971; Walker and Gueét, 1956; Woodward,
1958). Most of the above authors, however, have concentrated on the compar—
ison between entire firms or industries as being characteristic of a certain
type of technology rather than focusing on differences of technology
encountered by each worker.

This study attempts to go beyond the above conventional view, by de-
fining types. ' of technology in terms of the worker's direct control of
equipment and machinery used in the work process. The worker's orientation
towards the organization, his work associates and his work will be examined
in terms of type of technology rather than type of firm or type of industry.
The different perspectives generated by this approach should help‘to clarify
the debate between two opposing views on the impact increasing automation
has on the worker. Those authors who have taken specific industries as rep-
resentative of specific types of techhology conclude that increasing auto-
mation reduces worker dissatisfaction. (Blauner, 1964; Fullan, 1971) On the

other hand those authors who have studied differences within the most advanced
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automated technology have concluded that this is not the case (see Rhinehart,
1975; Faunce, 1960). |

By distinguishing between the various types of technology irrespective
of firm or industry, this study will attempt to shed some additional light on

the debate concerning the effects of technology on work orientation.

Organization of the Thesis

Chapter II of this thesis provides the theoretical perspective which
will guide our analysis. This involves a review of the literature in which a
framework for this analysis is presented in the form of testable hypotheses.

Chapter III presents the methodology that is to be used in this
thesis, This includes a description of the data along with the operational-
ization of all the variables that will be considered. Also the statistical
methods to be used in order to test the hypotheses will be presented in this
chaptef.

The results of the analysis of the data will be presented in Chapter
1V. These results will be discussed briefly as well in this chapter.

A more comprehensive discussion of the results and their implications
wiil be given in Chapter V. In addition a summary and conclusion, .
the limitations of the study,and suggestions for future research will also be

discussed.



CHAPTER II

THEORETICAL PERSPECTIVE

In this chapter a review of the existing literature is compiled in
an attempt to clarify the research that has been undertaken so far with
~regard to technology and how it affects blue-collar workers and their work.
The chapter starts with a review of the ways various writers have classified
technology and why they have takén these approaches, 4From these approaches
one classification of technology is established as the basis for this thesis.
This classification includes manual, mechanical and automatic control over
technology. Initially the characteristics of these three categories are elab-
orated individually. Then a comparative.analysis is undertaken from which
several hypotheses are generated. Finally a concluding secfion on control
variables is included so that other relevant factors, which researchers have
considered important in the study of the worker and his work, will also be

taken into consideration.

Review of the Literature

The term 'technology' has been defined as "the manual and machine
Opefations performed on an object in the process of turning out a final
product.” (Fullan, 1970: p., 350 see also Blauner, 1964: 6, Perrow, 1967: 195)
Various rationale have been formulated to 6perationalize the différent types
of technologies found in production processes. From these classifications
several writers have concluded that the relationship of the worker to his
work is affected by the type of technology employed in an iﬁdustrial organiz-
ation. As will be shown, recent research has, however, not successfully
established a.reliable operationalization of the various types of technologies
that workers encounter. This is revealed by a review of the various

approaches found in the literature.
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For example, Joan Woodward's major objective was to study the relation-
ship between types of technology and organizational structures of various ‘
firms (Woodward, 1965). Unit and small batch production, large batch and mass
production, and continuous flow or process production were used as criteria
for defining differences in types of technology. These differences were
analyzed in terms of number of employees, level of management, labour costs,
ratio of managers and supervisory staff to total personnel, ratio of staff and
line personnel within the organization, span of control, and the developing,
marketing and production of materials. As a result of these studies, Woodward
concluded that the organizational structure of a firm is dependent upon the type
of technology in use and that these différences of structure affect human con-
ditions in the plant:

"There appear to be considerable differences
between production systems in the extent to which

the 'situational demands' create conditions con-
ducive to human happiness" (Woodward, 1958: 30).

Robert Blauner has concentrated on the relationship between types of
technology and the worker's alienation. Blauner makes use of the printing,
textile, automative and chemical industries as representative of the following
types of technology respectively: craft, machine-tending, assembly;line and
continuous. Analyzing these technologies, Blauner argues that 5structural
differentiation has led to a situation where the industrial system distributes
alienation unevenly among its blue-collar labour force, just as our economic
system distributes income unevenly" (Blauner, 1964: 5).

William Faunce, in his article "Automation and the Division of Labour" "
(1965: 149-160), classified types of technology according to six criteria
which include power source, processing procedures, tybes-of work, material
handling procedures, control procedures, and type of division of labour. From

these six criteria major American industries are categorized actording to three



phases in the man-machine relationship: craft, mechanized and automated
technologies. Faunce then goes on to claim automation reduces the degree
of job specialization which in turn decreases alientation from work.

Eva Mueller in her study Technological Advance in An Expanding Economy

used an automation scale derived from the degree of control the worker has
over the equipment operafed while on the job to define three types of tech-
nology; manual, fixed mechanical and automated. A major finding of this study
was that "workers with automated equipment tend to enjoy their work more often
still than those with more traditional equipment" (Mueller et. al., 1967: 34).

Woodwards, Blauner, Faunce and Mueller have all used different methods
of organizing various types of technology. However, all four authors have
come to the general conclusion that these different types of technologies
affect the relationship of the worker to his work.

Although Woodward, Blauner and Faunce have started from different
points in defining types of technélogy they have one shortcoming in common,
namely the assumption that an entire firm or an entire industry is involved in
a single type of technology. These authors in using this approach, have made
gengralizations about types of technology and their effects on various aspects
of work. This approach simply ignores the vast array of types of technology
found within each firm and industry.

James Bfight, in 1958, developed the concept of a mechanized profile
of various plants. This in-depth analysis involved the listing of every job
in a given plant, accompanied by the.given level of mechanization of the job.
A profile of the Cleveland Engine Plant of the Ford Motor Company in 1955
found 17 jobs falling into the manual control category, 30 jobs falling
into the mechanized category and 8 jobs entirely or partially contained in the
automated category. This profile of an assembly-line shows the heterogeneity

within any given plant or industry and the inherent tendency for error if
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these diverse jobs are combined in a single_cétegory.

Eva Mueller has attempted to overcome the problem of heterogeneity
within a given plant by classifying workers individually according to an
'Automation Scale® (Mueller et al. 1969: 241-246) rather than according to
occupation or industry. The 'Autométion Scale' is based on the worker's
difect control over the equipment used. Manual, fixed mechanical and auto—
mated 0perationsl performed in the process of turning out a final product
are looked at and the direct effects of these types of technology on the
workers' orientation towards their work are assessed. Because of Mueller
et al.'s ability to overcome the problems faced by most other studies that
looked at entire plants or entire industries, it was felt that a further
analysis using this approach was worthwhile. An analysis of the blue-collar
worker's2 relation to machines and in particular the control he has over
these machines will, it is hoped, yield greater understanding of the effects

these instruments have on the worker and his work situation.

Types of Blue—Collar Technology

In the section that follows an attempt will be made to summarize from
the available literature some of the major relevant job characteristics of the

various types of technology (manual, mechanized and automated ).

& Mueller equates the manual control category as offering the greatest
control, the fixed mechanical control category as offering reduced control and
the automated category offering the worker little control over equipment worked with.

2 Of the classification schemes mentioned above, few of them have direct applie-
ability for white-collar automation. The systems proposed by Blauner, Faunce and
Bright are based either on the technical hardware and its materials, or on the
control over these processes. This is due largely to the concentration on the mani-
pulation of objects, which is the prime focus of blue-collar technology. Robert
. Blauner notes that "... it is in the factory that the impact of technology on social
structure and the consequences of both on the experience of alienation and freedom
are revealed most clearly" (Blauner, 1964: 1X). It should be noted that this paper
will limit its focus to the blue-collar labour force and the effects of technology
on this group.



1. Manual Technology

The only authors to use manual control over equipment as a classifi-
cation of types of technology are Mueller et al. In their study only those
workers who were in direct control over the amount, direction and duration
of operations performed were classified under manual technology. As there
'is little else written using the category of 'manual techbology', it will
be assumed that the job characteristics of manual technology are most closely
associated with the classification of *craft technology'. The main reason for
the similarities in job characteristics between manual and craft technology
is in the nature of control where both typologies use a high level of control
as a defining characteristic. In some instances, the two classifications have
been used interchangeably (see Blauner, 1964; Mills, 1951). The only clear
distinction to be made between manual technology and craft technology being
that craft technology, as will be shown, requires highly skilled craftsmen,
while workers who deal with manually controlled machinery can be either
unskilled or else very highly skilled.

The following section will elaborate on the characteristics associated
with- craft technology. With the exception of skill level, the characteristics
of craft technology will be considered the same as for manual technology.
Where hypotheses are derived, the manual category will be employed using the
characteristics of craft technology. (see Appendix V for a comparison of

occupations and types of technology)

Craft Technology - Tt is generally accepted that the highest skilled blue-collar

worker is found in craft technology. The worker in craft technology is in

direct contact with the object and the manufacturing process. The craftsman's
Job involves combining mind and body, to produce or repair a finished‘product. -
The opinion of C.W. Mills, is that "craftsmanship (is) a fully idealized model

of work gratification" (Mills, 1951: 220), He further corroborates this
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statement enunciating six major features of the craft form of production:

"There is no ulterior motive in work other than the
product being made and the process of its creation.
The details of daily work are meaningful because
they are not detached in the worker's mind from the
product of the work. The worker is free to control
his own working action. The craftsman is thus able
to learn from his work: and to use and develop his
capacities and skills in its prosecution. There is
no split of work and play, or work and culture. The
craftsman's way of livelihood determines and infuses
his entire mode of living" (C.W. Mills, 1951: 220).

The way to acquire the necessary skills to become a craftsman involves
a lengthy training period (see Shepherd, 1971: 28 and Bright, 1958: 188).

This period of training or apprenticeship usually ranges from three to seven
years and often extends well into the journeyman years. During this period
the trainee works under the guidance of a craftsman who teaches him the basic
skills while on the job. Completing this apprenticeship entitles the crafts-—
man to formal recognition to practice his trade. He is then presumed to have
enough traditional knowledge and experience within his field. to take total
charge of initiating, manipulating and guiding his work, and is held respons-
ible for the finished product.

' An essential feature of craft technology is the lack of a standardized
product. This curtails the development of elaborate machinery that necessarily
leads to standardized work processes,

Craft production also limits division of labour. Faunce's findings
emphasize the point that.craft production leads to a low degree of different-
iation (1965: 54). Blauner has also found that most craft workplaces are
smaller and "the division of labour is naturally less in the smaller plants"™
(Blauner, 1964: 46). Although it may not involve completing the entire product,
in most instances craft technology encourages a larger segment of the product
worked on by one man than other forms of production. As a result, the craft

worker is usually involved in a wide variety of operations and is more likely
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to work with several pieces of equipment rather than with one piece of equip-
ment constantly. Repetition in this situation is reduced to é minimum
(Blauner 1964: 45).

Because of the high standards of quality demanded of them, craftsmen
in general require a great deal of personal freedom and control over their
work pace (see Blauner, l9éh:'h2 and Shepherd, 1971: 27).

Since the worker is required to work with a greater number of mach-
ines and people, physical mobility tends to be high in craft technology
(Blauner, 1964L: 43). This greater mobility, along with limited job pressure
and supervision associated with craft technology, makes it possible for the
worker to have greatef verbal interaction with work associates (Blauner,

19642 50).

In conclusion, craft technology requires a lengthy training period
to producé a highly skilled craftsman. This craftsman then has control over
how his work is organized. In general, craft technology promotes limited
division of labour and standardization of product which results in both limited
interaction and repetition with any one piece of eqpipment. The work pace is
generally controlled by the craftsman. Physical mobility is high in this type
of technology which results in the ability of workers to interact with one

another,
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2o Machine Technology

Often referred to as machine-tending or mechanized-technology,

this method of production utilizes machines which perform work by using
energy sources other than man or animals. Machines convert several forms
of energy into usable commodities. Although craft technology uses machines,
the nature of control over these machines is different in machine technology.
Control in machine technology is built into the very design of the machine.
Although the operator can stop, start and feed the equipment, the actual
manipulation of the materials is controlled by the machine.

A major outcome of removing the *tool from the hands of the worker
and fitting it into a machine® has resulted, to a large extent, in the elim-

ination of the skilled craftsmen.

"It was the machine which reduced the value of the
old tools, the property of the individual craftsman
or building-workers, and replaced (or 'made use of
personally' or 'incorporated into itself!') the
accomplishments and intellectual powers of the
worker" (Kuczynski, 1967: 45).

Although the worker in this mechanized stage acquires the necessary skill
for manipulating these machines, these skills, however, are of a very limited
and very specialized nature. As Marx has pointed out:

"The worker's activity, limited to a mere abstraction

is detemmined and regulated on all sides by the move-

ment of the machinery, not the other way around”

(Marx, 1973: 133).
The time needed to learn the essentail skills necessary for using this equip-
ment is, therefore,minimal.

Control, in the machine technology environment has shifted from the

animate to the inamimate, from the craftsman to the machine, The nature of

the machine largely determines the nature of the job. Because the machine is

pre-programmed and inflexible, those that tend these machines must, as a
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result, conform to these pre-set conditions. Since the machine is designed
to perform certain operations, the method of production becomes standardized.
Standardizing the method of production usually involves feeding the materials
into the machine, starting the operation, stopping the operation and removing
the product from the machine. Repetition in the work @ask, therefore, is
inevitable.

Also, the pace of work is essentially determined by the set pace of
the machine. Initiative, judgement and discretion, key elements in craft
technology, are incorporated into the design of the machine. The result is
"a high degree of repetitiveness in work tasks, minimum skill requirements
for workers, standardization of tools and techniques, and minute subdivision
of the product worked on" (Walker and Guest, 1952: 12, see also Shepherd,
1971: 26).

The repetitive nature of these jobs limits the opportunity to learn
and the general interest in the work is low (see Walker and Guest, 1956:
53-55). Where repetition becomes the main feature of work, boredom and monot-
ony become predominant characteristics in the work process. As Wyatt and
Fraser point out "...[boredom] is most marked in semifautomatic processes
which require enough attention to prevent mind-wandering but not enough for
the complete absorption of mental activity (1929: 42)., The above authors
add further that boredom is less liable to arise when the work is conceived
as a series of self-contained tasks rather than, as in most machine tending
Jobs, the work is conceived as a sequence of repeated motions apparently with—
out an end.

Subdivision of tasks, characteristic of machine production, usually
requires physically large plants. This has been found to affect the employer—

employee relationships
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"As a rule, the larger the factory, the more tenuous
is the employee's sense of identification with the
enterprise and the greater the social and sympathetic
distance between him and management. The automobile
assembly plant (mechanized production) stands at the
apex of the historical development towards larger and
larger factories: the proportion of workers employed
in plants with more than 1,000 persons is 21% in
printing (craft), ... and 82% in the transportation
equipment industries (mechanized)! Automobile produc—
tion may be the ideal example of an industry where
large plants and firms have most contributed to the
extreme development of an impersonal work atmosphere
and to the breakdown of sympathetic communication and
identification between employees and management ."
(Blauner, 1964: 177).

The high level of specialization and division of labour associated with
mechanized technology has resulted in the separation of the productive pro—
cess into simple,; highly repetitive tasks. The worker, in this situation,

is usually associated with one piece of equipment which he uses constantly.
The best example of this type of repetitive work is found on the assembly-line
(see Walker and Guest, 1962: 98, Blauner, 1960: 346, Dubin, 1958: 185),

The mobility in a mechanized job is limited. Either the worker is
tied to a single machine or to an assembly-line. In either case the worker
has to either keep up with a schedule or an assembly-line making it hard to
leave the operating station for any reason (see Shepherd, 1971: 26, Fullan,
1971: 352 and Blauner, 1960: 346)

The lack of mobility, as well as the loud machinery, and the repetit-
ive pace characteristic of mechanized technology result in limited opportunity
to talk on the job. If work stations are close enough to each other there may
be limited opportunity for workers to talk but usually this is not the case
(Blauner, 1964: 11k, Fullan, 1971: 352 and Walker and Guest, 1952: 79)

In mechanized technology, to summarize, the worker requires miafmal
skill as most of the skills have been incorporated into the machinery. The

time required to learn how to use the equipment in this work situation is
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minimal. Also control over the equipment and the organization of work is
minimal because these aspects are largely determined by the machinery. The
worker who works with mechanized technology is closely tied to the machine
he operates. His job is likely to be highly repetitive and largely paced by

the equipment. In these circumstances there is little opportunity for mobil-

ity or little opportunity to talke.



3. Automated Technology

The most advanced method of production, involving the total elimin-
ation of man from the actual handling of the product, is known as automated

or continuous-flow production. Materials are carried automatically from

operation to operation, the result of the development of mechanical or auto-
matic transfer systems. In addition to this transfer system, the develop-
ment of "feedback" mechanisms allow for automatic, self-regulation and self-
control of machinery by machinery.

A good example of self-controlled machinery is the recent development
of numerically controlled machine tools. This development is considered the
most important "new development in manufacturing technology since Henry Ford
introduced the concept of the moving assembly-line" (Lynn, Roseberry, Babich, '
1966: 89)s This device allows for the self-control of machinery involving the
movement of a tool or the work by means of numbers along three axes. This
control unit is guided by punched cards bearing numeric information and by
monitoring devices., These monitoring devices are located at various points,
such as the point of contact between the tool and the work. With various
sensing mechanisms, the monitors are able to send corrective information to
the controlling device. With this information the numerical-controlling
device can regulate speed, depth of cut, angle of cut, tool used, lubricant,
etc. (Braverman, 1974: 197-206).

The technological innovations of transfer and feedback mechanisms
have been responsible for the elimination of most of the jobs involved in
the feeding of material, the starting and stopping of machines and the cont-
rolling of machines, etc. The result has been the elimination of man from the
actual production of goods. To operate the automated plants, workers are
responsible for the even flow of production by monitoring the system. Machin-

ery does break down, however, and for this reason the maintenance personnel
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consist of highly skilled craftsmen. In this section however, only the
operators will be considered as workers who are associated with automated
technology.

¥hat are the effects of automated production on the men who work
with these automated machines? The recent advent of the age of automation
has made much of the research in this area highly controversial and contra-

dictory. Therefore, more research,-of an exploratory nature is required.

Skill requirements, for example, are subject to controversy. The
commonly held belief is that automation requires a highly educated, sophisti-
cated labour force. Peter Drucker, the leading spokesman for the optimistic
view of automation, predicted in 1954 the greatest upgrading of jobs ever
seen. He writes convincingly that "automation will upgrade the semi-skilled
machine operator of today into a highly skilled and knowledgeable technician "
(Drucker, 1954: 38). On the other hand, we find writers such as Bright,
Braverman and Faunce who claim that automation involves certain basic skills
but in general reduces the skill level of the machine monitors.

In 1958, James R. Bright published Automation and Management in which

he analyzed in great detail thirteen highly advanced production systems. The
principal focus of Bright's study concerned the skill requirements of increas-—
ing mechanization. This study interestingly, was undertaken from the point

of view of management. A controversial area of Bright's study can be found

- in the area "... regarding the skill required of the work force in the auto-
mated plant. The relationsﬁip of skill requirements to the degree of auto-
maticity as a declining rather than increasing ratio is not commonly accepted

or even considered " (Bright, 1958: Preface) He goes on to state:

"When the variable control levels (totally automatic
levels) are reached, we find that the worker contributes
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little or no physical or mental effort to the production
activity. More of the functions are mechanized. The
inspecting devices feed corrective information into the
machine and thus relieve the operator of mental effort,
decision-making, judgement and even the need to adjust
the machine. By its very definition, the truly auto-
matic machine needs no human assistance for its normal
functioning. "Patrolling" becomes the main human contri-
bution. The "operator", if he is still there, becomes a
watchman, a monitor, a helper" (Bright, 1958: 188).

In support of Bright's findings, Faunce has found little difference
between mechanized and automated jobs in the amount of time estimated by
the workers that it would take 'a new man to learn their jobs' (Faunce, 1960:
371). Georges Freidmann has also noted: "In the chemical industry
(automated),... the modernization of equipment has considerably lessened the
time needed to train ‘experienced' workers ... This is due particularly to
+eo Mmore numerous and more sensitive measurings devices" (1961: 5-6)(see
also Braverman, 197L: 203).

Another area of disagreement has to do with control of the pace of
work. Blauner claims that in an automated plant, the worker is in control of
his work (see also Shephered, 1971: 28). He illustrates this by his example
of the "worker's soup™ where a chemical operator explained how the workers
often heat up a can of soup on a hot plate,

"Suppose the soup is on the stove, ready to eat, just

at the time that's officially scheduled for the oper-
ator's round of instrument readings, an activity that
takes about thirty minutes. "You can eat the soup

first and do the work later, or you can take the read-
ings earlier than scheduled, in order to have the soup
when it's hot", reported this operator. In other words,
the nature of production work in an automated technology
makes it possible for the employee to satisfy personal
and social needs when he feels like it, because he can

carry out his job tasks according to his own rhythm”
(Blauner, 1964: 170).

In direct contradiction to Blauner's 'worker's soup', William Faunce,

in a study of workers in an automobile plant, looked at change in job content
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that accompanied change from a mechanical to an automated plant. One of his
conclusions was that "with the advent of automation, the long trend toward
decreasing control of work pace by the industrial worker has almost rum full
course ... Significantly fewer workers reported that they were able to work
at their own speed on their automated jobs and significantly fewer indicated
they were able to work ahead and take a break on these jobs™ (Faunce, 1960:
371)s Automated jobs require nearly constant attention to machine gauges as
long as the equipment is operating (Faunce, 1960: 371). The consequences of
worker's inattention could be very serious considering the high cost of auto-
mated machinery. The worker as a result is constantly, intensely involved in
working with his equipment. '

Even though physical mobility is not restricted in the automated job
setting (Shepherd, 1971: 26-27), the opportunity for social interaction is
low. As one worker put it "There are not so many workers around ... that's why
it [the automated job] is more boring and lonesome"(Faunce, 1960: 373).

Job control is another area of controversial findings. Blauner has
found that automation allows the worker a greater degree of choice of work
methods than mechanized plants. "The worker has more rreedom to determine
techniques of doing his job. This results from the variety inherent in the
work; the lack of time pressure, which allows experimentation and change; gnd
the new situations for which solutions must be found. Even in such a relativ-
ely routine job as instrument-reading, much variation in the sequence of work
is possible" (Blauner, 1964: 139),

In contrast to thié viewpoint, Rinehart and Faunce have found automated.
Jobs 1limit workers' control over their jobs. As Faunce observed, the monitor
of dials "does not initiate processing operations, nor does he have any control
of quantity and quality of output" (Faunce, 1968: 46). Rinehart also noted

that "it is difficult to visualize individuals devising their own techniques
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for reading dials ..." (Rinehart, 1975: 135).

Blauner also contended that automatic technology "contains tendencies
toward greater interest and involvement and toward great monotony and boredom"”
(Blauner, 1964: 157). The operator's job involves troubleshooting and react-—
ing to malfunctioning equipment. When all is going well the job is monotonous
and repetitive but when problems arise involvement, concentration and quick
thinking are necessary.

Sussman has found that variety in most automated plants is restricted.
As he notes a single operator now "sits at a console monitoring by television
many meter readings which in less automated plants require two or three daily
30-minute 'rounds' of the plant" (Sussman, 19722 43). Thus in the highly
automated plants we find a rather immobile worker involved in repetitive moni-
toring of dials. However, in most automated operations the monitor still has
to walk from dial to dial. |

The basic characteristics of the automated job are, as yet, unclear.
The skill required, the control over work pace, the control over work organ-
ization have resulted in contradictory findings. The only consistent find-
ings arising from research dealing with automated technology are: that it
encourages a strong relationship between man and machine, that it limits the
opportunity to talk with others on the job, and that it encourages repetitive
types of jobs. In some cases (the most automated), automated technology may
limit physiéal mobility, and in others (the less automated), it encourages

physical mobility.

Type of Technology and the Work Situation

In the previous section a description of manual, mechanized and
automated types of technology was given. In this section these three types

of technology will be compared with regard to eight attributes of work orient-
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ation: (1) time required to learn to use equipment on the job, (2) time
spent operating equipment, (3) repetition, (4) physical mobility, (5)
ability to talk, (6) control over work pace, (7) control over how work is
organized and (8) job satisfaction. By changing the perspectives in this
manner it will be possible to formulate eight relevant hypotheses, which

later can be tested.

1. Time Required to learn to Use Equipment on the Job

As noted in the previous section of this chapter, it is a point of
controversy whether or not automated technology requires a long training
period to learn to use the equipmént on the job. In this thesis the position
is maintained that automated technology requires a long training period
because of the very complex nature of automated machinery. There is more
agreement in the findings that mechanized technology usually requires little
time to learn, as most of the skills are incorporated into the machinery.
Manual technology also requires little time to learn the equipment used on
the job, as this equipment is of a much more elementary nature and much more
easily understoods From this review of the literature the following hypoth-

eses is derived:

Hypothesis #1 ~ Workers that work with automated, mechanical and manual
types of technology will have successively lower group
means for perceived (3) time needed to learn equipment used.

2. Time Spent Operating Equipment

As shown earlier, the worker that deals with automated technology has

been found to be constantly involved in monitoring equipment, as it requires

3. In what follows the responses to the questions raised are interpreted
as the worker's perception rather than a statement of fact.
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nearly constant attention. Likewise the worker that uses mechanized equip—
ment will also be intensely involved with his equipment; Manual technology,
as the name implies, depends largely on physical capabilities. 4s well,

the worker will spend less time operating equipment on the jobe From these

findings the following hypothesis is formulated:

Hypoth631s #2 — Workers that work with automated, mechanized and manual
types of technology will have succe351vely lower group
means for perceived time spent operating equipment while
on the job.

3. Repetition
A review of the literature has found that automated technology leads

to a highly repetitive work environment. Likewise mechanized technology
also makés for a good deal of repetitive work as machiﬁes have pre-set
repetitive movements. Manual control over technology, however, is not
mechanically controlled and is therefore much less repetitive. From the

above findings the following hypothesis is developed.

Hypothesis #3 — Workers that work with automated, mechanical and manual
types of technology will have succe551vely lower group
means for perceived repetition while operating equipment.

L. Physical Mobility

As discussed earlier, a review of the literature has found some
authors claim that automation increases physical mobility while others claim
that it limits physical mobility. This thesis will take the view that the
latter is the case because of the constant attention required by the equip-
ment which curtails physical mobility within a small radius. Mechanized
technology also limits physical mobility to the vicinity of the immobile
machinery. Manual technology, on the other hand, encourages physical mobil-
ity, since the worker deals with less equipment and is not tied to one parti-

cular machine. The hypothesis developed from these arguments is:
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Hypothesis #, — Workers that work with automated, mechanized and manual
‘ types of technology will have successively higher group
means for perceived physical mobility while operating
equipment.

5. Ability to Talk

The proceeding review of the literature has shown that automated
technology limits the opportunity for workers to talk while working, Similar-
ily mechanized technology has also been found to inhibit the possibility of
talking., Manual workers on the other hand are less tied to any one machine
and are more mobile. Consequently, this type of work situation generally
encourages the possibility of workers to talk. We can therefore derive the

following hypothesis:

Hypothesis #5 - Workers that work with automated, mechanized and manual
types of technology will have successively higher group
means for perceived ability to talk while working.

6. Cdntrol over Work Pace

Contradictory findings have been obtained by various researchers over
the amount of control the worker that works with automated technology has
over his work pace while operating equipment. This thesis will take the viéw
tha£ automation makes it hecessary that the worker comply with the demands of
the machine, thereby reducing the worker's control over his work pace. Mech-
anized technology has also been found to be paced by the cyclical nature of
the machinery which.curtails the worker's control over the work pace. Manual
technology, on the other hand, promotes greater control over the work pace as
the worker is less likely to be paced by the needs of the equipment. From

these conclusions the hypothesis derived is:

Hypothesis #6 - Workers that work with automated, mechanized and manual
types of technology will have successively hi gher group
means for perceived control over work pace while oper—
ating equipment.
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7. Control Over How Work is Organized

As discussed earlier, contradictory findings have been obtained by
those who have looked at control over how work is organized within an auto-
mated technology. This paper will hold that automated technology will
severely limit the worker's control over how his work is organized as control
has been largely taken over by the demands of the machinery. This is also
true of mechanized technology which has been found to curtail workers' con-
trol over how work is organized. In contrast, manual technology is much more
dependent on the worker's initiative and judgement, hence encouraging self-

control over how work is organized. We would therefore hypothesize that:

Hypothesis #7 —~ Workers that work with automated, mechanized and manual
types of technology will have successively higher group
means for perceived control over how their work is
organized.

8. Job Satisfaction

Of special interest to many researchers is the area of Jjob satisfact-
ion and the factors that have an effect on this dependent variable. As we
have yet to deal with this topic and because of its relative importance in
industrial sociology, this section will combine a review of the different
approaches used to measure workers' satisfaction and the associated problems

of these approaches.

In order to measure workers' satisfaction with their work, job atti-
tude surveys have been developed. The assumption underlying these surveys
is that each work setting is different and that each set of circumstances is
different. "Rejecting an a priori extreme position that workers either are
or are not alienated one expects to find work situations where alienation is
absent, as ﬁell as those where it is present™ (Blauner, 1964: 4). This

approach is based on the assumption that there exists "critically different
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types of work environments within modern industry. These diverse industrial
environments result in large variations in the form and the intensity of
alienation" (Blauner, 1964: L).

To measure these diverse work environments, job attitude surveys use
the verbal expression of a respondents evaluation of his job. This verbal
evaluation is made operational by attitude items administered by interviews
and/or questionnaires. These evaluations are of two types, those that
attempt to measure alienation (see Blauner, 1964, Shepherd, 1971, Seeman,
1959) and those that attempt to measure the level of job satisfaction (see
Woodward, 1964; Mueller, 1969; Robinson, 1958; Herzberg et al. 1957).

Robert Blauner has attempted to compile the results of a number of
these job—attitude studies which have asked questions such as "Taking into
consideration all the things about your job (work), how satisfied or dissat-

isfied are you with it?" The compiled results are as follows:
TABLE 2.1

Proportion of Dissatisfied Workers in Major Job Satisfaction Studies

Composition Dissatisfied
Researchers of Study Date Percent
Morse and Veiss LOl employed men 1955 20
Centers 811 men 1949 17
Palmer 517 labour force members 1957 10
Shister & Reynolds 800 manual workers . 1949 12 and 21%**
- Hoppock 309 labour force members 1935 15
Kornhauser 324 employed persons 1952 1n

*% Two separate samples were used:

(from Blauner, Robert, "Work Satisfaction and Industrial Trends
in Modern Society," in Galenson and Lipset, 1960: 340).

From 1946 to 1950, Robert Hoppock and Alan Robinson undertook to

summarize the results of all published job satisfaction studies. "The total
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of percentages compiled over the past twenty years results in a median value
of 13 percent for job dissatisfaction. Based on the Hoppock-Robinson
reviews, the range of 13 — 21 percent has generally been reported in the
literature as representing the approximate prevalence of job dissatisfaction®
(Robinson, 1958: 670).

Robert Blauner has also attempted to find the number of workers who
would choose their own line of work again, given the opportunity. He reported

the following percentages with regard to blue-collar occupations:
TABLE 2.2

Percentage of Blue Collar Workers who would Choose the Same Work Again

Blue Collar Occupations ' %

Skilled Printers - 52
Paper Workers - 52
Skilled Auto Workers - Al
Skilled Steel Workers - L1
Textile Workers - 31
Unskilled Steel Workers - 21
Unskilled Auto Workers - 16

(Blauner, 1960: 343)

These findings indicate that those in unskilled occupations would be
less likely to chose the same work again as compared to skilled occupations.
However, these results are not in themselves conclusive, for they still do
not answer the implicit issues of what it is about the work of a specific
occupation that makes it more rewarding than the work of another occupation.
Also, this approach has been criticized for being “fantasy“ and "hypothetical
dreaming" not taking into account real life situations and limitations.

Within these boundaries, the evidence from job attitude surveys is
generally that: "Even under existing conditions, which are far from satis-

factory, [most] workers like their jobs. Every survey of workers®' attitudes
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which has been carried out, no matter in what industries, indicates that this
is so" (Brown, J.C., 19542 190-191).

There have, however, been many problems with both job satisfaction
and alienation questionnaires. For example, although people may answer, "Yes,
I am satisfied with my job," their exact meaning is still undetermined. There
are many facets to the term job satisfaction. One man, who said he had a
pretty good job, when asked to tell what made the job good, replied: "Don't
get me wrong. I didn't say it is a good job. It's an 0.K. job — about as
good a job as a guy like me might expect. The foreman leaves me alone and it
pays well. But I would never call it a good job. Tt doesn't amount to much,
but it's not bade"™ Is this worker satisfied?

Robert Kahn has critized the direct question 'How satisfied are you
with your work' because it strikes too closely at the respondent's self-
esteenm,

"For most workers it is a choice between no work
connection (usually with severe attendant economic
penalties and a conspicuous lack of meaningful
alternative activities) and a work connection which
is burdened with negative qualities (routine, com—
pulsory scheduling, dependency, etc.). In these
circumstances, the individual has no difficulty with
the choice; he chooses work, pronounces himself
moderately satisfied, and tells us no more only if
the questions become more searching. Then we learn
that he can order jobs clearly in terms of their
status or desireability, wants his son. to be
employed differently from himself, and, if given a

choice, would seek a different occupatlon" Kahn,
R., 1972: 179).

Another criticism of job satisfaction statistics comes from the very
term "job satisfaction" which according to some authors lacks adequate
definition. Herzberg, Mausner and Snyderman have pointed out that "Most
attempts at analysis agree that there are many facets to this term, and that
Job satisfaction is not a unidimensional attitude."™ Herzberg and his

associates found that the factors that promoted job satisfaction were qualit-
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atively different from those factors that promoted job dissatisfaction.
(Hérzberg et ale, 1959) Herzberg found that the major factors contributing to
Job satisfaction were achievement, recognition, responsibility, advancement
and the job itself, Factors responsible for job dissatisfaction were company
policy and administration, supervision, salary, interpersonal relations and
physical working conditions. From this simple breakdown, Herzberg shows that
satisfaction is a result of what the workers actually do at work while dis-
satisfaction is a result of the environment or context in which work is per—
formed. As Herzberg points out "the opposite of job satisfaction would not
be job dissatisfaction but rather no job satisfaction; similarily, the
opposite of job dissatisfaction is no dissatisfaction, not satisfaction with
one's job" (Herzberg, 1955: 95)e 1In general, Herzberg's analysis has not
been incorporated into job satisfaction studies.

Within these shortcomings, several authors have attempted to asses the
levels of job satisfaction associated with the various types of technology.
Results from all studies generally show that the greatest job dissatisfaction
is produced by mechanized technology.

"Assembly-line work, in many instances, is like a signal
revealing the present deficiencies of technology,
wherever it causes the hand of man to perform largely sub-
divided operations which mechanization has been unable to
conquer" (Friedmann Georges, 1954: 178).

The level of job satisfaction associated with craft technology found
in the literatufe is much higher than with mechanized technology. This is due
mainly to the craftsman's control over most aspects of his work. The level of
job satisfaction associated with automated technology is generally more con-
fusing. Robert Blauner has summarized his findings as follows:

"In the early period, dominated by craft industry
alienation is at its lowest level and the worker's 7
freedom at a maximum. Freedom declines, and the curve of

alienation rises sharply in the period of machine
industry. The alienation curve continues upward to
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its highest point in the assembly-line industries of
the 20th century .... The case of the continuous—
process industries,; particularly the chemical indus-
try, shows that automation increases the worker's
control over his work process and checks the further
division of labour and growth of large factories.

The result is meaningful work in a more cohesive,
integrated industrial climate. The alienation curve
begins to decline from its previous height as employees
in automated industries gain a new dignity from respons-
ibility and a sense of individual function - thus the
inverted 'U' " (Blauner, 196k: 182).

In support of Blauner's thesis; Jon M. Shepherd has derived a curve-
linear association between "phases in the man-machine relationship (craft,
mechanized and automated) and each of five alienation scales (powerlessness,
meaningless, normlessness, self—evaluativé involvement and instrumental work
orientation). With one exception, alienation was lower among craftsmen,
reached a peak among assemblers, and declined again among monitors to a.level
below that of either assemblers or craftsmen " (Shepherd, 1971: A4O).

Mueller et al. have also found that "workers with automated equipment
tend to enjoy their work more often still than those with more traditional
equipment " (Mueller et al. 1969: 34), Interestingly, this study found little
difference between fixed mechanical levels of equipment operated (mechanized)
and manual controlled equipment, and attitudé towards the job as measurgd by
whether the worker saw his job as enjoyable or drudgery (Mueller et al. 1969:
34), |

The optimism of Blauner, Shepherd and Mueller concerning the benefits
of automation have come under attack from several writers, among them William
Faunce. In his study of an automobile plant which had recently moved from
mechanical to automated technology, Faunce found both positive and negative
attributes of automated production. Positive attributes included: greater
worker responsibility, greater job importance, greater challenge for some

of the workers, less material handling, less physical effort, and less fatigue.
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Negative characteristics of automated Jjobs included: greater social isol-
ation, compressed status hierarchy, greater alienation from actual work
process, loss of control of work process and work pace, increased work tens—
ion and higher supervision levels.

In his study, Faunce found:

"59 percent [of the respondents] reported being
completely or well satisfied with automated jobs.,

On the other hand, in response to the question,
"Would you rather work on automatic transfer
machines as you do now, or on a “non-automated job?"
approximately 72 percent of the respondents indi-
cated that they preferred their present job"
(Faunce, 1960: 374).

These results indicate a preference for automated jobs but as Faunce
notes these findings 'should be interpreted with caution'. Faunce's data
suggest that the structural changes which can be attributed to the change
in production technology are sources of both satisfaction and dissatisfaction
with jobs in the automated plant.

From the preceding review of the literature the following hypothesis

has been derived:

Hypothesis #8 - Workers that work with mechanized, automated and manual
types of technology will have successively hi gher group
means for perceived job satisfaction.

Control Variagbles

Several variables that have been seen as potentially important by
various authors will be introduced as control variables when assessing the
relationship between blue—collar types of technology and their associated
job characteristics, Included as control variables are occupation, sex, the
size of plant, length with present employer, union membership, age, education

and income.
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1. Blue-Collar Occupation

Many writers have noted the significant differences found between
various occupations and job satisfaction. These differences have a strong
linear relationship with status. The importance of the role of occupation
as a variable determining the nature of the job, as well as the level of Job
satisfaction will be noted.

It should however be recognized that a distinction is made in this
thesis between 'occupation' and 'type of technology'. As noted earlier,
several writers have used the occupation of 'craftsmen' as a type of technol-
0gy. For our purposes, the term 'craftsmen' is used as one blue-collar occup-
ation; the second blue-collar occupation being 'operator/labourer'. This
distinction was found to be useful because the first sécioeconomic occupat-
ional classification used in the United States divided manual workers into
two classifications, craftsmen and labourers: "Craftsmen — the mechanics in
various trades, whose admission into this category of skilled workers was
thus dependent upon satisfying the traditional requirements of craft mastery.
Labourers were all others; they were thus a residual class" (Braverman, 197.4:
428),

In the 1930's, a revised analysis was undertaken which divided labour—
ers into two parts. "Those who tgnded or operated machines, or attended
mechanized processes, [were] called operatives. Labourers, still a residual
category, now consisted of those nonfarm workers who were neither craftsmen
nor machine operatives" (Braverman, 1974: 428).,

It was simply by this reclassification, according to Braverman, that
a distinction between semi-skilled and unskilled workers first came into being.
This reclassification was not based on a study of occupational tasks, but
"upon a simple mechanical criterion® (Braverman, 1974k 429), The assumption

that a gap in skill exists between operatives and labourers has come under
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strong criticism from Braverman, 1974, Blauner, 1964, Fullan, 1971, Walker
and Guest, 1952, Bright 1958 and Faunce, 1960, to name a few. The only
valid distinction found in the literature is between craftsmen (skilled
labour) and operators/labourers (semi-skilled, unskilled). These will be the

two categories used in this analysis,

2. Sex

With the increased participation of women in the labour force and
with the rise of the woman's liberation movement, many authors have attempted
to analyze the different types of jobs related to sex. Ambert, for example,
has noted that men consistently hold more prestigious jobs (Ambert, 1976: 86)
and Shneider has found that in these more prestigious occupations, men, on
the whole earn 55.25% more than females (Shneider, 1969: 495-496). Moreover,
different occupations that women find themselves in generally require them
to operate equipment more intensely. As Mueller et al. have found, 47% of
women operate equipment almost constantly as compared to 40% for men (Mueller
et al. 1969: 19). These authors go on to find that "men are more likely to

report increased job satisfaction than women" (Mueller et al. 1969: 114).

3+ The Size of the Plant

Mueller et al. have noted that automated equipment is found more
frequently in larger plants (Mueller et al., 1969: 30-31). Blauner has also
found that increasing the size of a plant reduces worker's identification
with his work (Blauner, 1964: 177). The worker in a large factory usually is
unable to see his actual cantribution in the entire process. In this situ-
ation the worker feels unimportant and overlooked, which will in turn affect
his attitude towards his jobe We would therefore expect to find a strong

relationship between the size of the plant and job satisfaction.
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Le Length with Present Employer

The length of time a worker has worked for one employer generally
affects his attitude towards his job. The data to be used in this study
was undertaken during a time of economic prosperity (1962-1967), where it was
relatively easy for people to change jobs in the hope of upgrading themselves.,
~ Mueller et al. have found that during this period those workers who have
undergone a job change have generally increased their job satisfaction

(Mueller et al., 1969: 111).

5. Union Membership

There is some indication that Jjob conditions correlate with workers!
union activity. Communication of problems between workers and management
usually téke place via unions aﬁd management. Hence we would expect to see
a negative relationship between job satisfaction and union membership. This
variable will therefore be controlled when assessing the effects of tech-

nology on job satisfaction.

6o Age
It has been found that there are more younger than older workers who

ope?ate equipment. In Mueller et al.'s study, 52% of those under age 25
operate equipment as compared to 38% for those 55 years or older (Mueller et
al. ,1969: 26). Similarily, Mueller also found that older workers are
associated with manually controlled equipment while younger workers are more
likely involved with fixed mechanical or numerical, tape, computer, or log-
ically controlled equipment. This resulted in generally more satisfied
younger workers and less satisfied older workers (Mueller et al.,l969: 113).
However, reports of less job satisfaction occurred with the greatest fregq-

uency amongst the youngest and oldest workers (Mueller et al.,1969: 114).
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7. Education

Mueller et al. have found that formal education is positively related
to igcreased automation level of equipment employed (Mueller et al. 1969:
162), These authors have also found that increasing education is directly

related to job satisfaction (Mueller et al. 1969: 113).

8. Income

Mueller et al. have found that "income change does indeed appear as
the single most important determinant of job satisfaction, with a correlation
coefficient of ,30" (Mueller et al. 1969: 117). It was also found that
income decreases are even more important in relation to job dissatisfaction
(Mueller et al. 1969: 113-114). These authors have also looked at ‘automat-
ion level' and 'income's. The highest paid workers, as a group, are those that
work with numerical tape, computer or other logical control, with a median
income of $8,200. They are followed by those that work with manually control—‘
led equipment having a median income of $5,600, and with those that work with
fixed mechanically controlled equipment having a median income of $5,300
(Mueller et al. 1969: 78)s As Dubin states "income remains the all-important
meaﬁs for satisfying human wants and needs. Income from wages and salaries

is the major incentive to work" (Dubin, 1958: 241).

All of the above variables have been considered important in the study
of the worker and his job satisfaction. BEach of these variables will be con-
sidered as potential control variables when assessing the effects of types of

technology on the wofkers“perceived job characteristics and job satisfaction. -

Summary
To summarize, this chapter has dealt with the various classificatory
schemes of technology. Shortcomings of these methods have been illustrated

and a slightly different typology has been put forward to be used in this
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thesis. In addition a review of the findings of previous studies has been
undertaken. From these findings seven hypotheses have been derived which
have attempted to link types of technology and their job characteristics.
An eighth hypothesis dealing with types of technology and job satisfaction
has also been developed after a more thorough analysis of the literature on
this subject. -

Several authors have dealt with other variables that have been
deemed important. These variables have been found significant in accounting
for variations in the employment setting, therefore they will be introduced

in the following analysis as control variables.



CHAPTER III

- METHODOLOGY

The following chapter is concerned withrthe methods used to test the
hypotheses that have been derived in Chapter-;l. To begin'with, a descript-
ion of the data to be used will be undertaken. Following this,indepgndent,
dependent and control variables will be operationalized from available
materiale Finally a brief description of the statistiéal methods will be

given. -

Data

_ Data collected in 1967 by the Institute for Social Research at}the
University of Michigan will be used to test the hypotheses presented in the
previous section. Some of the findings derived from this data set were

published in Technological Advance in an Expanding Economy by Mueller, Hybels,

Schmiedeskamp, Sonquist, Staelin. The prime focii for these researchers were
~ to study the effect of machine change on (1) the economic aspects of the
work force; (2) the levels of job satisfaction and contentment; and (3) the
level of education and training.

The use of this data set proved to be useful because of the large
sample size of 2,662 workers. Area probability sampling procedures were used
in selecting respondents and interviews then took place in the respondents!'

- homes. The representative nature of this samplé was assessed by comparing
three basic sample characteristics with corresponding estimates from the
Current Population Survey of the U.S. Bureau of Census (see Mueller et al.,
1969: 237-239). This comparison revealed that the age distributions between
the two samples were quite similar. Education and sex were not, however, as
closely associated, but average differences did not exceed 5 percent. Those

chosen were, therefore, considered as a representative sample of the American

-3l -
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labour force.
For this thesis, a sub-population of 962 blue-collar workers was
obtained.h It was felt that this sample size was large enough to fill all

the categories in order to make the calculations necessary for this thesis.

Problems Associated with Using Secondary Data

The use of secondary data sets limitations on the researcher in terms
of an already existing data set. The lack of input in the development of a
questionnaire limits the scope of enquiry of secondary analyses as was
especially true in this study when it was found that skill level could not be
obtained for the three types of technology.

A second problem associated with using secondary data is the inabil-
ity to judge the rigor with which the initial survey wés undertaken. This
is especially true of interviewing and coding procedures. Some problems in
understanding the coding procedure were also encountered.

Within these limitations it was still possible to develop a number
of concerns that were thought to be important. Concerns that could not be
adequately analyzed will be dealt with in the section on suggestions for

future research,

Operationalization of Variables

l. Independent Variable : Type of Technology
Woodward, Blauner, Fullan, and Faunce start their analysis with the
assumption that the workers in a given firm or industry are representative of
a particular type of technology. This approach makes no attempt to different-
iaté the many types of technology to be found within each of these firms or
industries. |

A main difference between this study and those described above is the

Lo For a further analysis of the sub-category used see Appendix 1V.
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method used to classify workers according to types of technology. In order
to establish a link between the individual worker and the type of technology
he encounters on the job, workers are not classified according to a particu-~
lar industry, but with regard to the varying degrees of control the worker
has over the work process. As mentioned earlier Mueller et al. have used
control as the basis for developing three categories of worker — machine
relationships. These categories are interpreted for this study as 'types of
technology’'. » '

; _These three levels of control (manual, fixed mechanical and logical)
are readily available in the form of an 'automation scale® (Mueller_et al,,
1969: 2A1p246). Coding for this scale was undertaken by graduate engineer—
ing students obtained by the Survey Rgsearch Centre. The tyﬁe of machinery
the employees worked with, and the type of control the worker has over this
machinery were taken into consideration du;ing coding. Each worker was then
categorized according to six automation levels: (1) operator powered and
controlled (2) powered single~system, manual control (3) powered multi-
system, manual main control (4) fixed mechanical control (5) other logical
control (6) numerical, tape or computer control. Subsequently this scale
was reduced to three categories by Mueller et al. These are:

(1) Manual control which includes
(a) operator powered or powered single-system and
(b) powered @ulti—system.

(2) Fixed mechanical control

(3) Numerical, tapé, computer or other logical control.

The most elementary form of control is manual control of equipment

which is either powered by the operator or powered by machinery (Mueller et
al., 1969: 242). No matter how the equipment is powered the control lies with

the operator.
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The second category of control is called fixed mechanical control

(Mueller et ale, 1969: 242), In this category a fixed operation or operat-—
ions are set up in advance by the design of the equipment. These operations
are repeated, producing identical products. Although the worker may haye
control over starting and stopping the operations he has lost control over
the manner of operation, for this is built into the machine itself, This
category includes a large variety of machines, among them much of the mass
production and assembly-line equipment which best illustrates the lack of
control the worker has over his work.

The third category may be called logical control (Mueller et al.,

1969:‘2A3). Equipment characterized by logical control is capable of having
its operations programmed by the equipment itself. That is, the machine can
use sensory units to pick up necessary data about the material to be processed.
Emplqying feedback techniques, the machine is able to adjust its operation
and/or modifies the sequence of available operations. Control of the actual
operations in this category is by the machines. The worker can start or
stop the machine but during.the operation, the worker is only involved in
monitoring thg equipment and materials. This type of work environment is to
be found where the mechanization of production and materials has reached the
point where process operators neither see the product nor work.on it directly
with their hands. Instead they monitor the automatic control dials, inspect
machinery, adjust valves, and record the data that describe the Operatibns
of the automated system.

The review of the}literature established three types of technology;
manual, mechanized and automated. To operationalize these classifications
using the condensed automation scale described above is fairly straight—
forward. By eliminating the distinction between (la) operator powered or

powered single system and (1b) powered multi-system manual control, it will
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be possible to form one category: manual control of technology. There
exists equivalence between (2) fixed mechanical éontrol and mechanized tech~
nology. This is also true of (3) numerical, tape, computer or other logical
control and automated technology. Therefore the three categories of the

independent variable, type of technology? will be:

1. Manual Control Technology ~ This type of technology will be
- operationalized by using the categories (1) operator powered
and controlled (2) powered single system, manual control
(3) powered multi-system, manual control.

2. Mechanized Technology or Fixed Mechanical Control. This will
be operationalized from the (4) Fixed Mechanical Control level
of the Automation Scale.

3+ Automated Technology — This category will be operationalized
by including _
(5) other logical control :
(6) numerical, tape or computer control as well as all those
who fall into (4) fixed mechanical control but operate or
help to run automatic equipment.

1Y Dependent Variables

The choice of dependent variables has been limited by the questions
available in the primary study. The following variables of workers!
perceived attitudes towards their work situation and towards Jjob satisfaction

have been operationalized below.

5« For further elaboration of the questionnaire and coding categories
see Appendix III.
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Dependent Variables

Time Needed to Learn Equipment
Used

Time Spent Operating Equipment
while on the Job

Degree of Repetition

Physical Mobility
Ability to Talk

Control over Work Pace

Control over how Work is
Organized

.Job Satisfaction

III Control Variables

Indicator of Perceived Attitudes6

Thinking now about just the equipment you
use on your job, how long would it take
someone with the same general education’
and training as you to learn to work
properly with this equipment?

Do you use at least one piece or another
of equipment some of the time, or almost
constantly.

Degree of repetition during R's operation
of this equipment (and during set-up if
that is a significant part of R's job).

Respondent's mobility while operating
this equipment.

Do you have much chance to talk to other
people during the time you are working?

Control over respondent's work pace while
operating or helping to run equipment
during its normal operation.

In some jobs how your work is organized
depends mostly on you, yourself. In
others, its pretty much determined by

the equipment you work with, a production
line, or by a number of people who have

to work together. How is it with your job?

On the whole do you feel that work on
your present job is drudgery or is it
all right or do you enjoy your work?

For the purpose of this study eight potentially important variables

(covariates) will be controlled when assessing the relationship between blue-

collar technology and the workers' perceived attitude toward their work situ-

ation. These variables include:

6. For further elaboration of the questionnaire and coding categories see
Appendix III.
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Control Variable

Occupation
Sex

Size of Plant

Length with Present Employer

Union Membership

Age
Education

Income ‘

7o

Indicator of Control Variable7

Occupation of xrespondent
Sex of respondent

About how many people are employed by
your company or employer at the location
where you work?

How long have you worked with your
present employer?

Is there some sort of union or pro-
fessional society or association for
people in your line of work?

Do you belong to it?

How old are you?
Education of respondent
Can you tell me about how much money

you (R) made on your own main job last
year?

For further elaboration of the questionnaire and coding categories see
Appendix IIT,



Statistical Analysis

The statistical method used in this thesis to examine the inter—
relationship between the independent and dependent variables is Multiple

Classification Analysis (MCA). This method is useful as it gives easily

interpretable tables of the means for all categories looked at. MCA can
also control for the effects of other variables while showing how each pred-
ictor variable relates to the dependent variable (see Andréwé, Morgan,
Sonquist, Klem, 1973)

This statistical analysis has been undertaken with thevuse of the_»
Statistical Package for the Social Sciences (SPSS). The Multiplg Classific-
ation Analysis in SPSS is, however, limited in that only five covariates
(control variables) are able to be adjusted for at one time. In order to

overcome this problem the F ratio = obtained from a Multiple Regression

Analysis is used to eliminate the least important control variables before
undertaking the Multiple Classification Analysis.

Possible interaction effects between the factors and the covariates
is not examined in this analysis because Multiple Classification does not
provide for this proceedure. Multiple Regression can look at interaction
effects only with a great deal of effort. In the statistical proceedures
that follow interaction effects between factors will be looked at when there
are several of them.

The results obtained will be assessed according to two criteria,
the first,that a statistical significance level of .05 or greater is con-
sidered acceptable, and seéondly, that a minimum limjtation for the fluctu-
ation between the highest and lowest categories of 10% is considered meaning-
ful. If both of these conditions are met the results will be considered as

meaningfully supporting the hypothesis.



- L2 -

Summary
Chapter III has dealt with the methodology that is to be used in

this thesis, We began with a short description of the secondary data to be
usedAin this study, followed by a section on some problems associated with
secondary data analysis. The next section dealt with the operationalization
6f the‘employed variables. In the fourth section the statistical procedures
to be used were described briefly and a basis for supporting or rejecting

the hypotheses was established.




CHAPTER 1V

FINDINGS

In Chapter II, eight major hypotheses were derived from a review of
the literature. In Chapter III the indicators used for tesﬁing these
hypotheses were presentede In this chapter the results of the statistical
analysis described previously will be presented in the form of Multiple
Classification Analysis Tables. Then the hypotheses will be accepted or

rejected according to the criteria mentioned in Chapter III.

1. Time Needed to Learn Equipment Used on the Job

The first hypothesis is:
Workers that work with automated, mechanized and
manual types of technology will have successively

lower group means for perceived time needed to
learn equipment used.

The resulté of a Multiple Classification Analysis (MCA) are given
in Table 4.l. ‘*Type of technology' is found to be fairly strongly associated
with the workers' perceived time needed to learn the equipment used. The
relationship is in the direction predicted by the hypothesis, with workers
tha£ deal with manual £echnology perceiving their equipment as requiring less
time to learn than those that deal with mechanized equipmeni. Likewise,
‘workers that deal with mechanized technology perceive their equipment as
requiring less time to learn than those that deal with automated equipment,
When the effects of foccupation' are controlled for, as in column 2, the diff-
erences become more accentuated, with a beta of .16 as compared to an eta
(unadjusted) of .13. When controlling for the 'size of the plant!, 'length
with present employer!, 'union membership', 'income' and 'sex', the relation-

ship is slightly affected with a beta for this variable of .15 (significant

- 43 -
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In general the differences between the manual, fixed mechanical,
and automated categories remain relatively stable ?hen hnadjusted or
adjusted by all the control variables,

The results in table 4.1 conforﬁ to the direction specified in hypo-
thesis #1 and reach the established criteria for statistical significance

and meaningfulness. Hypothesis #1 is, therefore, accepteds
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TABLE 4.1

Workers® Perceived Time Needed to Learn Equipment Used by *Type of
Technology' (Independent Variable), Adjusted for the Covariates 'Occupation',l

'Size of Plant', 'Length with Present Employer', 'Union Membership?,

!Income® and 'Sex'.2

Adjusted Adjusted for

Type of Unadjusted For 'Occupation' All Covariates
Technology N3 Mean Eta Mean Beta Mean Beta
Manual 278 5¢29 5.21 5621
Fixed
Mechanical 181 5048 553 5053
Automated 100 6.33 0.13 6.46 0.16 6.41 0.15
Grand Mean = 5,54 Multiple R Squared 0.036 0.078
(For the Dependent

Variables Multiple R 0,191 0.280

Significant at the .001 level

1. For an analysis using'occupation'as an independent variable see
Appendix II.

2. The covariates in all of the following tables have been limited to
the most important. For further elaboration of the process used
to derive these variables see Appendix I.

3. Responses that were not available were eliminated in all of the
following tables.
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From the results, it appears that technology plays a role in deter-
mihing the time required to learn the equipment used on the job., As
machinery increases in complexity, the time required to learn to operate it
also increases. The notion that manual workers require less training
appears to be supported by the results. This, however, does not necessarily
mean that manual control requires less skill. The worker in this category
is likely to be directly involved in controlling and guiding any equipment
he does use. In this situation the machinery may be simple to learn, butv
the overall skill required to effectively control the equipment may be much
more complexX.

Even though mechanized jobs require more time to learn the use of
their equipment used than do manual jobs, this does not necessarily indicate
the level of on-going skills required once the equipment has been mastered.
A question pertaining to the on-going skill requirements was unfortunately
not asked in this survey. From theée results we are able to conclude that
manual workers require the least amount of time to learn the equipment used
on the job. Workers that deal with mechanized technology require somewhat

more time to learn their equipment, but the difference between these workers
and manual workers are not meaningful. Workers that work with automated
technology do require more time to learn to operate their equipment than
mechanized technology and these differences are found to be meaningful. The

hypotheses is, therefore, accepted.

Another variable which is found to have some effect on the dependent
variable is 'occupation' (see Appendix ;l)- The two categores for 'occupat-
ions'; craftsmen and operator/labourer are found to have meaningful differ—
ences between group means when unadjusted and adjusted for 'type of

technology'. When all of the covariates mentioned in Table 4.1 are adjusted
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for, the differences, however, fail to reach a meaningful level. The
finding that craftsmen work with equipment which requirés more time to learn
than do operators/labourers is meaningful only until all the covariates are
introduced.

These findings correspond with the earlier prediction that there is
a distihction between the categories of 'manual technology' and *craftsmen’
with regard to the equipment used. Whereas the manual worker requires
little time to learn to use the equipment on his job, the craftsman gener—
ally requires more time.

Besides 'occupation', the only covariate with any substantial effect
on the dependent variable is ‘income'. (see Appendix II) Income increases
with the time needed to learn the equipment used. Of the total variation of
the dependent variable income explains 1.8% (significant at the .00l level).
One possible explanation of these results may be the need for a company to
maintain enough of an incentive to keep the more highly trained worker from
moving on. A firm has invested greater time in training this worker to de
a certain jobe Retraining a new worker would cost the company considerable
time and money. By increasing the workers pay, it is less likely that he

will look elsewhere for worke.

2, Time Spent Operating Equipment

The second hypothesis is:
Workers that work with automated, mechanized and manual
types of technology will have successively lower group

means for perceived time spent operating equipment while
on the job.

The results presented in Table 4.2 are in the direction as predicted
in hypothesis #2. Manual workers are less intensely involved in operating

equipment than are those workers that deal with mechanized technology. It
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TABLE 4.2

Workers® Perceived Time Spent Operating Equipment While on the

Job by 'Type of Technology' (Independent Variable) Adjusted for the Covari-

ates 'Occupation',l 'Size of Plant', 'Length with Present Employer®,

*Education®, *'Income® and ‘'Sex®,

Adjusted Adjusted for
Type of Unadjusted for 'Occupation' All Covariates
Technology N Mean Eta Mean Beta Mean Beta
l. Manual 282 2.4 2.45 2.46
2, Fixed
Mechanical 190 2,56 2.56 2.55
3. Automated 98 2.83 .20 2.81 .18 - 2.81 .18
Grand Mean = 2,55 Multiple R Squared - 049 - 064
(For the Dependent
Variab1e§ Multiple R 0222 o254

Significant at the ,001 level or better

1. For an analysis using ‘'occupation' as an independent variable see

Appendix II.
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should be noted that the difference however, fails to reach a meaningful
level. Vorkers that deal with mechanized technology are less intensely
involved in operating equipment than are automated workers. This differ—
ence, however, does reach a meaningful level. The relationships between
the three variables remains quite stable when controlling for *occupation!
(as in column 2) and then controlling for all the covariates (as in column
3)e Totally, 'type of technology' has an eta of .20 which explains 4% of
the total variation of the dependent variable (significant at the 001
level).

Manual workers, as the name implies, use their hands more than they
do equipment. Automated jobs by contrast, appear to encourage the highest
level of interaction with machinery. This is partially due to the longer
time required to learn the automated equipment as shown in hypothesis #1.
This generally leads to more specialization and greater division of labour
which in turn results in the worker spending a larger amount of time operat—
ing equipment. The manual worker, in contrast, requires less time to learn
to use equipment and is less likely to be involved with equipment at all.

The variable 'occupation' was also examined as an independent vari-
able (see Appendix II). Although not meaningful, it is found that operators/
labourers spent more time operating equipment on the job than do craftsmen.
This variable, however, only has an eta of .13 which explains 1.69% of the
total variation of the dependent variable (significant at.the <05 level).

The total variation of the dependent variable that is explained by
'type of technology' when all the control variables mentioned above are
adjusted for is 6.4%. When only 'occupation' is controlled for, this figure
is reduced to 4.9% of the explained variation.

In conclusion we could say that the results for the dependent vari-

able 'time spent operating equipment' are consistent with hypothesis #2; that
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is the results are in the same direction as the hypothesis, they reach a
significance level beyond our requirements of .05 and the differences be-
tween the highest and lowest categories are great enough to be considered

meaningful,

3. Repetition
The third hypothesis is:

Workers that work with automated, mechanical and
manual types of technology will have successively
lower means for perceived repetition while operat-
ing equipment.

As can be seen from Table 4.3 there are substantial differences be-
tween group means fbr the various 't&pes of technology' and perceived repetf
'ition. This can be seen in the fact that this relatiohship has an eta of .45
(statistically significant at the .00l level).

Thus the proportion of the total variation of the dependent variable
explained by 'type of technology' is the eta squared which equals 20%.
Manual workers appear to have the least repetitive jobs, followed by fixed
mechanical and then automated jobs. It appears as though fixed mechanical
jobs are highly repetitive but not nearly as repetitive as automated jobs.

In the unadjusted column, the differences between all three 'types of
technology' are meaningful. These differences remain meaningful when adjust-
ing for ‘occupation' and 'sex' (column 2) and when adjusting for all the
covariates (column 3). The differences between categories contracts somewhat
from column 1 to column 2, because of the importance of the covariates ‘occu-
pation' and ‘'sex'. Iittle change is seen however, between column 2 and
column 3 where all the covariates are controlled for. This would indicate
that the covariates 'size of plant', 'union membership' 'age' and 'income'
have little effect on the dependent variable.

One possible explanation for the differences in the amount of
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repetition associated with each type of technology may be due to the effects
of the machinery used on the job. Usually a machine is based on a cyclical
pattern, proceeding through a number of steps and starting over again,
usually in a fixed amount of time. Repetition when dealing with this type
of equipment is inevitable.

As compared io the other types of teéhnology, manual workers are
much less intensely involved in using any equipment on the Jjobe Because of
this we would expect a greater diversity of activities and less repetitive
types of worke.

In mechanized technology, the worker is more intensely involved in
the use of machinery which generally promotes a more repetitive work environ-
ment., The worker usually has to start the machines; feed it material, watch
it proceed through its cycle, remove the completed product and begin the
process over again,

Whether automation promotes repetition has been a point of contro-
versy. Those that hold the point of view that automation reduces the routine
of the factory see the worker in this work situation as having an increased
number of work activities that he is involved in.‘ This is due to the
greater number of machines he is responsible for and the greater complexity
of these machines, The.opposing view argues that monitoring a number of
machines in an automated factory is a tightly-scheduled highly-repetitive
-activity. The second viewpoint abpears to be consistent with the results
obtained in this study.

When analyzed as an independent variable, 'occupation' was found to
"be strongly associated with repetition. After controlling for *type of tech-
nology', 'sex', 'size of plant', 'union membership', 'age', and ‘income' a
beta of ¢33 was found, Craftsmen appear to have considerably less repetit-
ive jobs than operators/labourers. This can be explained by the limited

division of labour usually associated with craft technology. By working on
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TABLE 4.3

Workers® Perceived Degree of Repetition While Operating Equipment
by *Type of Technology' (Independent Variable), Adjusting for the Covariates

'Occupation'],' 'Sex', 'Size of Plant', *Union Membership', 'Age' and ‘*Income°’.

Adjusted for

For *Occupation’ Adjusted for

Type of Unadjusted and 'Sex! A1l Covariates
Technology N2 Mean Eta Mean Beta Mean Beta
l. Manual 117 2.45 2.86 2.88
2. Fixed S -

Mechanical 86 Lo36 L0l L.0L
3s Automatic 47 592 U5 549 .33 5.43 .32
Grand Mean = 3.76 Multiple R Squared o461 ‘ o472
(For the Dependent

Variable) Multiple R 679 .687

Significant at the 001 level or better

1. For an analysis using 'occupation' and 'sex' as independent variables
see Appendix II.

2. Those self-employed and those who do not use equipment intensely -
were eliminated.
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a larger portion of the finished product the repetitive nature of this type
of work is reduced. |

'Sex' was also analyzed as an independent variable in this case,
because of its high correlation with the dependent wvariable (see Appendix
II). It was found that females are more likely to have repetitive types of
jobs than males. When adjusting for independents and covariates the group
means between males and females differed 2.29 from a grand mean of 3.76
with a beta of .29, (significant at the .00l level). This difference can
be attributed to the fact that women generally hold different types of jobs
than men. These jobs appear to be more directly related to working with
equipment (see Mueller et al. 1969: 19) and hence repetition is more likely
in this work situation.

In conclusion, the results strongly support hypothesis #3, 'type of
technology! explaining‘20% of the variable 'repetition'. The total variation
explained by 'type of technology', ‘occupation' and ‘'sex' as seen by the
multiple R-squared is 46.1%., ¥hen adding the control variables ‘'size of
plant?, 'union membership', 'age!, and ‘income®, the explained variation
only rises to 47.2%, These findings indicate that these control variables

are relatively unimportant as determinants of repetition.

Le "Phyvsical Mobility

The fourth hypothesis is:

Workers that work with automated, mechanized and
manual types of technology will have successively
higher group means for perceived physical mobility
while operating equipment.

As can be seen in Table L.4 the only meaningful effect on perceived
physical mobility is 'type of technology', which has an eta of ¢35 (signifi-
cant at the .00l level. When the eta is squared this reveals that 12.25%

of the total variation of the dependent variable is explained by 'type of
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technology'. As predicted in the fourth hypothesis, manual workers perceive
greater mobility while fixed mechanical and automated workers are more
likely to work at single work stations. The difference in means is .67 or
a Li% variation between means for the manual and automated categories

when adjusted for foccupation', 'size of plant', *length with present
employer', 'union membership', *income' and 'sex'. Adjusting for the covar—
iates listed above, had no meaningful effect as can be seen by the relative
stability found between the unadjusted and two adjusted columns.

The differences in group means between the 'types of technologies'
for perceived physical mobility can be accounted for in many ways. One
explanation is that manual workers, as was shown earlier, are less intens-
ely involved with using machinery, which limits the worker's mobility.

Also, the manual worker generally works on a greater number of tasks or a
greater portion of a product. These characteristics tend to encourage a
work environment with a good deal of physical mobility.

From Table L.4 it is clear that there is a meaningful distinction
for perceived physical mobility between manual and mechanical workers. The
worker who deals with mechanized technology usually is involved with relaﬁi—
vely large, immobile machinery, as found in most factories today. The mech—
anized factories have been the target of time and motion studies which have
analyzed the worker's physical activities in an attempt to limit his motions
in order to increase efficiency (see Frederick Taylor, 19L7). In this way
management has attempted to extend the logic of machinery to the human
operators. In this work.situation the worker is very likely to be physic—
ally limited to one geographical place doing a very few number of tasks and
motions.

To some authors automated technology encourages physical mobility,

to others it limits physical mobility. The optimistic viewpoint is derived
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TABLE L.L

Workers®' Perceived Physical Mobility While Operating Equipment by

"Type of Technology' (Independent Variable), Adjusting for the Covariates

'Occupation', 'Size of Plant', 'Length with Present Employer®, *Union

Membership', 'Income® and *Sex'.

Adjusted for

Adjusted for

Type of Unadjusted 'Occupation' All Covariates
Technology Nl Mean Eta Mean Beta Mean Beta
1. Manual 114 1.84 1.86 1.85
2, Fixed

Mechanical 85 1.27 1.25 1.25

- 3. Automatic l-l.5 1.20 0.35 1017 0.38 1.18 0’37

Grand Mean = 1.52 Multiple R Squared 0,132 0,165
(For the Dependent

Variable) Multiple R 04364

0.406

Significant at the .00l level or better

l. Those self-employed were eliminated.
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from a perspective that the worker has to make rounds in order to monitor
all the equipment he is responsible for. The opposing viewpoint sees the
operator sitting at a console monitoring, by television, many meters. The
results from this study confirm the latter view in that workers in plants
are the most physically immobile of the three groups. The differences be-
tween the mechanical and automated categories, however, fail to reach a
meaningful level although there is a large difference between the group
means.for automated and manual technology as well as mechanized and manual
technology. -

It should be noted as well that none of the introduced covariates
looked at proved to be statistically significant at the .05 level, except
for 8Bunion membership' which proved to be only weakly related to physical
mobility. This can clearly be seen by dividing the sum of squares for
'union membership® by the total sum of squares. As a result, 'union member-
ship® explains 2.56% of the total variation of the dependent variable (at
the 008 significant level). Union members or members of work organizations
appear to have greater perceived physical mobility than do non-members.

In conclusion, we find that ‘*types of technoiogy' have meaningful
differences for perceived physical mobility. The results confirm the
hypothesis: workers that work with automated, mechanized and manual types
of technology have successively higher group means for perceived physical

mobility while operating equipment.

5. Ability to Talk

The fifth hypothesis is:

Workers that work with automated, mechanized and
manual types of technology will have successively
higher group means for perceived ability to talk
while workinge.
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The findings presented in Table 4.5, although very weak, are in the
directed predicted by the hypothesis. Manual workers perceive a slightly
greater ability to talk while working. Workers that work with automated
technology are slightly less able to talk than those who work with mechag—
ized technology, although none of the differences prove to be meaningful,
When adjusted for 'occupation', ‘'length with present employer®, 'union
membership', 'age', 'education' and *income! the relationship nearly dis—
appears with a beta of only .03, Also the variable 'type of teghnology'
fails to reach the .05 significance level and was considered statistically
insignificant.

Although slight, these differences coincide with the notion that in-
creasing automation interferes with the ability to communicate. This is due
to several factors including the workers greater interaction with machinery,
the more noise usually produced by this machinery; the physical isolation
necessitated by the distances between machinery, the lack of physical mobil-
ity and the greater repetition associated with increasing autbmation.

Why these relationships are not stronger may be explained in paft by
a two-way interaction between 'type of technology' and 'occupation'! that was
found in this analysis. This interaction accounted for 1.48% of the total
variation of the dependent variable (at the .009 significant level). It
should be noted that this interaction renders the figures in Table 4.5 prob-
lematic to some extent as some of the variation has been absorbed by the
variable *occupation'.

This may be why ‘occupation' appears to be somewhat more meaningful
than 'type of technology.' when adjusted for independents and covariates.
This variable has a beta of .20 which is significant beyond the .001 level.
(see Appendix II) Craftsmen are able to talk more frequently while working

than do Operators/iabourers. This is partially explained by the need for
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TABLE L5

Workers'! Perceived Ability to Talk While Working by !Type of
Technology' (Independent Variable), Adjusting for the Covariates 'Occu—
pation‘,l 'Length with Present Employer', 'Union Membership', 'Age’,

'Education', and 'Income’.

Adjusted for Adjusted for

Type of Unadjusted 'Occupation' All Covariates -
Technology N Mean Eta Mean Beta Mean Beta
1. Manual 291 2,57 2,54 2.53
20 F\ixed ’

Mechanical 196 2,47 2.49 2,51
3. Automatic 98 2.42 '0.08 2.46 0.04 2,46 0.03
Grand Mean = 2,51 Multiple R Squared 0,038 0,093
(For Dependent Variable) Multiple R 0.196 0.306

1. For an analysis using 'Occupation' as an independent variable see
Appendix II.



