
Study on Piezoelectric Energy Generation 

under High Frequency Excitation 

by 

 

Yu Xiao 

 

 

A Thesis submitted to the Faculty of Graduate Studies of    

The University of Manitoba 

in partial fulfilment of the requirements of the degree of  

 

 

DOCTOR OF PHILOSOPHY 

 

 

 

Department of Mechanical Engineering 

University of Manitoba 

Winnipeg, Manitoba, Canada 

 

 

Copyright © 2024 by Yu Xiao 

 



I 

 

 

Declaration of Authorship    

 
I, Yu Xiao, declare that this thesis titled, ñStudy on Piezoelectric Energy Generation under 

High Frequency Excitationò and the work presented in it are my own. I confirm that: 

 

¶ This work was done wholly or mainly while in candidature for a research degree at this 

University. 

¶ Where any part of this thesis has previously been submitted for a degree or any other 

qualification at this University or any other institution, this has been clearly stated. 

¶ Where I have consulted the published work of others, this is always clearly attributed. 

¶ Where I have quoted from the work of others, the source is always given. With the 

exception of such quotations, this thesis is entirely my own work. 

¶ I have acknowledged all main sources of help. 

¶ Where the thesis is based on work done by myself jointly with others, I have made clear 

exactly what was done by others and what I have contributed myself. 

  



II  

 

 

Abstract    

 
The development of energy technology has stimulated the application of low-power wireless 

electronic devices. Batteries are commonly used to supply power for these devices, however, the 

limited lifespan and expensive replacement cost necessitate the development of generating 

electricity from waste energy. Energy generation, which collects wasted energy from external 

sources, has become a popular research topic. Over the past decades, the low cost and easy-to-

apply characteristics of piezoelectric material have spurred various research endeavors aiming at 

developing piezoelectric energy generators based on different energy sources.  

This thesis aims to develop piezoelectric energy generators (PEGs) under various working 

conditions using high frequency excitation, validate the accuracy of the corresponding models, 

investigate their dynamic behaviors, and evaluate their energy generation performance. A vehicle 

brake pad with embedded PEGs is developed by utilizing high-speed rotation of vehicle brake 

rotor. Charge dissipation from the measuring device is considered to accurately calculate the 

generated voltage from the piezoelectric patch during operation. Inspired by frictional contact 

during the braking process between the rotor and frictional layer, a shear mode PEG is proposed 

to explore its performance under self-excited friction-induced vibration (FIV). The dynamic 

voltage responses from experiment, closely matched with the analytical results, demonstrate the 

great performance from vibrations close to the resonant frequency of the system. A modified PEG 

employing bi-linear and impact techniques is then proposed, modeled, and tested through 

experiment to examine the improved performance and verify the continuous FIV under these 

conditions. To understand the mechanism and dynamic responses of nonlinear PEGs considering 

different connections between magnetic spring and piezoelectric element, mathematical models 

are proposed and solved through numerical iteration. The results from parameter studies 

demonstrate enhanced frequency bandwidth and operating velocity range using harmonic 

excitation and FIV, respectively. Furthermore, PEG using FIV has been extended to continuum 
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structures, and a piezoelectric coupled continuum beam using FIV is modeled, described, and 

studied for the first time to characterize its dynamic response and energy generation performance. 

Following that, a piezoelectric coupled stepped beam is modeled using a modified method, tested 

through experiment, and utilized as a case study of geometric optimization.  
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Chapter 1 Introduction 
 

 

 

 

1.1 Research background 

For centuries, humans have relied on renewable energy sources such as windmills, watermills, 

and solar power. These natural energy sources have provided a sustainable and reliable means of 

power generation compared to traditional fossil fuel reserves. Energy generation technologies can 

be broadly categorized into macro and micro energy technologies. The former refers to systems 

capable of generating kilowatts (kW) or megawatts (MW) of power designed for high-power 

applications. In contrast, the latter focuses on milliwatt (mW) or microwatt (ɛW) level power 

generation, targeting low-power applications. Over the past two decades, the scientific community 

has been actively engaged in discussions about regenerative energy, focusing on portable devices 

and microelectromechanical systems (MEMS). The goal is to explore and develop innovative 

approaches to capture renewable/wasted energy for powering these devices and systems, thereby 

reducing reliance on traditional energy sources and promoting sustainability. Despite the achieved 

progress, there are still substantial remaining works, challenges, and opportunities for 

improvement and exploration in this area.  

Energy generation is a prominent technology that involves harvesting energy from external 

sources and storing it for utilization. This field has attracted significant attention due to its cost-

effectiveness, simplicity, and portability. The key advantage of energy generators is their 

capability to harness and utilize wasted or available energy from the ambient surroundings. For 

non-regenerative power supplies, such as batteries, which have served as the primary power source 

for operating low-power portable electronic devices. They are readily available in the market and 

demonstrate satisfactory reliability. However, their environmental effect for disposal and 
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replacement costs present limitations that hinder their suitability for powering wireless devices. 

Moreover, the device can be mounted in hard-to-reach locations in some applications. It is difficult 

to replace the battery. Alternative solutions are required to solve these issues. In such cases, energy 

harvesting from the environment is a promising approach. Compared to devices using conventional 

energy sources, self-powered devices demonstrate environmental friendliness.  

Energy generation includes three common sources: mechanical energy, thermal energy, and 

light energy. Mechanical energy is derived from vibrations, mechanical stress, and strain occurring 

in the environment. Thermal energy is obtained from waste heat generated by furnaces and heaters. 

Light energy is captured through photo sensors, photodiodes, or solar panels, allowing for the 

conversion of sunlight or room light into usable electrical energy. These diverse energy sources 

provide opportunities for efficient energy generation in various applications.  

Electromagnetic, piezoelectric, and electrostatic are the three main transduction mechanisms 

for mechanical energy, which have gained widespread adoption due to their effectiveness in 

converting mechanical energy into electrical energy. Among various methods, piezoelectric 

energy generator (PEG) has garnered significant attention from researchers due to its high-power 

density and relatively straightforward structural design [1], [2]. The abundant mechanical energy 

source is also presented in various settings, including industrial plants, machinery, aerial and 

ground vehicles, and construction structures, to offer opportunities for capturing mechanical 

energy for various applications under different conditions. 

The piezoelectric energy generation process comprises three main elements: energy source, 

energy transducer, and regulatory circuit and storage apparatus. All three elements play a pivotal 

role in determining the overall performance of PEG. Therefore, it is imperative to carefully 

evaluate each of these elements, and ensure accurate analysis of the overall system. Their interplay 

and optimization are crucial for efficient energy conversion, system stability, and desired 

operational characteristics in the energy generation process. And there remain challenges in energy 

generation that require further exploration. 

Energy generation is a dynamic process that can be described mathematically. Mathematical 

modeling of PEG provides a precise and quantitative representation of the system, allows a deeper 

understanding of the underlying dynamics, enables parameter optimization, and helps making 

predictions about the performance under different operating conditions. Overall, proper 
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mathematical modeling of PEG can enhance the energy generation capability through design 

optimization.  

The operation frequency of PEG also plays a crucial role in the energy generation performance. 

A high-frequency operation PEG has the potential to enhance energy generation performance. 

High-frequency operation allows for faster energy conversion cycles, leading to a higher energy 

generation rate within a given time frame. It is essential to understand and consider the influence 

of the operational frequency of an energy generator to increase its performance. For vibration-

based PEG, the performance is influenced by the alignment between the frequency of the energy 

source and the resonant frequency of the PEG. When these frequencies are closely matched, the 

PEG can operate at optimal efficiency, maximizing the energy harvested from the vibrations. If 

there's a significant mismatch, the energy conversion efficiency drops, resulting in lower power 

output. The operational bandwidth of PEG is another important aspect that needs to be analyzed 

and optimized to have better flexibility  when facing different energy sources and varying 

environmental conditions, maximize overall energy generation performance, adapt to dynamic 

conditions, and possess better  robustness towards interference.   

This study primarily aims to design and analyze PEGs in different operating modes and 

conditions. The key focus lies in developing dynamic mathematical models that accurately predict 

the performance of PEGs. By establishing these models, the study seeks to provide valuable 

insights into the behavior of PEGs under various operating conditions and identify potential 

solutions to enhance their overall energy generation performance. Through a comprehensive 

examination of different operating modes and conditions, coupled with accurate mathematical 

modeling techniques, this study contributes to the development of energy generation technologies 

and the development of efficient and effective energy generators. A literature review will be 

presented in the next section to provide an overview of piezoelectric energy generation. 

 

1.2 Literature review 

The dynamic behaviors and energy generation performances of PEGs vary depending on 

operating mode, structural design, excitation source, and operating condition. The forthcoming 

review will concentrate on these aspects.  
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1.2.1 PEGs with longitudinal mode (d33) 

There are three common modes for piezoelectric energy generation, transverse mode (Ὠ ), 

longitudinal mode (Ὠ ) and shear mode (Ὠ ). The schematic of the different modes of operation 

is shown in Figure 1-1. In Ὠ  mode, a compressive load is applied in direction 3 with the poling 

direction along direction 3. With Ὠ  mode, the load is along direction 1 with the poling direction 

in direction 3. For Ὠ  mode, a shear force is applied in direction 2, resulting in shear deformation 

in direction 5 and electrical potential along direction 1, while the poling direction remains in 

direction 3.  

 

 

Figure 1-1 Deformation of PEGs under different operating modes. 

 

Xie and Wang developed a Ὠ  mode dual-mass piezoelectric bar harvester, which can collect 

vibration energy from vehicle suspension system subjected to different road conditions [3]. Bao et 

al. proposed a Ὠ  mode hand-held piezoelectric energy-harvesting structure for human-motion 

energy harvesting [4]. Zhang et al. proposed a Ὠ  mode energy harvester based on annular 

piezoelectric stacks [5]. Li et al. proposed a 2DOF Ὠ  mode stacked piezoelectric energy 

harvester (SPEH) incorporated a frequency up-conversion mechanism through a mechanical 

limiter [6]. Min et al. proposed a piezoelectric stack energy harvester operating in Ὠ  mode for 

railway system energy harvesting [7]. Wang et al. designed a Ὠ  mode piezoelectric energy 

harvester to harness energy from traffic load, and field tests were conducted to assess its 

performance under various traffic conditions [8]. Xiao et al. developed a Ὠ  mode piezoelectric 

energy generator embedded in vehicle brake pads and excited by magnetic repulsion [9]. Kim et 

al. integrated piezoelectric energy harvesters into a pen to capture energy during writing in both 

Ὠ  and Ὠ  modes [10]. Li et al. developed a piezoelectric energy harvester operating in the Ὠ  

mode based on a spring-mass-spring oscillator [11]. Sheng et al. proposed a Ὠ  mode 

d33 d31 d15 
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piezoelectric energy harvester incorporating a dynamic amplifier as well as several composite 

piezoelectric transducer cells to capture vibration energy of railway bridges [12]. Narolia et al. 

developed a Ὠ  mode rotary-type energy harvester to harvest the energy from rotary motion 

system [13]. 

 

1.2.2 PEGs with transverse mode (d31) 

Wu et al. designed a Ὠ  mode piezoelectric coupled buoy energy harvester by converting the 

transverse ocean wave energy to electrical energy [14]. Gibus et al. designed a tunable Ὠ  mode 

piezoelectric energy harvesters utilizing electrical methods to extend the frequency bandwidth and 

the electromechanical coupling coefficient [15]. Bao et al. proposed a Ὠ  mode piezoelectric 

cantileverïnonlinear magnetic pendulum structure to investigate the coupling effects between the 

internal resonance and nonlinear magnetic interaction [16]. Li et al. presented a Ὠ  mode 

piezoelectric and electromagnetic hybrid energy harvester to harvest energy from low-frequency 

vibration [17]. Sadikbasha et al. presented a piezoelectric coupled auxetic hexachiral cantilever to 

collect vibration energy under transverse mode, and the piezo patch undertook the enhanced in-

plane stress when the auxetic hexachiral structure was under uniaxial tension and compression 

[18]. Liu et al. proposed a Ὠ  mode vibration energy harvester, in which the amplified inertial 

force of a mass acts on two clamped piezoelectric beams to induce large-amplitude vibrations and 

generate large outputs [19]. Xiao et al. proposed a piezoelectric beam to harvest energy from FIV 

[20]. Shi et al. developed a Ὠ  mode piezoelectric energy harvester to capture vibration energy 

from multi-directional and ultra-low frequency waves [21]. Egbe et al. reported a hybrid rotational 

energy harvester comprising piezoelectric, triboelectric, and electromagnetic generators for energy 

harvesting from low-wind speeds, wherein PVDF strips operated under Ὠ  mode are used for 

piezoelectric energy generation [22]. Haldkar et al. analyzed the energy generation performance 

of porous piezoelectric ceramics operated under Ὠ  mode [23]. Xie et al. designed a special brick 

consisting of a double-storey piezoelectric coupled beam to harvest footstep energy [24].  

 

1.2.3 PEGs with shear mode (d15) 

Narolia et al. developed a Ὠ  mode piezoelectric energy harvester based on rotary motion, 

which converted kinetic energy of rotation into electrical energy [25]. Wang and Liu put forward 
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a Ὠ  mode energy harvester using piezoelectric film for collecting energy from water flow [26]. 

Zhao proposed a Ὠ  mode piezoelectric energy harvester with two elements in series connection 

and compared the output voltage with the previous study using single element harvester [27]. Xiao 

et al. proposed a magnet-engaged shear-mode piezoelectric energy generator with two 

configurations and investigated the dynamic responses considering different connections between 

magnetic spring and piezoelectric element [28]. Berik compared the sensing capability of 

piezoelectric patches operated under Ὠ  mode in both in parallel and in series connections [29]. 

Trindade and Benjeddou proposed a finite element homogenization method to characterize the 

properties of a Ὠ  mode piezoelectric macro-fibre composite [30]. Xiao et al. proposed a shear 

mode piezoelectric energy generator, which utilizes the friction-induced vibration (FIV) and high 

shear mode piezoelectric coefficient to improve the energy output [31]. Li et al. proposed an 

asymmetric cruciform piezoelectric harvester operating in Ὠ  mode and compared its 

performance with that of a Ὠ  mode piezoelectric harvester having equal total mass [32]. Apart 

from the traditional piezoelectric materials, relaxor piezoelectric single crystals, such as 

Pb(Mg1/3Nb2/3)O3-PbTiO3 (PMN-PT) and Pb(In1/2Nb1/2)O3-Pb(Mg1/3Nb2/3)O3-PbTiO3 (PIN-

PMN-PT), have also been studied and investigated for their energy generation ability [33]ï[35]. 

 

1.2.4 PEGs with structural modification 

Keshmiri and Wu proposed a broadband piezoelectric energy harvester using a group of 

nonlinearly tapered cantilevers arranged in an array [36]. Wang et al. proposed an 

electromechanical step-reduction method, considering both the structural continuity and parallel 

circuit factors, to depict the coupling behaviors of variable-section piezoelectric composite beams 

[37]. Sriramdas et al. proposed a multi-step piezoelectric cantilever design configuration with 

partial coverage of piezoelectric material in steps along the length of a cantilever beam to improve 

energy generation performance [38]. Zhang et al. developed a galloping-based piezoelectric energy 

harvester using a stepped cantilever beam and optimized its performance through sequential 

quadratic programming (SQP) and evolution strategy (ES) [39]. Usharani et al. proposed a 

piezoelectric cantilever with step design and compared its energy generation performance under 

tip-excitation, and an electromagnetic exciter was used in the experiment [40]. Rahimzadeh et al. 

designed an unimorph cantilever beam with different configurations and simulated its energy 
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generation performance under different parameters [41]. Usharani et al. proposed a multi-stepped 

piezoelectric cantilever with rectangular cavities and analyzed its performance in broadening the 

bandwidth during operation [42]. Shi et al. investigated the dynamic characteristics and vibration 

transmission behavior of single and coupled oscillators using bilinear stiffness and damping 

elements [43]. Hernández-Montes et al. investigated the energy response of single-degree-of-

freedom systems with a range of hysteretic relationships that exhibit stiffness degrading inelastic 

and bilinear elastic behavior when subjected to earthquake ground motions in the presence or 

absence of P-delta effects [44]. Balasubramanian et al. studied the vibration responses of beams 

with nonlinear boundary conditions interpreted using a bi-linear spring model, and a piecewise 

linear stiffness function with additional switching points was introduced to describe the bi-linear 

behavior [45]. Shan and Zhu presented a piezo stack energy harvester with a frequency up-

conversion method to achieve high-power generation using the impact between the inertial mass 

system and the piezo stack transducer system [46]. Fang et al. demonstrated a rotational impact 

energy harvester using the centrifugal softening effect of an inverted driving beam to improve the 

energy harvesting performance of two piezoelectric beams at low rotational frequencies [47]. Su 

et al. analytically studied a hybrid electromagnetic energy harvesting system considering 

mechanical impact, Coulomb friction, harmonic excitation, and Gaussian white noise [48]. Su 

proposed a novel impact-driven two-degree-of-freedom piezoelectric energy harvester to capture 

vibration energy harvesting in a wide frequency range that includes its two resonant frequencies 

[49]. Li et al. proposed a frequency up-converting generator using a piezoelectric stack that can 

scavenge vibration energy from human motion at ultra-low frequencies [50]. An equivalent spring-

mass system, including a collision mechanism between the proof mass and spring limiter, was 

designed to describe the frequency up-converting process. Zhang and Qin introduced a 

piezoelectric vibration energy harvester with a hybrid mechanism of impact and rope-driving that 

enables tunable frequency up-conversion across a wideband [51].  

 

1.2.5 PEGs under different excitations 

Piezoelectric energy generation under rotating motion involves converting energy from 

rotational movement into electrical energy using piezoelectric materials. He et al. proposed a 

piezoelectric energy generation device with a wind turbine structure under rotating motion and 

investigated the effects of the number of wind turbine fan blades and blade shapes on energy 



33 

 

generation performance [52]. Micek and Grzybek presented an experimental analysis of the arrays 

of three Macro Fiber Composite (MFC) patches for energy harvesting from a rotating shaft [53]. 

Rizal et al. developed a magnetically impelled piezoelectric rotating energy generator integrated 

into a rotating spindle [54]. Gao et al. designed an auxetic structure piezoelectric energy harvester 

utilizing rotational motion [55]. Kan et al. developed a drum-like piezoelectric energy harvester 

using rotation, in which the external excitation is transmitted to the piezoelectric transducer 

through an air chamber [56]. He et al. proposed a hybrid energy harvester utilizing rotation, which 

combines piezoelectric and electromagnetic mechanisms [57]. Qin et al. developed a triboelectric-

piezoelectric squirrel cage with self-sensing and self-powering capabilities, enabling energy 

harvesting from the relative motion of the rotor-stator structure and the vibration of elastic support 

[58]. Chand and Tyagi investigated the energy generation performance of an exponentially 

tapering width piezoelectric beam under rotation [59].  

An energy harvester can perform well if the energy source frequency matches with the resonant 

frequency of the harvesters, and deviation between these two frequencies may affect the energy 

harvesting performance [60]. To solve this problem, FIV, a new approach utilizing friction as an 

excitation source independent of the ambient frequency, can achieve self-excited high-frequency 

vibration. Some research works have been conducted to study friction and FIV [61], [62]. Carlos 

Canudas et al. proposed a new dynamic model to depict friction, which included the Stribeck effect, 

hysteresis, spring-like characteristics for stiction, and varying break-away force [63]. Zong et al. 

proposed a new modeling method considering the surface fractal feature and normal load to better 

describe the tangential frictional stick-slip behaviors of contact interfaces, experimental studies 

were conducted to prove the accuracy of the model [64]. Leine et al. presented a simple and 

efficient alternate friction model to simulate stick-slip vibrations, which has the advantage of 

proper integration with an ODE-solver and is more efficient for computation [65]. Liu et al. studied 

and compared five friction models for micro stick-slip motion systems, including the Coulomb 

friction model, Stribeck friction model, Dahl model, LuGre model, and the elastoplastic friction 

model, with experimental testing [66]. Wei et al. established a dynamic model of a vehicle braking 

system and studied the stick-slip vibration characteristics of the system [67]. Al-Bender et al. 

proposed a novel multistate friction model based on the Maxwell-slip model by replacing the 

Coulomb law at the slip state with a rate-state law [68]. Wang et al. performed an experimental 

and theoretical study investigating friction-induced stick-slip vibration with a dual-pin-on-disc 
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model [69]. A non-smooth Coulombôs law of friction was adopted for the study, and the FIV was 

solved by the Switch Model method. Hu et al. conducted research on a pin-on-disc to study the 

effect of FIV on the corrugation of sliding surfaces [70]. Based on the FIV phenomenon, different 

studies have been conducted to analyze the source of friction and the method for eliminating 

friction. Körner and Mayer analyzed the friction at the contact surfaces of a vehicle body vibration 

damper [71]. The friction properties were characterized, and the effect of the internal pressure of 

the damper on its friction behavior was studied. Chen et al. proposed a new mechanism for FIV 

and noise, and the partial detachment and reattachment of the contact surfaces were studied to help 

control friction and noise in daily life [72]. Lin et al. presented a novel brake pad to reduce disc 

brake squeal with FEA and experiment testing [73]. Triches et al. used modal analysis techniques 

to minimize braking squeal by optimizing brake damper parameters [74]. Hammerström and 

Jacobson presented a spiral-shaped modification of the brake disc surface to reduce squeal noise 

during braking [75]. Zhao et al. investigated the origin of the FIV phenomenon, and piezoceramic 

actuators were designed to suppress stick-slip vibrations [76]. FIV has some negative effects in 

some cases; it will be helpful to either harvest the wasted vibration energy or use FIV. Wang et al. 

designed a novel piezoelectric actuator with stick-slip motion [77]. The dynamic model was 

established, and simulations were performed with experimental verification to evaluate the 

performance. Tadokoro et al. performed experiments and numerical analysis on Ὠ  mode 

piezoelectric energy generation under friction [78]. Wang et al. studied Ὠ  mode piezoelectric 

energy harvesting utilizing FIV through experiment and ABAQUS simulation [79]. Xiang et al. 

studied the energy harvesting performance by installing a piezoelectric cantilever beam on the 

braking system of a train, and they found that FIV can be reduced by the piezoelectric cantilever 

beam [80]. Helseth described the stick-slip motion using a hook and loop system which can 

generate force fluctuations, and compared the voltage generation characteristics of a piezoelectric 

macro fiber composite and a triboelectric generator excited by stick-slip motion [81].  

 

1.2.6 PEGs under nonlinear operating conditions 

To improve the operating range, researchers tried different methods. For linear generators, 

generator arrays [82] and combined eigenmodes [83] are the two popular approaches to increasing 

the operating range. For nonlinear generators, applying external magnetic force to create 

generators with more than one stable equilibrium position [84], setting vibration impact systems 
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that limit the vibration amplitude but widen the operating range [85], and using active resonant 

tuning by setting preload, stiffness and mass adaptions [86], are the three main techniques. Among 

these techniques, it is common to mount permanent magnets on piezoelectric structures to achieve 

magnetic coupling, which can increase the operating bandwidth and enhance energy generation 

performance. Abdelmoula et al. conducted research with an accurate electromechanical model of 

a piezoelectric energy harvester for low-frequency excitation purposes [84]. The result showed 

that the hardening behaviors occurred with dual attractive magnets compared to softening 

behaviors using a single magnet, while both configurations lead to broadband resonance regions. 

Upadrashta and Yang proposed an innovative method to model the magnetic interaction without 

including the magnetic module using the nonlinear spring element in ANSYS finite element 

analysis (FEA) package [87]. Their successful modeling of magnetic force simplified the 

simulation as an electromechanically coupled problem. A nonlinear monostable harvester with a 

cantilever configuration and a 2-DOF nonlinear energy harvester were used as case studies, and 

the simulation results were validated by using experimental methods. Alomari et al. experimentally 

compared the energy harvesting performance of a single piezoelectric cantilever beam with tip 

mass with the effect of applying an external magnetic force and thermal energy source [88]. The 

external magnetic force, which created a nonlinear coupling energy harvesting system, 

demonstrated the improvement of output voltage in different configurations. The thermal source 

further boosted the output voltage at different temperatures. Abdelkefi and Barsallo introduced an 

enhanced broadband low-frequency piezo-magneto-elastic energy harvester using a cantilever 

beam with a fixed tip magnet mass. The incorporation of attractive magnetic force resulted in a 

decrease in the natural frequency with a strong softening behavior, which benefits low-frequency 

broadband energy harvesting [89]. Their model was validated with previous experiment results, 

and parameter studies were conducted to seek the optimal configuration. Upadrashta and Yang 

designed an array of nonlinear monostable energy harvesters to scavenge energy from broadband 

vibrations with low amplitudes under harmonic and random excitations [90]. They combined two 

energy harvesters, one with an attractive configuration and the other with a repulsive configuration, 

to achieve broadband energy harvesting. Firoozy et al. investigated the behavior of a piezoelectric 

cantilever beam with a tip magnet and nonlinear boundary conditions under a harmonic base 

excitation for broadband energy harvesting [91]. The curvature and inertia terms were modeled to 

be nonlinear due to large amplitude vibrations. Rui et al. presented a magnetic coupled 
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piezoelectric energy harvester to increase the output and bandwidth, and they used a lumped 

parameter model for calculation with a parametric study [92]. Macro Fiber Composite (MFC) 

material was utilized for experiment, and the results revealed the positively correlated relationship 

between the optimal spacing and the different magnetic flux densities. Fan et al. introduced a 

monostable piezoelectric energy harvester with stoppers for low-level excitations [93]. Dhote et 

al. proposed a nonlinear multi-mode piezoelectric vibration-based energy harvester using 

geometric nonlinearity [94]. A lumped parameter model was derived and numerically solved. The 

experimental and simulation results showed the privilege of both wide bandwidth and high-voltage 

output in frequency sweeps. Yang et al. developed a broadband vibrational energy harvester with 

a strong softening effect using a soft magneto-sensitive elastomer [95]. The fabricated prototypes 

were tested to be capable of providing power over a wide frequency range. Alcala-Jimenez et al. 

presented a cantilever based piezoelectric magnetoelastic vibration energy harvester with 

enhanced mechanical robustness [96]. KOH etching was used to make the cantilever, and the proof 

mass was fabricated using micromachined Fe foils with a pair of miniature magnets attached. Yang 

and Towfighian proposed a parametric resonator for vibration energy harvesting, and a lumped 

parameter model coupled with the magnetic force was used to analyze the performance of the 

system [97]. Zhang et al. investigated the distance of magnet, noise spectrum density, and damping 

on the dynamic response of the proposed multi-field coupled piezoelectric energy harvester under 

random excitation [98]. The results indicated that reducing the system damping ratio, narrowing 

magnetic distance, or increasing excitation spectral density could enhance vibration amplitude and 

increase the average power of the system. The abovementioned literature focused on mono-stable 

energy generators, which can be achieved with a simple design and wider bandwidth. Bi-stable 

[99]ï[101] and multi-stable [102]ï[104] generators are also investigated by researchers. However, 

as mentioned in the literature, the performance of the bi-stable and the multi-stable energy 

generators depends on the excitation amplitude and the shape of the potential functions [105]. 

Mono-stable energy harvester, on the other hand, usually offers a simpler and less complex design, 

which can result in lower manufacturing costs and easier optimization for specific frequency or 

deformation amplitude conditions. Integrating multiple mono-stable energy generators into a 

single device can also further expand the working frequency range [106].  

The selection of operating mode for a PEG depends on specific application requirements, 

available energy source, and vibration direction. Each mode has its own characteristics and scope 
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of applications. Though the shear mode piezoelectric charge coefficient Ὠ  has a higher value 

compared to the compression mode Ὠ  and Ὠ  in common piezoelectric material, the actual 

performance still depends on various factors [107]ï[109]. Certain energy sources may align better 

with transverse mode (Ὠ ) and longitudinal mode (Ὠ ) rather than shear mode (Ὠ ), leading to 

higher energy conversion efficiency. The piezoelectric material properties, other than the 

piezoelectric charge coefficients, such as mechanical stiffness (Young's modulus) in different 

directions, may also affect the overall performance of a piezoelectric energy harvester. Therefore, 

it is important to investigate the PEG design under different modes and their proper applications. 

The existing studies considering the structural modification and nonlinear operating conditions 

have contributed to the advancement of PEG design with special characteristics. The introduction 

of FIV can become a new possibility for piezoelectric energy generation in scenarios where friction 

is presented. However, the research work on PEG under high frequency excitation is limited. And 

there is almost no research work investigating FIV under nonlinear conditions. It is important to 

initiate the research with different structures to explore their dynamic characteristics under high 

frequency excitation and nonlinear conditions. Furthermore, it is worthy to identify proper 

parameters for enhancing energy generation performance.  

 

1.3 Research objectives and thesis outline 

1.3.1 Research objectives 

The main objective of this research is to develop mathematical models for PEGs under various 

working conditions using high frequency excitation, validate the accuracy of the models through 

experiments, and conduct parameter studies to investigate the dynamic behaviors of PEGs and 

evaluate their energy generation performance. Developing mathematical models for different 

PEGs is beneficial to gain a comprehensive understanding of their dynamic behaviors under 

complex working conditions. Validating these models through experiments is essential to ensure 

their accuracy and reliability, which can also provide empirical evidence for further analysis. These 

models enable the simulation of PEG performance, reducing the need for prototyping different 

designs and thus saving time and resources. Conducting parameter studies can help to identify the 

important factors affecting PEG performance. By systematically investigating the dynamic 

behaviors of these PEGs, optimal values for parameters within certain ranges can be identified, 
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leading to more efficient and effective PEG designs. The research is carried out in the following 

perspectives.   

1. Design and analysis of a PEG for vehicle braking system. A novel piezoelectric energy 

generator embedded in a vehicle brake pad and excited by magnetic repulsion is developed. 

2. Design and analysis of a shear mode PEG using FIV. A shear mode piezoelectric energy 

generator that utilizes FIV and high shear mode piezoelectric coefficient is developed. 

3. Analysis of a PEG under linear, bi-linear, and impact conditions using FIV. A novel PEG with 

linear, bi-linear, and impact design configurations is proposed. 

4. Analysis of a magnet-engaged PEG using harmonic excitation. A magnet-engaged shear-mode 

piezoelectric energy generator with two nonlinear vibration system configurations is proposed. 

The dynamic responses of the PEGs, considering the different connections between magnetic 

spring and piezoelectric elements, are analyzed. 

5. Analysis of a magnet-engaged PEG using FIV. This study investigated the characteristics of a 

magnet-engaged nonlinear piezoelectric energy generator under FIV. 

6. Analysis of a PEG with continuum beam using FIV. A piezoelectric coupled continuum 

structure under FIV is modeled, described, and studied for the first time to characterize its 

dynamic response and energy generation performance. 

7. Modeling and optimization of a PEG with stepped continuum beam using FIV. A piezoelectric 

coupled stepped beam is developed to capture vibrational energy induced by friction. A CNN-

LSTM network is trained with simulation data and serves as the fitness function in GA 

optimization.  

 

1.3.2 Thesis outline 

The thesis online is described as follows, and the linkages of different chapters are summarized 

in Figure 1-2. 
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Figure 1-2 Linkages of different chapters. 

 

Chapter 1 

An overview of piezoelectric energy generation is introduced in this chapter. After reviewing 

the existing research, piezoelectric energy generation with high frequency rotation and FIV is 

proposed. 

 

Chapter 2 

The piezoelectric constitutive equations, friction model, and mathematical modeling of 

different piezoelectric coupled systems are described in this chapter.  

 

Chapter 3 
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The design and analysis of an embedded PEG for vehicle braking system is illustrated in this 

chapter.  

 

Chapter 4 

The design and analysis of a linear shear mode PEG system under nonlinear FIV is depicted 

in this chapter.  

 

Chapter 5 and Chapter 6 

Different types of nonlinear PEG systems were modelled and studied in chapters 5 and 6. The 

modeling and analysis of a PEG considering bi-linear and impact conditions under nonlinear FIV 

is introduced in Chapter 5. The dynamic behavior of a magnet-engaged PEG under harmonic 

excitation is explored in the first section of Chapter 6. The dynamic behavior of a magnet-engaged 

PEG under FIV is investigated in the second section of Chapter 6. 

 

Chapter 7 

The modeling and analysis of a piezoelectric coupled continuum structure under FIV is 

depicted in the first section of Chapter 7. The modeling and geometric optimization of a 

piezoelectric coupled stepped continuum structure under FIV is introduced in the second section 

of Chapter 7.   

 

Chapter 8 

A summary of this thesis is given in this chapter, followed by an outline of future works. 
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Chapter 2 Fundamental modeling and methods 
for research tasks 

 

 

 

 

In this chapter, the fundamental modeling and methods for research tasks are introduced. The 

piezoelectric constitutive equations, which are fundamental in the electromechanical behavior of 

piezoelectric materials, are first introduced in Section 2.1 to elucidate their role in piezoelectric 

energy generation. The friction model, which depicts the frictional behaviors, is then described in 

Section 2.2 to provide insights in understanding the variation of friction. The modeling of a single-

degree-of-freedom (SDOF) piezoelectric-coupled energy generation system under friction is 

depicted in Section 2.3 to explain the interplay between mechanical motion, piezoelectric effect, 

and nonlinear friction. After introducing the SDOF system under friction, the modeling of a two-

degree-of-freedom (2DOF) piezoelectric-coupled energy generation system under friction is 

demonstrated in Section 2.4 to describe the effect of friction on the system dynamics. Furthermore, 

the modeling of a piezoelectric-coupled continuum beam under friction is presented in Section 2.5. 

Finally, the transient charging method, utilized for energy generation evaluation, is described in 

Section 2.6.   
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2.1 Piezoelectric constitutive equations 

The constitutive relations for piezoelectric materials are formulated as, 

Ὓ ίὝÖ Ὠ4ὉÖȟ ςȢρ 

Ὀ ὨὝÖ ‐ὉÖȟ ςȢς 

where Ὓ is the strain vector (m/m); ί is the elastic compliance coefficient matrix (m2/N); 4Ö is the 

stress component vector (N/m2); Ὠ and ὨT are piezoelectric coupling coefficient and its transpose 

matrix (Coulomb/N); ὉÖ is the electric field vector (N/Coulomb or V/m); Ὀ is the electric charge 

density displacement vector (Coulomb/m2); and ‐ is the dielectric permittivity matrix (Farad/m) 

[110]. 

Eq. (2.2) is from the direct piezoelectric effect, which converts mechanical stress to electrical 

charge. Eq. (2.1) is based on the reverse piezoelectric effect that turns electrical input into 

mechanical deformation. 

The elastic compliance coefficient matrix ί can be expressed as, 

ί

ụ
Ụ
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ợ
ί ί ί π π π
ί ί ί π π π
ί ί ί π π π
π π π ί π π
π π π π ί π
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ủ
ủ
ủ
Ủ

ȟ ςȢσ 

The transpose of stress component vector 4Ö can be expressed as, 

4Ö Ὕ Ὕ Ὕ Ὕ Ὕ Ὕȟ ςȢτ 

where Ὕ1, Ὕ2, and Ὕ3 are the normal stress along direction 1, 2, and 3; and Ὕ4, Ὕ5, and Ὕ6 are the 

shear stress in direction 4, 5, and 6, and they can also written as †23, †13, and †12 which represent 

the shear stress in plane 23, plane 13, and plane 12, respectively. 

The piezoelectric coupling coefficient matrix Ὠ can be presented as, 

Ὠ

π π π π Ὠ π
π π π Ὠ π π
Ὠ Ὠ Ὠ π π π

Ȣ ςȢυ 

The dielectric permittivity matrix ‐ can be written as, 

‐
‐ π π
π ‐ π
π π ‐

Ȣ ςȢφ 
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This research focuses on the direct piezoelectric effect utilizing Eq. (2.2), which transforms 

mechanical energy into electrical energy. 

 

2.2 Friction model for dynamic analysis 

Liu et al. conducted an experimental study of five friction models, including Coulomb friction 

model, Stribeck friction model, Dahl model, LuGre model, and the elastoplastic friction model 

[66]. The study concluded that the Stribeck model, Dahl model, and LuGre model all matched 

with experiment. The Coulomb friction model and elastoplastic model do not match very well.  

The discrepancy between the Coulomb friction model and experimental results can be 

attributed to the stick-slip motion, wherein the sliding speed encompasses both stick and slip 

components. The Coulomb friction model describes the sliding friction force dependent solely on 

the sign of the sliding speed and the friction coefficient. However, in stick-slip scenarios, the 

required friction coefficient may vary between stick and slip motion. This disparity between the 

required coefficients can cause the Coulomb friction model to be inadequate.  

The mismatch between the elastoplastic friction model and experimental results arises from 

the modelôs inadequate representation of the slip motion period. Although the friction force and 

sliding speed predicted by the elastoplastic model exhibit similarities to the LuGre model, the 

predicted displacement fails to capture the observed slip motion period accurately. This 

discrepancy can be attributed to a larger static friction force in the elastoplastic model, leading to 

the absence of relative motion during the slip motion period.  

Several specific drawbacks can be identified when comparing the Dahl and LuGre friction 

models to the Stribeck friction model. Firstly, the Dahl and LuGre models exhibit a higher level 

of complexity by accounting for a wider range of frictional phenomena, including pre-sliding 

displacement and varying levels of stick-slip motion, compared to the Stribeck model. The detailed 

modeling involve more parameters and sophisticated equations, requiring more processing power 

and time to simulate accurately. However, it should be noted that these nuanced frictional 

phenomena are not universal, and they may occur in specific situations with particular friction 

materials. Secondly, the parameters in the Dahl and LuGre models lack direct physical 

interpretations, in contrast to the Stribeck model which provides a more intuitive understanding of 

friction behavior, particularly concerning the influence of velocity. Thirdly, the Dahl and LuGre 

models primarily focuses on dynamic friction behavior and may not adequately capture static 
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friction or stiction effects. Lastly, the applicability of the Dahl and LuGre models to various 

operating conditions may be limited. Consequently, the Stribeck friction model is used for our 

research. However, the selection of an appropriate friction model should be contingent upon the 

specific requirements and characteristics of the research.  

The friction force using the Stribeck model can be expressed as, 

Ὂ ‘ ὺ Ὂȟ ςȢχ 

‘ ὺ ‘ ‘ ‘ Ὡ ȿ ȿÓÇÎὺ ȟ ςȢψ 

where ‘ ὺ  is the friction coefficient, which is related to relative velocity ὺ; Ὂ is the normal 

force applied to the structure. In the expression of ‘ ὺ , ‘ stands for the dynamic friction 

coefficient, ‘  is the static friction coefficient, ‍ is the exponential decay factor. The 

relationship among ὺ, ‘, and Ὂ are shown in Figure 2-1. 

 

  

(a) (b) 

Figure 2-1 Friction force as a function of relative velocity. (a) ‘ ὺ . (b) Ὂ. 

 

However, when considering the Dahl, LuGre, and Stribeck friction models, it should be noted 

that these models have limitations in accurately capturing the static behavior of friction. To 

overcome this difficulty, Karnopp proposed a model that the relative velocity ὺ is considered zero 

for a specified range, and the static behavior can be depicted within this interval [111]. The 

Karnopp model can be expressed as, 

Ὂ
Ὂὺ ȟ    ȿὺȿ ὈÖ

ÍÉÎȿὊȿȟ ὊÓÔÁÔÉÃÓÇÎὺ ȟ    ȿὺȿ ὈÖ
ȟ ςȢω 



45 

 

where Ὀv is the tolerance for zero velocity; Ὂὺ  is a given function for the friction force outside 

the tolerance velocity; Ὂ represents the resultant of the external forces acting on the reference 

body; Ὂstatic is the magnitude of static friction.  

In Figure 2-1(b), it is evident that the static behavior of friction manifests when the relative 

velocity ὺ  approaches zero. However, achieving an exact zero velocity during numerical 

computations is difficult . It is necessary to introduce a "zero" relative velocity region. Within this 

region, the friction force Ὂ  is determined by considering other forces present in the 

system. The resultant force contributes to the static behavior of friction. By accounting for these 

forces, the model can accurately simulate the static behavior of friction, when the relative velocity 

remains within the "zero" region. Including the "zero" relative velocity region in the numerical 

computation ensures a more realistic representation of the friction dynamics. A combination of the 

Karnopp model and Stribeck model is hence introduced in my research and will be used for 

calculation, and it can be written as, 

Ὂ
Ὂ ‘ ‘ ‘ Ὡ ȿ ȿÓÇÎὺ ȟ    ȿὺȿ ὈÖ

ÍÉÎȿὊȿȟ ὊÓÔÁÔÉÃÓÇÎὺ ȟ    ȿὺȿ ὈÖ
Ȣ ςȢρπ 

 The friction force can be shown as,  

 
Figure 2-2 Friction force of the Karnopp and Stribeck models.  

 

2.3 Single-degree-of-freedom (SDOF) piezoelectric-coupled energy generation 

system 

The equation of motion for a single-degree-of-freedom (SDOF) system under friction is given 

by, 
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ά ώὸ ὧώὸ Ὧ ώὸ Ὂὸȟ ςȢρρ 

where ά   is the equivalent mass of the vibration system; ὧ ς‒Ὧ ά   is the damping 

coefficient, and ‒ is the damping ratio; Ὧ  is the equivalent stiffness of the system; Ὂὸ is the 

friction force applied to the mass block; ώὸ is the vibration response of the mass block under 

friction force. 

The constitutive equation of the piezoelectric material for direct piezoelectric effect is given 

as, 

Ὀ
Ὀ
Ὀ

π π π π Ὠ π
π π π Ὠ π π
Ὠ Ὠ Ὠ π π π

ụ
Ụ
Ụ
Ụ
Ụ
ợ
Ὕ
Ὕ
Ὕ
Ὕ
Ὕ
ὝỨ
ủ
ủ
ủ
ủ
Ủ

‐ π π
π ‐ π
π π ‐

Ὁ
Ὁ
Ὁ

Ȣ ςȢρς 

Taking the shear mode as an example, Eq. (2.12) can be written as, 

Ὀ Ὠ Ὕ ‐ὉȢ ςȢρσ 

The strength of the electric field on the piezoelectric patch is determined by the voltage 

difference across the piezoelectric layer, that is Ὁ ὠȾὬ, where ὠ is the output voltage between 

the two ends of the piezoelectric layer, and Ὤ is the thickness of the piezoelectric shear patch. Eq. 

(2.13) can be written as, 

Ὀ Ὠ Ὕ ‐ Ȣ ςȢρτ 

where Ὕ Ὧώ ὸ ὰύϳ ; Ὧ ὧὃ ὸ; ὧ ὧ ρ Ὧϳ ; ὃ ὰύ . 

Ὧ  is the stiffness constant of the piezoelectric patch and can be calculated from the elastic 

constant at constant electric displacement ὧ  of the piezoelectric material in shear mode, the 

cross-section area ὃ  and the thickness ὸ of the piezoelectric material; ὧ  is the elastic constant 

at a constant electric field; Ὧ  is the electromechanical coupling factor; ὰ, ύ  are the length and 

width of the PZT patch, respectively; Ù ὸ is the piezoelectric patch shear deformation at time ὸ. 

Considering Ὧ  and Ὧ  in series connection, Ὧ  can be determined by Ὧ

ὯὯ Ὧ Ὧϳ . 

The deformation of the piezoelectric shear patch ώ can be derived as,  
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ώ ὸ ώὸ Ȣ ςȢρυ 

Differentiating Eq. (2.14) with respect to time, yields, 

ὠ Ὑὅὠ ὙὯ Ὠ ώ Ô πȟ ςȢρφ 

where Ὑ is electric resistance; ὅ is the capacitance of the piezoelectric shear patch in farad and 

can be solved by ὅ ‐ ὃ  ὸϳ . 

ɻ is defined as the force factor calculated from the piezoelectric coefficient Ὠ , the stiffness 

constant of piezoelectric material Ὧ , to evaluate the electromechanical coupling effect 

between the mechanical system and the piezoelectric material.  

‌ —Ὠ Ὧ ȟ ςȢρχ 

For the sake of representing the actual performance of piezoelectric material, a tuning factor, 

—, is added to the force factor expression to reflect the influence of the non-perfect bonding and 

connection between mechanical structure and piezoelectric patch, and the possible imperfect 

fabrication of piezoelectric material.  

The mechanical and piezoelectric coupling equation of the system can then be written as, 

ά ώὸ ὧώὸ Ὧ ώὸ ‌ ὠ ὸ Ὂὸ

ὠ ὸ Ὑὅὠ ὸ Ὑ‌ ώὸ π
ȟ ςȢρψ 

where ὠ  is the output voltage from the piezoelectric material after considering the charging 

dissipation in electric resistance. Considering the electromechanical coupling effect induced by 

the piezoelectric patch, an iterative process is applied to solve the response. The total calculation 

time Ὕ is divided into small discrete time segments ὸ, where the subscript Ὥ indicates the iteration 

number and ɝὸ ὸ ὸ is the corresponding period of calculation. For the first iteration step 

(ὸ π s and Ὥ ρ), we assumed that the system is at rest and the initial condition is, 

ώὸ πȟ

ώὸ ὺȟ

ὠ ὸ πȟ

 ςȢρω 

where ώὸ  is the initial displacement of the mass block at the equilibrium position; ὠ ὸ  is the 

initial voltage across the electric resistance. Based on the relative sliding velocity ὺ, which is 

equal to ὺ ώὸ, the friction system has two states: slip states (ὺ π) and stick states (ὺ π). 

For the convenience of computation, the friction states changing conditions for ὺ π and ὺ π 
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are ȿὺȿ Ὀv and ȿὺȿ Ὀv, respectively, and Ὀv represents a close to zero threshold value for 

judging friction state change. 

We assume that the mass block ά initially moves with friction plate at a velocity ὺ in the 

period ὸ ὸ, the stick state friction force applied on the top of the mass should be considered. 

The displacement of the mass block in ὸ ὸ ὸ is, 

ώὸ ὺὸȢ ςȢςπ 

In the stick state, the friction force Ὂὸ is determined by the maximum static friction force 

Ὂ ὸ and the applied force Ὂ ὸ on the mass block. Ὂ ὸ in ὸ ὸ ὸ is 

represented as, 

Ὂ ὸ ‘ ὊÓÇÎὺȟ ςȢςρ 

The applied force Ὂ ὸ is expressed as, 

Ὂ ὸ Ὧ ώὸ ὧώὸ ‌ ὠ ὸȢ ςȢςς 

&Ô in Ô Ô Ô can be written as, 

Ὂὸ

ừ
Ừ

ứ
Ὧ ώὸ ὧώὸ

‌ ὠ ὸ
ȟὊ ὸ ‘Ὂ

‘ ὊÓÇÎὺȟὊ ὸ ‘Ὂ

Ȣ ςȢςσ 

In ὸ ὸ ὸ, if ȿὺȿ Ὀv, the system is still in stick state, Ὂ ὸ is equal to,  

Ὂ ὸ Ὧ ώὸ ὧώὸ ‌ ὠ ὸȢ ςȢςτ 

Ὂὸ can be expressed as,  

Ὂὸ

ừ
Ừ

ứ
Ὧ ώὸ ὧώὸ

‌ ὠ ὸ
ȟὊ ὸ ‘Ὂ

‘ ὊÓÇÎὺȟὊ ὸ ‘Ὂ

Ȣ ςȢςυ 

However, if ȿὺȿ Ὀv, the system is in the sliding state, Ὂὸ in ὸ ὸ ὸ is, 

Ὂὸ ‘ὊÓÇÎώὸ ὺ Ȣ ςȢςφ 

where ‘ is the friction coefficient in the sliding state, and it is described in Eq. (2.8). The 

vibration and voltage response from Eq. (2.18) in ὸ ὸ ὸ is, 

ώὸ Ὡ ὃÃÏÓ‫ὸ ὄÓÉÎ‫ὸ

᷿ Ὂ† ὸὩ ÓÉÎ‫ ὸ ὸ † Ä†
ȟ ςȢςχ 
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ὠ ὸ ὠ ὸὩ ᷿ Ὧ ώὸὩ Ä†ȟ ςȢςψ 

where is the natural frequency of the linear system and ‫ ‫  is the damping frequency solved by 

ʖ ʖ ρ ʁ ; ὃ and ὄ are determined by ώὸ  and ώὸ , 

ώὸ Ὡ ὃÃÏÓ‫ὸ ὄÓÉÎ‫ὸȟ ςȢςω 

ώὸ Ὡ ÃÏÓ‫ὸὄ‫ ὃ‒‫ ÓÉÎ‒‫ὸὄ‫‫ ὃ‫ ȟ ςȢσπ 

reorganizing Eq. (2.29) and Eq. (2.30), yields, 

ὄ ȟ ςȢσρ 

ὃ ώὸὩ ὄÓÉÎ‫ὸȢ ςȢσς 

Following the similar idea, when the time is in the period ὸ ὸ ὸ , 

ώὸ Ὡ ὃÃÏÓ‫ὸ ὄÓÉÎ‫ὸ

᷿ Ὂ† ὸ Ὡ ÓÉÎ‫ ὸ ὸ † Ä†
ȟ ςȢσσ 

ὠ ὸ ὠ ὸ Ὡ ᷿ Ὧ ώὸὩ Ä†ȟ ςȢστ 

where ὃ  and ὄ are determined by the initial conditions of ώὸ  and ώὸ , 

ὄ ȟ ςȢσυ 

ὃ ώὸ Ὡ ὄÓÉÎ‫ὸȢ ςȢσφ 

 

2.4 Two-degree-of-freedom (2DOF) piezoelectric-coupled energy generation 

system 

The equation of motion for a 2-degree-of-freedom (2DOF) system under friction is given by, 

άώ ὸ ὧ ὧ ώ ὸ ὧώ ὸ Ὧ ώ ὸ Ὧ ώ ὸ π

άώ ὸ ὧ ώ ὸ ώ ὸ Ὧ ώ ὸ ώ ὸ Ὂὸ
Ȣ ςȢσχ 

Also, taking the shear mode as an example, the piezoelectric constitutive equation is the same 

as Eq. (2.13). Considering the electromechanical effect of the system, the mechanical and 

piezoelectric coupling equations of the systems under friction can be written as follows. 
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ừ
Ử
Ừ

Ử
ứ

άώ ὸ ὧ ὧ ώ ὸ ὧώ ὸ Ὧ Ὧ ώ ὸ Ὧ ώ ὸ π

άώ ὸ ὧ ώ ὸ ώ ὸ Ὧ ώ ὸ ώ ὸ ‌ ὠ ὸ Ὂὸ

ὠ ὸ Ὑὅὠ ὸ Ὑ‌ ώ ὸ ώ ὸ π

Ȣ ςȢσψ 

Eq. (2.38) demonstrates a two-degree-of-freedom piezoelectric-coupled systems, and the 

solution is found using a combination of the modal superposition method and Duhamel integral. 

Expressing Eq. (2.38) in a matrix form, it yields, 

ά π
π ά

ώ ὸ
ώ ὸ

ὧ ὧ ὧ
ὧ ὧ

ώ ὸ
ώ ὸ

Ὧ Ὧ Ὧ

Ὧ Ὧ
ώ ὸ
ώ ὸ

π
Ὂὸ

Ȣ ςȢσω 

where Ὂὸ is the external force, which includes the friction force Ὂὸ and the piezoelectric 

coupling term Ὂ ὸ ‌Ὧὠ ὸ Ὧ Ὧϳ  in Eq. (2.38). After simplifying Eq. (2.39), it 

can be written in matrix form, 

ά ώὸ ὧώὸ Ὧώὸ ὊὸȢ ςȢτπ 

To solve Eq. (2.40) by modal analysis, it is necessary to solve the eigenvalue problem and find 

the natural frequency ‫  and ‫ .   

‫ ά ὣ ὯὣȢ ςȢτρ 

The determinant ɝ ȿὯ ‫ άȿ of the coefficient matrix must be zero. can be ‫ and ‫ 
solved as [112],  

‫ȟ ᶸ τ

ϳ

, ςȢτς 

Pre-multiplying Eq. (2.41) by Ὧ , it gives Ὅὣ Ὧ ‫ ά ὣ. Replacing the value ‫ 
with Eq. (2.42), the mode shapes of different mode ὣ are obtained. The normalized mode shapes 

can be calculated by assuming ὣ ὥ and ὣ ὥÍ, and express ὣ  in terms of ὣ , and it 

can be expressed as,  

ὣ
ὣ ὣ

ὣ ὣ

ὥÍ ὦÍ

ὥÍ ὦÍ
. ςȢτσ 

Based on the orthonormalization, the constant ὥ and ὦ can be determined by normalizing ὣ 

as, 

ὣ ά ὣ Ὅȟ ςȢττ 

and ὣ can be solved as,  
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ὣ

ụ
Ụ
Ụ
Ụ
ợ

Ứ
ủ
ủ
ủ
Ủ

. ςȢτυ 

According to the expansion theorem, the solution vector ώ of Eq. (2.40) can be expressed by 

a linear combination of the normal modes, 

ώ ὣ ή, ςȢτφ 

where ή is the time-dependent generalized coordinate vector, and can be expressed as, 

ή
ή ὸ

ή ὸ
. ςȢτχ 

Substituting Eq. (2.46) into Eq. (2.40), it gives, 

ά ὣ ήὸ ὧὣ ήὸ Ὧὣ ήὸ Ὂὸ . ςȢτψ 

Multiplying Eq. (2.48)  by ὣ4 leads to, 

ὣ4ά ὣ ήὸ ὣ4ὧὣ ήὸ ὣ4Ὧὣ ήὸ ὗὸ , ςȢτω 

where ὗὸ  is the vector of generalized forces associated with ή,  

ὗὸ  
ὗ ὸ

ὗ ὸ
ὣ4Ὂὸ . ςȢυπ 

According to the vibration modeôs orthogonality, Eq. (2.49) can be simplified to the one 

describing the vibration corresponding to the individual vibration mode. For the Ὥth vibration mode, 

we can have, 

ήὸ ς‒‫ήὸ ‫ ήὸ ὗ ὸȟ   Ὥ ρȟς, ςȢυρ 

Since the two equations represented by Eq. (2.51) are uncoupled. The response of the Ὥth mode 

is similar to a single-degree-of-freedom system, and can be expressed as, 

ήὸ
ή ὸ
ή ὸ

Ὡ ήÃÏÓ‫Äὸ ήÓÉÎ‫Äὸ

Ὡ ήÃÏÓ‫Äὸ ήÓÉÎ‫Äὸ

Ä
᷿ ὗ † ὸὩ ÓÉÎ‫Ä ὸ ὸ † Ὠ†

Ä
᷿ ὗ † ὸὩ ÓÉÎ‫Ä ὸ ὸ † Ὠ†

, ςȢυς 

where ;is the natural frequency of Ὥth mode; ‒ is the damping ratio of Ὥth mode ‫ ‫  is the 

damping frequency of Ὥth mode and the relationship between ‫  and can be expressed as ‫ 

‫ ρ ‒ ‫ Ƞ ή, ή, ή, ή can be determined by the initial conditions of the time domain 

response, and at ὸ ὸ, it yields, 
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ừ
Ử
Ừ

Ử
ứή Ὡ ήȟ ὸ‒‫ ήȟ ὸ ÃÏÓ‫Äρὸ ‫Äρήȟ ὸÓÉÎ‫Äρὸ ‫Äρ

ή ήȟὸὩ ήÓÉÎ‫Äρὸ ÃÏÓ‫Äρὸϳ

ή Ὡ ήȟ ὸ‒‫ ήȟ ὸ ÃÏÓ‫Äςὸ ‫Äςήȟ ὸÓÉÎ‫Äςὸ ‫Äς

ή ήȟὸὩ ήÓÉÎ‫Äςὸ ÃÏÓ‫Äςὸϳ

, ςȢυσ 

where ή ὸ  and ή ὸ  can be solved by, 

ừ
Ừ

ứή ὸ  
ήȟ ὸ

ήȟ ὸ
ὣ4ά ώ ὸ

ή ὸ
ήȟ ὸ

ήȟ ὸ
ὣ4ά ώ ὸ

. ςȢυτ 

The vibration response ώὸ  and ώὸ  can be expressed as, 

ώὸ
ώ ὸ
ώ ὸ

ὣ ή ὸ ὣ ή ὸ

ὣ ή ὸ ὣ ή ὸ
, ςȢυυ 

ώὸ
ώ ὸ
ώ ὸ

ὣ ή ὸ ὣ ή ὸ

ὣ ή ὸ ὣ ή ὸ
. ςȢυφ 

From Eq. (2.38), it indicates that the voltage response is related to ώὸ  and it can be 

expressed as, 

ὠ ὸ ὠ ὸὩ ᷿ Ὧ ώ ὸ ώ ὸὩ Ä†, ςȢυχ 

where ὠ ὸ  is the voltage from the previous time step and determined by the initial condition. 

Following the similar iteration concept in Section 2.3, it is assumed that the initial condition at 

ὸ = 0 s is known. The period of calculation, denoted as ɝὸ ὸ ὸ, corresponds to the subscript 

Ὥ which indicates the iteration number. For the first iteration step (ὸ = 0 s and Ὥ = 1), we make the 

assumption that there is no external force acting on the system. Additionally, we assume the initial 

velocity of ά  equals to the sliding speed of the friction plate ὺ , and the voltage on the 

piezoelectric patch is 0, 

ừ
Ử
Ừ

Ử
ứ
ώ ὸ π

ώ ὸ π

ώ ὸ π

ώ ὸ ὺ

ὠ ὸ π

. ςȢυψ 

The responses ώ ὸ, ώ ὸ and ὠ ὸ during the time period ὸ ὸͯ ὸ can be expressed as 

follows, 
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ώ ὸ ὣ Ὡ ή ὸ ÃÏÓ‫Äρὸ ή ὸ ÓÉÎ‫Äρὸ

Äρ
᷿ ὗ † ὸὩ ÓÉÎ‫Äρὸ ὸ † Ὠ†

ὣ Ὡ ή ὸ ÃÏÓ‫Äςὸ ή ὸ ÓÉÎ‫Äςὸ

Äς
᷿ ὗ † ὸὩ ÓÉÎ‫Äςὸ ὸ † Ὠ†

, ςȢυω 

ώ ὸ ὣ Ὡ ή ὸ ÃÏÓ‫Äρὸ ή ὸ ÓÉÎ‫Äρὸ

Äρ
᷿ ὗ † ὸὩ ÓÉÎ‫Äρὸ ὸ † Ὠ†

ὣ Ὡ ή ὸ ÃÏÓ‫Äςὸ ή ὸ ÓÉÎ‫Äςὸ

Äς
᷿ ὗ † ὸὩ ÓÉÎ‫Äςὸ ὸ † Ὠ†

, ςȢφπ 

ὠ ὸ ὠ ὸὩ ᷿ Ὧ ώ ὸ ώ ὸὩ Ä†, ςȢφρ 

where ή, ή, ή, ή can be calculated as, 

ừ
Ử
Ử
Ử
Ừ

Ử
Ử
Ử
ứ ή ὸ Ὡ ήȟ ὸ‒‫ ήȟ ὸ ÃÏÓ‫Äρὸ

‫Äρήȟ ὸÓÉÎ‫Äρὸ Ⱦ‫Äρ

ή ὸ ήȟὸὩ ή ὸ ÓÉÎ‫Äρὸ ÃÏÓ‫Äρὸϳ

ή ὸ Ὡ ήȟ ὸ‒‫ ήȟ ὸ ÃÏÓ‫Äςὸ

‫Äςήȟ ὸÓÉÎ‫Äςὸ Ⱦ‫Äς

ή ὸ ήȟὸὩ ή ὸ ÓÉÎ‫Äςὸ ÃÏÓ‫Äςὸϳ

, ςȢφς 

and ή ὸ  and ή ὸ   can be solved from the vibration response of the last iteration step, 

ừ
Ừ

ứή ὸ
ήȟ ὸ

ήȟ ὸ
ὣ4ά ώὸ ὣ4ά

ώ ὸ
ώ ὸ

ή ὸ   
ήȟ ὸ

ήȟ ὸ
ὣ4ά ώὸ ὣ4ά

ώ ὸ
ώ ὸ

, ςȢφσ 

and ὗ† ὸ  can be expressed as, 

ὗ† ὸ
ὗ † ὸ

ὗ † ὸ
ὣ4

π
Ὂ† ὸ Ὂ † ὸ , ςȢφτ 

Following the similar idea, when the time is in the period ὸ ὸͯ ὸ  ȟ ÔÈÅ ÖÉÂÒÁÔÉÏÎ ÁÎÄ 

ÖÏÌÔÁÇÅ ÒÅÓÐÏÎÓÅ can be expressed as, 
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ώ ὸ ὣ Ὡ ή ὸÃÏÓ‫Äρὸ ή ὸÓÉÎ‫Äρὸ

Äρ
᷿ ὗ † ὸὩ ÓÉÎ‫Äρὸ ὸ † Ὠ†

ὣ Ὡ ή ὸÃÏÓ‫Äςὸ ή ὸÓÉÎ‫Äςὸ

Äς
᷿ ὗ † ὸὩ ÓÉÎ‫Äςὸ ὸ † Ὠ†

, ςȢφυ 

ώ ὸ ὣ Ὡ ή ὸÃÏÓ‫Äρὸ ή ὸÓÉÎ‫Äρὸ

Äρ
᷿ ὗ † ὸὩ ÓÉÎ‫Äρὸ ὸ † Ὠ†

ὣ Ὡ ή ὸÃÏÓ‫Äςὸ ή ὸÓÉÎ‫Äςὸ

Äς
᷿ ὗ † ὸὩ ÓÉÎ‫Äςὸ ὸ † Ὠ†

, ςȢφφ 

ὠ ὸ ὠ ὸὩ ᷿ Ὧ ώ ὸ ώ ὸὩ Ä†. ςȢφχ 

 

2.5 Piezoelectric-coupled beam for energy generation 

Based on the EulerïBernoulli beam theory, the vibration governing equation of a uniform 

cantilever beam can be expressed as: 

”ὃὼ
ȟ

ὉὍὼ
ȟ
ὅὍὼ

ȟ
Ὂὼȟὸ, ςȢφψ 

where ὼ is the position variable along the length of the beam, ὸ is the time variable, ” is the 

equivalent mass density, ὃὼ is cross-sectional area, ύὼȟὸis the displacement function, Ὁ is the 

equivalent elastic modulus, Ὅὼ is the second moment of area, ὅί is the strain rate damping 

coefficient, Ὂὼȟὸ is the friction. 

It is noted that the piezoelectric cantilever is partially coated with piezoelectric patch. 

Therefore, the distributed stiffness, mass per length, and the second moment of area are different 

at the coating region and can be written as ὉὍᴂ, άᴂ, and Ὅᴂȟ leading to the following governing 

equation for the piezoelectric-coated section,  

ά
ȟ

ὉὍᴂ
ȟ
ὅ Ὅ

ȟ
Ὂὼȟὸ. ςȢφω 

Defining the elastic modulus of the aluminum and piezoelectric material (PZT) as ὶ ὉὉϳ ; 

the distance from the top of PZT to the neutral axis as Ὤ

Ὤ ςὶὬὌ ὶὌ ςὬ ςὶὌ ; the distance from the bottom of the aluminum beam to 

the neutral axis as Ὤ Ὤ ςὬὌ ὶὌ ςὬ ςὶὌ ; the distance from the center of the 



55 

 

PZT layer to the neutral axis as Ὤ ὶὬὌ ὶὌ ςὬ ςὶὌ ; the equivalent stiffness 

as ὉὍ ὉὍ ὉὍ ; the mass per length as ά ”Ὄὦ”Ὤὦ; the second moment of area 

Ὅ Ὅ Ὅ ; and the moment of inertia of the aluminum beam ὍÂ and piezoelectric material ὍÐÚÔ 

can be expressed as [113], 

Ὅ , ςȢχπ 

Ὅ
Ð

ȟ ςȢχρ 

where Ὄ and Ὤ are the thickness of aluminum beam and piezoelectric material; ὦ and ὦÐ are the 

width of the aluminum beam and piezoelectric material; ” and ”ᴂ are the density of aluminum and 

piezoelectric material, respectively. 

ύὼȟὸ in Eq. (2.68) can be decomposed into two parts using the mode superposition method, 

ύὼȟὸ В ὡ ὼή ὸ, ςȢχς 

and the subscript ὲ ρȟςȟσȟȣȟЊ denotes the mode shape number. ὡὲὼ is the ὲth mode shape 

function, and ήὲὸ is referred to as the generalized coordinate. As the system is proportionally 

damped, eigenfunction ὡὲὼ are the normal mode eigenfunction of the corresponding undamped 

free vibration problem [113]. To properly solve the dynamic response of the piezoelectric-coupled 

cantilever, ύὼȟὸ, the displacement function of the beam in Eq. (2.72) is divided into three 

sections: a piezoelectric-coated section in the middle (ὒρ ὼ ὒς), and two non-coated sections 

(π ὼ ὒ and ὒς ὼ ὒ). The detailed mode shape functions of the separated beam sections 

and the boundary conditions are provided in Appendix A. This method can be expanded to model 

a continuum beam with multiple sections and piezoelectric patches. 

It should be noted that the bending moment ὓÅ induced by the piezoelectric patch, which is 

related to the voltage ὠÐ across the piezoelectric material along its poling direction, can be 

obtained by the following equation [114], 

ὓ , ςȢχσ 

where ‪ ὉὌ ὉὬϳ , and • φ. Ὠ  is the piezoelectric coefficient. 

To model the piezoelectric coupling effect on the mechanical vibration response of the beam, 

the bending moment ὓÅ is simulated as two point loads with opposite directions at ὼ ὒ and 

ὼ ὒ. The amplitudes of the loads are the same and can be calculated by ςὓȾὨὼ. Substituting 

Eq. (2.72) into Eq. (2.68) and add the coupling terms, Eq. (2.68) can be written as, 
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”ὃὼВ ὡ ὼ

ὉὍὼВ ή ὸ ὅὍὼВ

Ὂȟ ὼȟὸ Ὂȟ ὼȟὸ Ὂȟ ὼȟὸ Ὂȟ ὼȟὸ Ὂὼȟὸ

, ςȢχτ 

where ὊÐȟρὼȟὸ, ὊÐȟςὼȟὸ, ὊÐȟσὼȟὸ, and ὊÐȟτὼȟὸ represent the equivalent point loads.  

The constitutive relation for piezoelectric material can be expressed as follows: 

Ὀ ὼȟὸ Ὠ Ὕ ὼȟὸ ‐Ὁ ὸ. ςȢχυ 

Rearranging Eq. (2.75) to express axial stress Ὕ in terms of bending strain Ὓ and Youngs 

modulus of PZT (Ὁ ρίϳ ), the permittivity component must be replaced by permittivity at 

constant strain, which is given by ‐ ‐ Ὠ Ὁ. Replacing Ὁ ὸ with ὠÐὸ Ὤϳ , Eq. (2.75) 

can be written as, 

Ὀ ὼȟὸ Ὠ ὉὛ ὼȟὸ ‐ . ςȢχφ 

The bending strain Ὓρὼȟὸ at position x and time t in the PZT layer can be expressed as a 

function of the distance of the center of the PZT layer in the thickness direction to the neutral axis 

and curvature of the beam at position ὼ and time ὸ: 

Ὓ ὼȟὸ Ὤ
ȟ

. ςȢχχ 

Eq. (2.76) can be written as, 

Ὀ ὼȟὸ Ὠ ὉὬ
ȟ
‐ . ςȢχψ 

The electric charge ὗ ὸ developed in the PZT and collected by the electrode can be obtained 

by integrating the electric displacement over the electrode area as, 

ὗ ὸ ᷿ Ὠ ὉὬ ὦ
ȟ
‐ὦ Ὠὼ. ςȢχω 

Then, the current generated by the PZT can be given by, 

Ὅὸ ᷿ Ὠ ὉὬ ὦ
ȟ
Ὠὼ . ςȢψπ 

The voltage is also related to the equivalent resistance Ὑ from the measuring device. Then, the 

voltage is expressed as, 

ὠ ὸ ὍὸὙ Ὑ᷿ Ὠ ὉὬ ὦ
ȟ
Ὠὼ Ὑ . ςȢψρ 

Eq. (2.75) can be written as, 
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᷿ Ὠ ὉὬ ὦ
ȟ
Ὠὼ π, ςȢψς 

Coupling Eqs. (2.74) and (2.82), the transient vibration response of the beam and the dynamic 

voltage output can be solved through modal analysis and an iteration calculation process, which is 

described in detail in Appendix B. Eqs. (B.14) and (B.15) show the solutions of mechanical and 

electrical dynamics responses. 

 

2.6 Energy generation evaluation via transient charging 

To evaluate the energy generation process, a transient charging simulation that has been 

experimentally validated is used [115]. The piezoelectric transient charging circuit depicted in 

Figure 2-3, consists of an equivalent resistor connected in parallel with the piezoelectric patch, 

four Schottky diodes, a toggle switch, and a storage capacitor ὅÓ. An example of dynamic output 

during charging is shown in Figure 2-4. 

 

 
Figure 2-3 Charging circuit. 

 

   
(a) (b) (c) 

Figure 2-4 Dynamic output during charging. (a) ὠÐ. (b) ὠÓ. (c) ὖÅ. 
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At the beginning of the process, the toggle switch is open, and the voltage across the storage 

capacitor ὠ = 0. The voltage across the piezoelectric patch ὠ is equal to the voltage across the 

equivalent resistor ὠ. Once the toggle switch is closed, the Schottky diodes allow current to pass 

through only if ὠὸ ὠὸ . To prevent current from flowing back to the piezoelectric 

material, an ideal diode bridge circuit is used as a logic switch to allow current to flow in one 

direction only. If ὠὸ ὠὸ , the diodes do not conduct and the charge stored in the 

capacitor is maintained, resulting in ὠὸ  remaining equal to its previous value ὠὸ . To 

simulate the charging process of the storage capacitor, an iterative calculation is used and solved 

by, 

ὗὸ ὠὅ ὠὸὅȟ ςȢψσ 

ὗὸ ὗ ὸ ὗᴂὸȟ ςȢψτ 

ὗ ὸ ὗ ὸ ὗᴂὸȢ ςȢψυ 

At ὸ ὸ, the total charge generated on the piezoelectric material, taking into account charging 

dissipation in electric resistance, is denoted by ὗὸ . ὗ ὸ  and ὗᴂὸ  represent the charge on 

the piezoelectric material and the newly added charge to the storage capacitor, respectively. The 

variable ὗ ὸ  represents the accumulated charge on the storage capacitor until the ὸ ὸ. The 

term ὗ ὸ  indicates the rectification of the diode bridge circuit. The voltages across the storage 

capacitor ὠὸ  and the piezoelectric material ὠ ὸ  are calculated as follows. 

First, the voltage on the piezoelectric material at the time ὸ is assumed to be equal to ὠ ὸ , 

and can be expressed as, 

ὠὸ Ȣ ςȢψφ 

Judging the charging state by comparing the value with ὠὸ , then, the charges on the 

piezoelectric patch and the storage capacitor during the charging state can be obtained as: 

ὗ ὸ ȟ ςȢψχ 

ὗ ὸ ὗ ὸ ὗᴂὸ ὗ ὸ Ȣ ςȢψψ 

For the non-charging state, the charges on the piezoelectric patch and the storage capacitor 

during the charging state can be obtained as: 
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ὗ ὸ
ὗὸȟ    ὸ ȡ .ÏÎȤÃÈÁÒÇÉÎÇ

ὗ ὸ ȟ    ὸ ȡ #ÈÁÒÇÉÎÇ
Ȣ ςȢψω 

The voltages ὠȟ and ὠȟ are as follows, 

ὠὸ ȟ ςȢωπ 

ὠὸ Ȣ ςȢωρ 

The circuit will not be charging if the voltage on the storage capacitor is higher than 95% of 

the peak steady-state voltage of the piezoelectric patch. Then, the electrical power output during 

the charging process, ὖὸ , can be solved by, 

ὖὸ Ó Ó

Ў
Ȣ ςȢως 

The RMS (Root mean square value) of the charging power from time 0 to Ὕ is given as: 

ὖ ᷿ ὖὸ ὨὸȢ ςȢωσ 

 

2.7 Summary of modeling methods 

The fundamental modeling and methods studying piezoelectric energy generation are 

introduced in this chapter. The piezoelectric constitutive equations introduced in Section 2.1 are 

employed to illustrate the electromechanical behavior of piezoelectric materials under linear elastic 

deformation. The friction model described in Section 2.2 is utilized to depicts the dynamic 

frictional behaviors under FIV. Precise modeling of both stick state and slip state frictional 

behaviors is considered using the Karnopp and Stribeck friction models. 

The modeling of a single-degree-of-freedom (SDOF) piezoelectric-coupled energy generation 

system under friction is depicted in Section 2.3, based on which an extended two-degree-of-

freedom (2DOF) piezoelectric-coupled energy generation system under friction is then 

demonstrated in Section 2.4. These models are used to study the dynamics, mechanical responses, 

and piezoelectric charging of discrete systems under FIV. Furthermore, the dynamic model of a 

piezoelectric-coupled continuum beam under friction with continuously varying responses in 

space domain is presented in Section 2.5. The transient charging method described in Section 2.6, 

which is originated from previous literature, is utilized for piezoelectric energy generation 

evaluation.  
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However, the abovementioned modeling process is based on optimal environmental conditions 

and does not account for the effects of temperature and humidity. These environmental factors can 

possibly affect the performance of PEGs. Variations in temperature and humidity can alter the 

material properties of the PEG, which in turn can affect its performance. To simulate the effects 

of temperature and humidity on PEGs, varying material properties based on temperature-

dependent equations and humidity effects need to be considered for analytical modeling. Finite 

Element Analysis (FEA) allow for thermal-mechanical and thermal-electric-structural coupling, 

enabling analysis of how environmental changes impact the PEG's performance. The effects of 

environment will be considered in my future study.  

The inclusion of nonlinear friction introduces complexities that affect the energy generation 

capabilities and overall performance of different piezoelectric-coupled systems. Exploring the 

interplay among mechanical motion, piezoelectric effect, and nonlinear friction in different 

systems is crucial for gaining valuable insights into the design and operation of such systems. The 

experimental validations of these models and parameter studies based them will be presented in 

the following chapters.  
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Chapter 3 Piezoelectric energy generation of 
vehicle braking system 

 

 

 

 

In this chapter, a novel piezoelectric energy generator embedded in vehicle brake pads and 

excited by magnetic repulsion is developed. Parameter study considering the dimensional and 

material properties of the piezoelectric stack and braking conditions of vehicle is performed to 

optimize the design. The modeling methods depicted in Sections 2.1 and 2.6 are utilized in this 

chapter.  

  



62 

 

3.1 System design 

Figure 3-1 illustrates the schematic design of an integrated vehicle braking system 

incorporating piezoelectric energy generator. The assembly of the braking system, the slotted 

brake rotor, the brake pad assembly, and the piezoelectric energy generator are depicted in Figure 

3-1(a)-(d), respectively. The slotted rotor, chosen for this study, is specifically designed to 

dissipate friction heat and gas, ensuring consistent braking performance. The brake pad comprises 

three layers: a backing plate, a bonding adhesive, and a friction block. The energy generators are 

embedded in the brake pad, as shown in Figure 3-1(c). The piezo stack ends are affixed to the 

backing plate, while magnets are attached to the piezo stack. The top holes in the friction block 

have the same diameter as the cylindrical magnet. Figure 3-1(d) provides an illustration of the 

piezoelectric energy generator, which consists of a piezo stack and a magnet. The previous 

literature studied the life time of piezoelectric stack by evaluating the degradation, and less than 

5% of degradation was found within the first 10 billion cycles [116]. It proved the possibility of 

using piezoelectric stack for energy generation in practical operation. The purposed energy 

generator for vehicle braking system is still under conceptual and preliminary design stage. To 

ensure the actual application of the proposed system, a special protection layer, like a thin rubber 

between the piezoelectric material and the neighbor mechanical parts, needs to be designed during 

the prototype manufacturing stage. As the rotor rotates, a magnetic repulsion is generated between 

the embedded magnets in the brake rotor and the brake pads. During the braking process, the 

braking performance is mainly affected by the coefficient of friction of brake pads and the 

clamping force. The coefficient of friction of brake pads ranges from 0.3-0.5. The clamping force 

from a single caliper can easily reach 5000-10000 N, and performance braking system such as 

Brembo can achieve even higher clamping force using multiple pistons [117], [118]. The clamping 

force generated from the hydraulic braking system during the braking process is much higher than 

the magnetic repulsion in our designed energy generator. Therefore, it will not affect the braking 

performance of a vehicle. 
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(a) (b) 

  

(c) (d) 

Figure 3-1 Schematic diagram and geometries of the novel braking system. (a) Disk brake 

assembly. (b) Brake rotor. (c) Brake pad assembly. (d) Piezoelectric energy generator. 

 

3.2 Voltage generation  

3.2.1 Energy generation using magnetic repulsion during vehicle braking process 

A mathematical model is developed to explain the principle of the energy harvesting system 

using magnetic repulsion during the vehicle braking process. Figure 3-2(a) demonstrates how the 

magnets in the brake pad and brake rotor move close to each other during the braking process. The 

magnet embedded in the brake rotor acts as the actuator. The magnetic repulsion increases 

exponentially while the brake pad and the actuator move close to each other. With dynamic rotation 

of the brake rotor, the force changes periodically with the change of the magnetsô overlapping area, 

which induces dynamic tension and compression deformation on the piezoelectric stack, leading 

to the generation of electric charge.  
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(a) 

 

(b) 

Figure 3-2 Principle of the energy harvesting system using magnetic repulsion during the vehicle 

braking process. (a) Vertical displacement of the cylindrical magnet. (b) Poling direction and 

terminals of PZT. 

 

During the braking process, we assume that the brake pad makes contact with the smooth 

surface of the brake rotor, forming a separation gap of 1 mm between the rotor and brake pad 

magnets. We also assume the rotor moves at speed ὺ. The horizontal relative displacement Ὓ of 

the cylindrical magnet in the brake rotor is, 

Ὓ ὺὸȢ σȢρ 

Following the method in [119], the magnetic repulsion Ὂ  between two cylindrical magnets 

as a function of their separation gap can be written as: 

Ὂ ὼ
Ѝ

Ȣ σȢς 

However, for small values of ὼ, the result from Eq. (3.2) becomes inaccurate and large [120]. 

Most of the theoretical magnetic repulsion calculation models are simplified with different 

assumptions and the results often fail to match with experimentally measured data. In this study, 

Ὂ  is calculated using the magnetic repelling force calculator based on experiment data which 
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provide us with an accurate result [121]. The reaction force on the piezoelectric stack can be 

expressed in a piecewise function with respect to the overlapping area of the two magnets [122], 

Ὂὸ

ừ
Ử
Ừ

Ử
ứς ὧέί ρ Ὂ ȟ   π Ὓ

ς ὧέί ρ Ὂ ȟ   Ὓ Ὀ

πȟ   Ὀ Ὓ ὄὛ

ȟ σȢσ 

where Ὀ is the diameter of the magnet; ὄὛ is the arc length between two slots in the rotor. The 

reaction force Ὂὸ is a piecewise periodic function. We expanded it in the Fourier series for our 

calculation to improve the calculation efficiency because the iteration calculation in Matlab using 

the analytical expression is faster than numerical integration. The Fourier series expansion is,  

Ὂὸ В ὥÃÏÓὮ‫ὸВ ὦÓÉÎὮ‫ὸȟ σȢτ 

ὥ ᷿ὊὸÃÏÓὮ‫ὸὨὸȟ   Ὦ πȟρȟςȟȣȟ σȢυ 

ὦ ᷿ὊὸÓÉÎὮ‫ὸὨὸȟ   Ὦ ρȟςȟȣȟ σȢφ 

where † is the period; ὥ and ὦ are the Fourier coefficients, respectively. 

In this work, we consider a piezoelectric patch with a poling direction along its thickness 

(direction 3) Figure 3-2(b). The PZT is under tension or compression deformation subjected to 

normal stress along the poling direction. The electrodes are located along 3-axis on the top and 

bottom surfaces of each piezoelectric layer. The generated voltage on the piezoelectric material 

can be expressed as, 

ὠὸ Ὡ ᷿Ὡ Ὠὸȟ σȢχ 

where Ὕ is the normal stress along direction 3. It can be solved by Ὕ ὊὸȾὃÐÚÔ, and ὃ  is the 

cross-sectional area of the piezoelectric material. The transient generated charge ὗ  can be 

calculated with Eq. (2.83). 

 

3.2.2 Experimental verification of voltage output 

In order to verify the output voltage from the numerical method, experimental tests of the 

voltage output from a piezoelectric patch are performed using an impact hammer. The excitation 

force from the impact hammer is to simulate the reaction force on the piezoelectric stack when the 

magnetic repulsion changes rapidly as a result of the changing overlapping area. The arc length 
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between the two slots is around 2.6 cm with 20 slots in the rotor and the distance from the rotor 

center to the actuator center (Ὑὅὃὅ) of 82.5 mm. At 80 km/h (22.2 m/s) and a tire radius of 35 cm, 

the angular speed of the rotor is around 63.5 rad/s, and the speed at the Ὑὅὃὅ of 82.5 mm is 5.24 

m/s. It takes around 0.00496 s to pass the arc length between two slots and 0.0015 s to pass the 

embedded magnet. While the impact period in the experiment is between 0.001 s to 0.003 s, the 

experiment result should be valid to verify the voltage output in our mathematical model under 

different conditions. The experimental test setup is shown in Figure 3-3. The data acquisition 

system is a four-channel Siemens LMS SCADAS mobile integrated with LMS TestLab [123]. An 

impact hammer with a force sensor (208C01) attached to its tip is used to apply the impact force 

on the piezoelectric patch [124]. The material properties and dimensions of the piezoelectric patch 

used in the experiment are: Ὠ τππρπ  C/N, ὕὈ ρςȢχ mm and Ὤ ρ mm [125]. The 

comparison of output voltage versus time from experiments and simulations under different 

excitations is shown in Figure 3-4, Figure 3-5, and Figure 3-6. In the simulation, a piecewise cubic 

hermite interpolating polynomial is applied for curve fitting the experimental discrete input force, 

and the corresponding output voltage is calculated using Eq. (3.7). The resistance Ὑ in Eq. (3.7) is 

used to simulate the charge dissipation of the piezoelectric system connecting the voltage meter. 

From the experimental results, it can be seen that the piezo-voltage output does not follow the 

mechanical inputs precisely due to the charge/potential dissipation in the piezoelectric material 

and the measuring device. Figure 3-4 illustrates different values and excitation periods of the 

reaction forces on the single piezoelectric patch. To further prove the model accuracy, two more 

voltage output validation experiments by connecting two and three patches in series are conducted 

to verify the output voltage from the numerical method. The theoretical voltage output model can 

hence be validated with experiments using different numbers of piezoelectric patches. The voltage 

variations obtained from simulations and experiments match well with each other with Ὑ = 1.8 

MÝ, which is the equivalent resistance of the voltage measurement system. This proves the 

accuracy and effectiveness of the voltage output from Eq. (3.7).  
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(a) 

 
(b) 

 
(c) 

Figure 3-3 Experimental test setup. (a) Piezoelectric single patch dimension. (b) Piezoelectric 

patch connected in series. (c) Experimental setup. 
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(a) 

   
(b) 

  
(c) 

Figure 3-4  Comparison of curves of output voltage versus time from experiments and simulations 

under different impulse excitations with one patch. (a) 24.876 N input and voltage output with one 

patch. (b) 30.190 N input and voltage output with one patch. (c) 30.105 N input and voltage output 

with one patch. 
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(a) 

   
(b) 

Figure 3-5 Comparison of curves of output voltage versus time from experiments and simulations 

under different impulse excitations with two patches connect in series. (a) 18.21 N input and 

voltage output with two patch stack in-series. (b) 24.73 N input and voltage output with two patch 

stack in-series. 

 

   
(a) 
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(b) 

Figure 3-6 Comparison of curves of output voltage versus time from experiments and simulations 

under different impulse excitations with three patches connect in series. (a) 14.61 N input and 

voltage output with three patch stack in-series. (b) 16.47 N input and voltage output with three 

patch stack in-series. 

 

3.3 Parameter studies and discussion 

In this section, we investigate the influences of the dimensional and material properties of the 

piezoelectric patch, the vehicle speed, the magnetic force, the diameter of the cylindrical magnet, 

the capacitance of the storage capacitor, and the distance between the rotor center and the energy 

generator center on the charging power. The transient charging simulation described in Section 2.6 

will be used to evaluate the energy generation process. The dimensions and material properties of 

the piezoelectric patch are provided in Table 3-1. For material PMN-PT-B, the following material 

property values will be used in calculations: ὑ  = 6000, Ὠ  = 300. 

A piezoelectric stack connected in parallel is considered in the study. Compared with a 

piezoelectric stack connected in series, which offers larger voltage output and less current, a 

piezoelectric stack connected in parallel provides much larger electrode area with higher electric 

current, which is beneficial for charging capacitor [126]. The piezoelectric stack connected in 

parallel system decreases the voltage but increases the current for charging the capacitor. The 

experiment study with different numbers of patches is for verifying the voltage output model. The 

piezoelectric stack connected in parallel will be used for parameter study and simulation to 

evaluate the performance of the purposed energy generator. 
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Table 3-1 Material properties and dimensions of the piezoelectric patch. 

 APC 850 (PZT4) PMN-PT-B (PT=0.3-0.33) 

ὑ  1900 5500-6500 

Ὠ  (10-12 C/N) 400 2000-3500 

‐ (10-12 F/m) 8.85 8.85 

ὖὕὈ (mm) 8-12 8-12 

Ὤ (mm) 0.25-0.6 0.25-0.6 

n (number of layers)  80 80 

 

3.3.1 Parameter studies 

Figure 3-7 displays the RMS charging power versus the vehicle speed under different magnetic 

repulsion conditions while charging a storage capacitor ὅ = 100 µF. The abbreviations used in the 

parameter studies are defined as follows: ὠὛ for vehicle speed, ὓὊ for magnetic force, Ὓὰέὸ for 

slot number in rotor, ὖὝ for piezo layer thickness, ὃὈ for actuator diameter, ὒὥώὩὶ for number of 

layers, ὖὕὈ for piezo layer diameter, and Ὑὅὃὅ for rotor center to actuator center. Considering 

practical vehicle operation condition, the parameters in this simulation are set to be: ὃὈ = 8 mm, 

Ὤ = 0.25 mm, ὲ = 80, ὕὈ = 8 mm and Ὑὅὃὅ = 82.5 mm with ὠὛ changing from 80 km/h to 160 

km/h under different magnetic repulsion conditions. It can be observed that the RMS charging 

power increases linearly with the increase in vehicle speed under the same magnetic force 

condition. The RMS values also increase with the increase of magnetic force under the same 

vehicle speed condition. It is easy to find from Eq. (3.1) and Eq. (3.3) that the higher vehicle speed 

leads to a higher excitation frequency of the magnetic force applied to the piezoelectric stack, 

resulting in an increase in the output charge. The higher magnetic force leads to a higher reaction 

force to the piezoelectric stack and the deformation of the piezoelectric material, which contributes 

to the higher power output. It is found that the RMS charging power from a single piezo-generator 

increases from 0.00028 W to 0.00050 W when the vehicle speed changes from 80 km/h to 160 

km/h with the magnetic force of 15.48 N, while the RMS value from a single piezo-generator 

increases from 0.00028 W to 0.00032 W when the magnetic force changes from 15.48 N to 16.73 

N at a vehicle speed of 80 km/h. The total RMS power of one brake caliper with thirty-six 

piezoelectric generators under 160 km/h and 40 N magnetic force conditions is 0.0908 W. Of the 

thirty-six generators, eight are located at Ὑὅὃὅρ, sixteen at Ὑὅὃὅσ and twelve at Ὑὅὃὅτ. The 

RMS charging power of generators at different Ὑὅὃὅ locations are shown in Table 3-2. As a result, 

increases in the vehicle speed and magnetic force lead to increased power output. However, it 
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should be noted that all outputs from our parameter studies are limited by physical dimensions and 

magnetic material constants. Higher output can be achieved by using more piezoelectric materials, 

stronger magnet, and an increase in the physical dimensions of the system. 

 

 
Figure 3-7 RMS charging power by a single piezoelectric energy harvester versus vehicle speed 

under different magnetic repulsion conditions. (ὃὈ = 0.008 m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; 

ὖὕὈ = 0.008 m; Ὑὅὃὅ = 0.0825 m; Ὓὰέὸ = 20.) 

 

Table 3-2 RMS charging power comparison between APC850 and PMN-PT-B under 40 N 

magnetic repulsion at 120 km/h and 160 km/h. 

 120 km/h 160 km/h 

 APC 850 

(PZT4) 

PMN-PT-B 

(PT=0.3-0.33) 

APC 850 

(PZT4) 

PMN-PT-B 

(PT=0.3-0.33) 

Ὑὅὃὅρ = 82.5 mm (W) 0.00193 0.03058 0.00245 0.03971 

Ὑὅὃὅς = 94.5 mm (W) 0.00195 0.03089 0.00248 0.03952 

Ὑὅὃὅσ = 105 mm (W) 0.00197 0.03144 0.00253 0.03900 

Ὑὅὃὅτ = 114.5 mm (W) 0.00200 0.03124 0.00256 0.04008 

RMS Total 0.0710 1.1226 0.0908 1.26232 

 

Figure 3-8 investigates the influences of the dimension of the piezoelectric material, the 

dimension of the actuator (cylindrical magnet embedded in the brake rotor), and the location of 

the energy generator on the charging power while charging a storage capacitor ὅ = 100 µF.  

Figure 3-8(a) shows the RMS charging power versus the diameter of ὃὈ. It can be found that 

the RMS charging power changes nonlinearly with the increase of ὃὈ. Under the same vehicle 

speed and magnetic repulsion condition, the increase of ὃὈ increases the overlapping area, and 

the stress changes slower on the piezoelectric material per unit time. At 80 km/h and a magnetic 

force of 15.48 N, it is found that the RMS charging power from a single piezo-generator decreases 
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from 0.00028 W to 0.00018 W when the diameter of the actuator changes from 8 mm to 12 mm. 

Hence, an increase in the actuator diameter causes a decrease in the power output. 

Figure 3-8(b) shows the RMS charging power versus the piezoelectric layer thickness Ὤ. It 

can be seen that the RMS power increases with the increase in piezoelectric layer thickness. When 

the magnetic force is 15.48 N, the RMS charging power from a single piezo-generator increases 

from 0.00028 W to 0.00067 W when the piezoelectric layer thickness is increased from 0.25 mm 

to 0.6 mm. A thicker piezoelectric layer leads to a lower capacitance of the piezoelectric stack. 

Therefore, more charge can flow to the storage capacitor under the same charging condition.  

Figure 3-8(c) describes the RMS charging power versus the piezoelectric layer diameter ὖὕὈ. 

It can be seen that the RMS power decreases with the increase of piezoelectric layer diameter. 

When the magnetic force is 15.48 N, the RMS charging power of a single piezo-generator 

decreases from 0.00028 W to 0.00012 W when the piezoelectric layer diameter is increased from 

8 mm to 12 mm. The larger piezoelectric layer diameter leads to a bigger surface area of the 

piezoelectric layer, which results in a higher capacitance. This causes less charge flow to the 

storage capacitor, resulting in lower power output.  

Figure 3-8(d) shows the RMS charging power versus the distance between the rotor center 

and the actuator center Ὑὅὃὅ. The result indicates that the increase of Ὑὅὃὅ leads to slight 

variation of output power while the actuator size stays the same. At a vehicle speed of 80 km/h 

and a magnetic force of 15.48 N, the simulation shows that the RMS power from a single piezo-

generator fluctuates between 0.00028 W and 0.00029 W when Ὑὅὃὅ changes from 70 mm to 150 

mm. As there is no obvious correlation between them, the change of Ὑὅὃὅ does not have too much 

effect to charging power. 
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(a) (b) 

  
(c) (d) 

Figure 3-8 Effect of actuator diameter, piezoelectric patch layer thickness, piezoelectric layer 

diameter, and rotor center to actuator center on RMS charging power by a single piezoelectric 

energy harvester at constant vehicle velocity VS=80 km/h. (a) Actuator diameter (ὖὝ = 0.00025 

m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὑὅὃὅ = 0.0825 m; Ὓὰέὸ = 20.). (b) Piezo layer thickness (ὃὈ = 

0.008 m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὑὅὃὅ = 0.0825 m; Ὓὰέὸ = 20.). (c) Piezo layer diameter 

(ὃὈ = 0.008 m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; Ὑὅὃὅ = 0.0825 m; Ὓὰέὸ = 20.). (d) Rotor center to 

actuator center (ὃὈ = 0.008 m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὓὰέὸ = 20.). 

 

Figure 3-9 displays the RMS charging power for different storage capacitance values at ὠὛ = 

80 km/h and ὠὛ = 160 km/h. The storage capacitor ὅ capacitance is varied from 80 to 200 µF. 

The results indicate that the output power fluctuates slightly with the change in capacitance. The 

capacitance of the piezoelectric stack is much smaller than the capacitance of the storage capacitor. 

Therefore, most of the charge flows to the storage capacitor during the charging process. Figure 

3-9 clearly shows that the capacitance of the storage capacitor does not have a significant impact 

on the RMS charging power. 
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(a) (b) 

Figure 3-9 RMS charging power by a single piezoelectric energy harvester at constant vehicle 

velocities of VS=80 km/h and VS=160 km/h versus different storage capacitor capacitance. (a) 80 

km/h (ὃὈ = 0.008 m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὑὅὃὅ = 0.0825 m; Ὓὰέὸ = 

20.). (b) 160 km/h (ὃὈ = 0.008 m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὑὅὃὅ = 0.0825 

m; Ὓὰέὸ = 20.)). 

 

Figure 3-10, Figure 3-11, and Figure 3-12 display the RMS charging power versus the vehicle 

speed ὠὛ using different piezoelectric materials at different locations (Ὑὅὃὅ). The RMS charging 

power increases with the increase of vehicle speed. It is found that the RMS charging power from 

a single piezo-generator using APC 850 reaches 0.00193 W when the vehicle speed is 120 km/h, 

ὓὊ  40 N and the Ὑὅὃὅ is 82.5 mm; while the RMS charging power using PMN-PT-B, under 

the same conditions, is 0.03058 W. This is because the piezoelectric charge coefficient Ὠ  of 

PMN-PT-B in direction 3 is much higher than that of APC 850, which results in a much higher 

output power. The RMS charging power comparison between APC 850 and PMN-PT-B is shown 

in Table 3-2. The total RMS charging power is calculated based on the current brake pad design 

shown in Figure 3-1(c). The assembly consists of two brake pads (inner and outer) in the brake 

caliper, and each of the brake pads contains 18 generators. Four generators are located at Ὑὅὃὅρ, 

eight at Ὑὅὃὅσ, and six at Ὑὅὃὅτ. The peak transient charging power comparison between APC 

850 and PMN-PT-B at 120 km/h is shown in Table 3-3. The corresponding voltage of the peak 

transient charging power is close to the saturation state voltage of the storage capacitance. The 

saturation state voltage is slightly different with different Ὑὅὃὅ values due to the reduction of the 

duration of the reaction force on the piezoelectric stack as Ὑὅὃὅ values increase. The peak voltage 

generated from the piezoelectric material changes a bit, and the saturation state voltage varies a 

little bit as well. This phenomenon can be observed from the experiment result of voltage output 
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in Figure 3-4. The peak voltage output in Figure 3-4(b), with a longer excitation period, is slightly 

lower than the output in Figure 3-4(c), where the excitation period is shorter. 

 

  
(a) (b) 

Figure 3-10 RMS charging power of different piezoelectric material by a single piezoelectric 

energy generator with MF=20 N at different locations versus vehicle speed. (a) APC 850 (ὃὈ = 

0.012 m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὓὰέὸ = 20.). (b) PMN-PT-B (ὃὈ = 0.012 

m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὓὰέὸ = 20.).  

 

  
(a) (b) 

Figure 3-11 RMS charging power of different piezoelectric material by a single piezoelectric 

energy generator with MF=30 N at different locations versus vehicle speed. (a) APC 850 (ὃὈ = 

0.012 m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὓὰέὸ = 20.). (b) PMN-PT-B (ὃὈ = 0.012 

m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὓὰέὸ = 20.). 
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(a) (b) 

Figure 3-12 RMS charging power of different piezoelectric material by a single piezoelectric 

energy generator with MF=40 N at different locations versus vehicle speed. (a) APC 850 (ὃὈ = 

0.012 m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὓὰέὸ = 20.). (b) PMN-PT-B (ὃὈ = 0.012 

m; ὖὝ = 0.00025 m; ὒὥώὩὶ = 80; ὖὕὈ = 0.008 m; Ὓὰέὸ = 20.). 

 

Table 3-3 Peak transient charging power from a single piezo-generator comparison between 

APC850 and PMN-PT-B under 40 N magnetic repulsion at 120 km/h. 

  Peak power Saturation 

 voltage (V) Power (W) Voltage (V) 

APC 850     

 Ὑὅὃὅρ = 82.5 mm 0.01399 3.1658 3.2827 

 Ὑὅὃὅς = 94.5 mm 0.01456 3.2267 3.3377 

 Ὑὅὃὅσ = 105 mm 0.01533 3.3960 3.5037 

 Ὑὅὃὅτ = 114.5 mm 0.01593 3.4595 3.5841 

PMN-PT-B     

 Ὑὅὃὅρ = 82.5 mm 0.22354 6.5458 6.7788 

 Ὑὅὃὅς = 94.5 mm 0.23047 6.8471 7.0720 

 Ὑὅὃὅσ = 105 mm 0.24148 7.1710 7.3922 

 Ὑὅὃὅτ = 114.5 mm 0.25014 7.4337 7.6439 

 

3.3.2 Summary and discussion 

A novel vehicle brake pad-based piezoelectric energy generator has been developed, 

incorporating a magnetic repulsion mechanism. A mathematical model has been established to 

accurately calculate the output power generated by the piezoelectric stack. The unique design of 

the perforated brake pad, combined with the high excitation frequencies induced by the reaction 

forces at high vehicle speeds, enables efficient energy generation with a W level RMS charging 

power. 
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The study investigates the influences of various parameters on the RMS charging power, 

including the dimensions and material properties of the piezoelectric material, vehicle speed ὠὛ, 

magnetic force ὓὊ, actuator diameter ὃὈ, storage capacitance ὅÓ, and the distance between the 

rotor center and the actuator center Ὑὅὃὅ. The results indicate that increasing the thickness of the 

piezoelectric layer ὖὝ, vehicle speed ὠὛ, and magnetic force ὓὊ leads to higher RMS charging 

power. Conversely, an increase in the piezoelectric patch diameter ὖὕὈ and actuator diameter ὃὈ 

results in a decrease in the RMS value. The capacitance ὅÓ and the distance between the rotor 

center and the actuator center Ὑὅὃὅ do not exert a significant influence on the RMS charging 

power. At a vehicle speed of 120 km/h, each caliper of the generator made of APC850 (PZT4) 

material produces a total RMS power of 0.0710 W, while generators made of PMN-PT-B (PT=0.3-

0.33) material generate a total RMS power of 1.1226 W. Furthermore, at the same vehicle speed, 

a single piezo-generator using APC850 (PZT4) material generates a peak transient charging power 

of 0.01593 W, while using PMN-PT-B (PT=0.3-0.33) material results in a peak transient charging 

power of 0.25014 W. 

Compared to some existing research that integrates cantilever-based PEGs in vehicle wheel 

and utilizes centrifugal force during rotation to harness vibration energy, the unique design of the 

perforated brake pad enables installation of PEGs inside the brake pad in a limited space. The 

findings from parameter study suggest that this novel generator design holds potential for energy 

generation during vehicle braking processes. To further enhance the energy harvesting 

performance and meet the demands of charging vehicle batteries and powering wireless electrical 

devices, improvements can be made in modifying the brake caliper and brake pad design. 

Additionally, integrating the energy generator into the brake rotor, employing magnets with higher 

magnetic flux density, and implementing a boosted parallel-SSHI (Synchronized Switch 

Harvesting on Inductor) circuit can also enhance the performance. 
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Chapter 4 Shear mode piezoelectric energy 
generation under FIV 

 

 

 

 

In this chapter, a shear mode piezoelectric energy generator, which utilizes the FIV and high 

shear mode piezoelectric coefficient to improve the energy output, is introduced. Parameter studies 

have been conducted to investigate the influences of the piezoelectric patch dimensional 

parameters, vibration system parameters, friction model parameters, methods of electrical 

connections, and different piezoelectric materials on the energy generation performance to guide 

better design. The modeling methods depicted in Sections 2.1, 2.2, 2.3, and 2.6 are utilized in this 

chapter.  
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4.1 Testing system design 

In this work, a single-degree-of-freedom piezoelectric shear mode energy generation device is 

mounted on a self-designed test setup. The schematic of the system is shown in Figure 4-1. In the 

test setup, the DC motor provides power to the rotating shaft, and the coupling connects the motor 

and the shaft. The motor controller is used to control the speed of the motor. The energy generator 

is installed on a mounting structure which is fixed on the base plate, and the mounting structure is 

made from 3D printing using poly lactic acid (PLA) material. The detail of the energy generation 

system is depicted on the bottom left in Figure 4-1. It contains a load cell installed in the channel 

of the mounting structure, a compression spring to provide a normal load, and a single-degree-of-

freedom piezoelectric shear mode energy generator. The bolt on the back of the mounting structure 

can move forward or backward to press the compression spring to provide a normal load. A signal 

acquisition system is used to measure the generated voltage from the piezoelectric patch. A 

tachometer is mounted on the right side of the test setup to measure the rotating speed of the friction 

plate. 

The design in Figure 4-1 can be regarded as a composite patch, which is designed for shear 

mode energy generation. The diagram of the equivalent 1-DOF friction system is displayed at the 

bottom right corner in Figure 4-1. It contains three parts: the piezoelectric material, the elastic 

shear deformation layer, and the friction layer. The sliding plate is contacting with the friction 

layer and moving at a constant velocity. Due to the high stiffness of the elastic shear deformation 

layer and the relatively small equivalent mass of the friction layer, the composite patch deforms 

and vibrates along the horizontal direction with small deformation, and the piezoelectric material 

is under dynamic shear deformation simultaneously. The elastic shear deformation layer and the 

piezoelectric material can be considered as two springs connected in series, making the mechanism 

a single-degree-of-freedom spring-mass system. It is easy to realize energy harvesting with this 

simple mechanism, and using the shear piezoelectric mode is relatively simple without introducing 

other mechanical parts. It is noteworthy that surface conditions of the PZT affect the interface 

bonding and, consequently, the electromechanical coupling effect, and it should be considered for 

practical application. 
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Figure 4-1 Schematic of the testing system design. 

 

4.2 Energy generation 

4.2.1 Mechanical and piezoelectric-coupling of SDOF vibration system  

The mechanical and piezoelectric coupling equation of the system can then be written as, 
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stiffness constant of the piezoelectric patch; ὯÌ is the linear spring stiffness; &Ô is the friction 

force applied to the mass block; ÙÔ is the vibration response of the mass block under friction 

force; 6 Ô  is the actual output voltage from the piezoelectric material after considering the 

charging dissipation in electric resistance; 2  is electric resistance; #  is the capacitance of the 

piezoelectric patch; and ɻ is the force factor. The detail iterative solving process is depicted in 

Section 2.3.  

 

4.2.2 Experimental verification of voltage output 

Our initial design of the energy generator and the corresponding experiment test are shown in 

Figure 4-2. The initial idea is to introduce a simple piezoelectric energy harvester that is easy to 

operate in practical applications and has no complex mechanical structure. The possible 

application scenarios are shown in Figure 4-3. The dynamic deformation of the structure is shown 

at the top right corner of Figure 4-2. While the sliding surface moves horizontally, the composite 

patch deforms and vibrates along the horizontal direction, and the piezoelectric material is under 

dynamic shear deformation. The shear piezoelectric coefficient is usually higher than the normal 

ones, leading to more efficient piezoelectricity generation. With the advantage of the simple and 

compact design, piezoelectric energy harvesting can be easily realized by pushing the piezoelectric 

shear patch against any moving surfaces, which can be rotating disks, cylinders, or running belts. 

For example, the technique can be incorporated into the vehicle braking system and utilize the 

wasted energy. It can also be combined with the rotating structure of the wind turbine to harvest 

the wind energy. Some rotating fitness equipment can also be adopted to collect released energy 

during the workout. In summary, energy from any kinematic motions with ultra-low operation 

frequency can generate piezoelectric power due to the high frequency FIV.   
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Figure 4-2 Illustration of the shear mode piezoelectric composite energy generator. 

 

 
Figure 4-3 Application scenarios of the shear mode piezoelectric composite energy generator. 

 

Figure 4-4(a)-(d) shows the dynamic voltage responses of the initial design under different 

conditions. The high frequency dynamic response can be observed due to the stiffness of the shear 

rubber. However, the shear modulus of the rubber we used in the experiment is unknown and close 
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to linear under a certain small strain range, which is difficult to control by regular test setup. In 

addition, the piezoelectric material we used in the experiment is a general d33 mode piezoelectric 

patch with original electrodes arranged perpendicularly to its polling direction. The electrodes 

along direction 1 are made by coating a thin layer of conductive paste, while the original electrodes 

are covered by electrical tape to isolate it from the electrode along direction 1. The accurate shear 

piezoelectric constant is also unknown. As a result, it is difficult to perform an accurate simulation 

study of this initial design at the current stage. To describe and study the influence of different 

parameters on shear patch energy generation with a linear elastic part, a representative spring mass 

setup shown in Figure 4-5(a) is applied in the study, and the experimental verification is 

demonstrated in the next section. A theoretical study of the compact composite patch considering 

the possible material nonlinearity will be conducted in our future work.  

 

  
(a) (b) 

  
(c) (d) 
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Figure 4-4 Experimental result from shear mode piezoelectric composite energy generator. (a) Ὂ 

= 0.5 N and ὺ = 1.9792 m/s. (b) Ὂ = 0.5 N and ὺ = 5.9376 m/s. (c) Ὂ = 2.5 N and ὺ = 1.9792 

m/s. (d) Ὂ = 2.5 N and ὺ = 5.9376 m/s. 

 

It can be seen from Figure 4-5(a) that the piezoelectric patch is mounted on a small rigid block. 

On the left side of the piezoelectric patch, another rigid block is attached and used to connect with 

the linear tension spring. A mass block with a friction layer on one end is connected with the 

tension spring. The sliding plate is contacting with the friction layer of the mass block and moving 

at a constant velocity. In order to verify the output voltage from the mechanical and piezoelectric 

coupled model with the designed test setup, experimental tests of the voltage output from the 

piezoelectric shear patch under different normal forces and the rotating speeds of the friction plate 

are performed. The piezoelectric shear patch is shown in Figure 4-5(b), and the left and right sides 

show the overall width and thickness, respectively. A piezoelectric shear patch (PL5FBP3) with 

flat end plates and electrodes on both ends, which has an overall dimension of 5×5×1.8 mm, is 

used for the experiment. The actual dimension of the piezoelectric material is 5×5×0.5 mm. The 

material properties of the piezoelectric patch are: Ὠ  = 590e-12 C/N, ὧ  = 21.8e9 Pa, and Ὧ  = 

0.68 [30].  

To integrate the piezoelectric shear patch into the test setup, two small rigid blocks are used, 

as seen in Figure 4-5(c). The two small rigid blocks, which are 3D printed using Polyactic Acid 

(PLA) with 100% infill, clamp the flat end plates of the piezoelectric shear patch. The other two 

ends of the small rigid blocks are connected to the linear spring and the fixed end, correspondingly. 

Resin adhesive is used to ensure each of these parts is securely attached. A linear spring C14-047-

032 with Ὧ = 4553.3 N/m is used to connect the left side rigid block on the piezoelectric patch and 

the mass block [127].  

The data acquisition system is a four-channel Siemens LMS SCA- DAS mobile integrated with 

LMS TestLab. A rotor kit with a 0.1 horsepower DC motor and a motor speed controller 

manufactured by Bently Nevada corp. is used to supply power and control the input rpm of the 

rotating shaft. A DT-2234C+ digital tachometer is used to measure the actual output rpm of the 

friction plate. 

In the test, the distance between the center of the friction layer of the mass block and the shaft 

is 31.5 mm. The velocity ὺ during the FIV process is calculated to be Ö = 0.1047ÖÄ , where 

ὺ is the rotating speed of the shaft in revolutions per minute (rpm), Ὠ  is the distance between 
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the center of the friction layer of the mass block and the shaft, and 0.1047 is calculated from 0.1047 

= 2́ /60, which converts rpm to rad/s. The contact interfaces of the rotating friction plate and the 

friction layer of the mass block are cleaned before each test.  

The influence of the bonding between these parts and the bonding during the 3D printing 

process is difficult to reflect in the theoretical modeling. In the theoretical modeling process, these 

parts are assumed to be rigid for simplification, and the effect of structural vibration is also ignored. 

In order to match the experiment result with theoretical modeling, a tuning factor — is used in Eq. 

(2.17) and selected to be 0.05 for the current test setup based on the experiment results. The 

comparison of output voltage versus time from experiments and simulations under different 

normal forces and rotating speeds is displayed in Figure 4-6. And the following parameters are 

used: ά  = 0.0062 kg, ‒ = 1Å , Ὧ = 4553.2977 N/m, ‘ = 0.42, ‘  = 0.62, ὅ = 4.2, ὃ  = 

2.5Å  m2, ὸ = 0.0005 m, ‌ = 0.059812 V/N, ὅ  = 8.4075Å  F, and Ὑ = 1.8 MW. In the 

experiment, three different normal forces Ὂ under two different velocities ὺ are performed. In 

simulation, the corresponding output voltage is calculated using Eq. (2.34). The resistance Ὑ in Eq. 

(2.34) is used to simulate the charge dissipation of the piezoelectric system while connecting to 

the data acquisition system, and Ὑ = 1.8 MÝ which is based on previous experiment result [9]. 

The time domain voltage variations obtained from simulations and experiments match each other, 

proving the accuracy and effectiveness of the voltage output from Eq. (2.34). The experimental 

results show around 7 vibration peaks within 0.05 s. It indicates the actual vibration frequency of 

140-150 Hz and proves the possibility of exciting continuous high-frequency vibration through 

friction. It will be helpful for vibration-based piezoelectric energy generation. 
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(b) 

 

(c) 

Figure 4-5 Experimental test setup. (a) Shear mode piezoelectric energy generator with linear 

spring. (b) Piezoelectric shear patch. (c) Piezoelectric shear patch connection. 
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 .  

(c) (d) 

  

(e) (f) 

Figure 4-6 Comparison of output voltage versus time from experiments and simulations under 

different normal forces and sliding velocities during FIV. (a) Ὂ = 0.5 N and ὺ = 1.9792 m/s. (b) 

Ὂ = 0.5 N and ὺ = 5.9376 m/s. (c) Ὂ = 2.5 N and ὺ = 1.9792 m/s. (d) Ὂ = 2.5 N and ὺ = 

5.9376 m/s. (e) Ὂ = 4.5 N and ὺ = 1.9792 m/s. (f) Ὂ = 4.5 N and ὺ = 5.9376 m/s. 

 

4.3 Parameter studies and discussion 

In this section, the verified model is used for transient charging simulation, which is 

experimentally verified in previous research [115], to evaluate the actual energy generation 

performance by charging storage capacitance. The effects of the different design parameters are 

analyzed and discussed. In order to obtain a higher energy output, piezoelectric material with 

higher piezoelectric constants can be adopted for the application. The possible output of replacing 

the PZT with the single crystal of PMN-PT is calculated for comparison. The parameters used in 

the simulation are shown in the figure caption. 
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4.3.1 Parameter studies 

Figure 4-7 displays the RMS charging power, peak instant charging power and saturated 

voltage versus different cross-section area ὃ , which are achieved by changing the width of the 

piezoelectric patch, ύ , without changing the thickness, ὸ. Two different electric resistance Ὑ 

conditions are studied while charging a storage capacitor ὅ = 300 nF. And the following 

parameters are used: ά  = 0.0062 kg, ‒ = 1Å ; Ὧ = 4553.2977 N/m, ὺ = 5.9376 m/s, ‘ = 0.42, 

‘  = 0.62, ὅ = 4.2, and ὸ = 0.0005 m. Considering a similar operation condition to the 

experiment setup, — is set to be 0.05 leading to a smaller value of ɻ because of the bonding 

interface, and other parameter values are shown in the figure titles. It can be observed that the 

RMS charging power, although more piezoelectric material is used, the peak instant charging 

power and saturated voltage decrease with the increase of the cross-section area ὃ  under both Ὑ 

= 1.8 MW and Ὑ = 36 MW conditions. It is easy to find from the capacitance calculation formula 

in Section 2.3 that the larger cross-section area leads to a higher effective capacitance of 

piezoelectric material, and Ὧ  also increase which results in smaller deformation. Larger 

effective capacitance results in smaller output voltage, when the piezoelectric charge coefficient 

Ὠ  and the generated shear force stay unchanged. With ὃ  increases from 1Å  to 4.1Å  m2, Ὑ 

= 1.8 MW, and Ὂ = 0.5, 2.5, 4.5 N, the RMS charging power decreases from 99.12 nW to 9.78 

nW, 99.43 nW to 9.82 nW, and 99.82 nW to 9.86 nW, respectively. When Ὑ = 36 MW and Ὂ = 

0.5, 2.5, 4.5 N, the RMS charging power decreases from 393.64 nW to 10.08 nW, 395.78 nW to 

10.12 nW, and 398.15 nW to 10.15 nW, correspondingly. The reason for the higher RMS charging 

power with Ὑ = 36 MW is that 36 MW is much larger than 1.8 MW, leading to less charge consumed 

by the electric resistance, which is beneficial for collecting generated energy.  
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(a)  

 
(b) 

Figure 4-7 RMS charging power with different ὃ  under conditions. (a) Ὑ = 1.8 MW. (b) Ὑ = 36 

MW. 

 

Figure 4-8 demonstrates the RMS charging power, peak instant charging power and saturated 

voltage versus different piezoelectric patch thicknesses ὸ under two different electric resistance 

Ὑ conditions while charging a storage capacitor ὅ = 300 nF. And the following parameters are 
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used: ά  = 0.0062 kg, ‒ = 1Å ; Ὧ = 4553.2977 N/m, ὺ = 5.9376 m/s, ‘ = 0.42, ‘  = 0.62, 

ὅ = 4.2, ὸ = 0.0005 m, and Ὑ = 36 MW. It can be seen that the RMS charging power, peak instant 

charging power, and saturated voltage increase with the increase of ὸ under Ὑ = 36 MW condition. 

It can be found that the increase of ὸ results in smaller effective capacitance ὅ and smaller 

stiffness constant Ὧ  of piezoelectric patch, correspondingly. And Eq. (2.15) indicates that the 

smaller stiffness constant Ὧ  causes larger shear deformation of the piezoelectric shear patch. 

The smaller ὅ and larger shear deformation contributes to larger output voltage with the same 

piezoelectric coefficient and external excitation. With ὸ increases from 5Å  to 1.55Å  m, ὃ  = 

2.5Å  m2, and Ὂ  = 0.5, 2.5, 4.5 N, the RMS charging power increases from 164.10 nW to 

1963.51 nW, 165.00 nW to 1972.21 nW, and 166.01 nW to 1981.77 nW, respectively. When ὃ  

= 2.5Å  m2 and Ὂ = 0.5, 2.5, 4.5  N, effective capacitance ὅ and stiffness constant Ὧ  are 

larger, the RMS charging power increases from 16.63 nW to 479.63 nW, 16.71 nW to 482.24 nW, 

and 16.78 nW to 485.17 nW, correspondingly. The RMS charging power, peak instant charging 

power and saturated voltage are smaller than the values with ὃ  = 2.5Å  m2 because of the higher 

stiffness constant Ὧ  and smaller shear deformation. 

 

 

(a) 
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(b) 

Figure 4-8 RMS charging power with different ὸ under different conditions. (a) Cross-section 

area ὃ  = 0.000025 m2. (b) Cross-section area ὃ  = 0.00025 m2. 

 

Figure 4-9 demonstrates the effect of the equivalent mass of the vibration system ά  on 

energy generation performance under two different electric resistance Ὑ conditions while charging 

a storage capacitor ὅ = 300 nF. And the following parameters are used: ‒ = 1Å ; Ὧ = 4553.2977 

N/m, ὺ = 5.9376 m/s, ‘ = 0.42, ‘  = 0.62, ὅ = 4.2, ὃ  = 2.5Å  m2, ὸ = 0.0005 m, and ‌ = 

0.059812 V/N. The RMS charging power, peak instant charging power, and saturated voltage 

increase with the increase of ά  under both Ὑ = 1.8 MW and Ὑ = 36 MW conditions. With ά  

increases from 0.0025 to 0.0075 kg, Ὑ = 1.8 MW, and Ὂ  = 0.5 N, the RMS charging power 

increases from 72.02 nW to 91.41 nW, representing a 26.9% increase. With ά  increases from 

0.0125 to 0.0175 kg under the same condition, the RMS charging power increases from 96.80 nW 

to 98.66 nW, representing a 1.9% increase. With ά  increases from 0.0025 to 0.0075 kg, Ὑ = 36 

MW, and Ὂ  = 0.5 N, the RMS charging power increases from 105.39 nW to 179.94 nW, 

representing a 70.7% increase. With ά  increases from 0.0125 to 0.0175 kg under the same 

condition, the RMS charging power increases from 230.15 nW to 270.41 nW, representing a 17.9% 

increase. The increase rate of the RMS charging power under both Ὑ = 1.8 MW and Ὑ = 3.6 MW 
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conditions become more gradual, which indicates that ά  does not have a significant influence 

on energy generation when it reaches a certain value with other parameters unchanged. 

 

 

(a) 

 
(b) 

Figure 4-9 RMS charging power with different άÅÑ under different Ὑ. (a) Ὑ = 1.8 MW. (b) Ὑ = 36 

MW. 
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Figure 4-10 illustrates the effect of the linear tension spring stiffness Ὧ on energy generation 

performance under two different electric resistance Ὑ conditions while charging a storage 

capacitor ὅ = 300 nF. And the following parameters are used: ά  = 0.0062 kg, ‒ = 1Å , ὺ = 

5.9376 m/s, ‘ = 0.42, ‘  = 0.62, ὅ = 4.2, ὃ  = 2.5Å  m2, ὸ = 0.0005 m, and ‌ = 0.059812 

V/N. The RMS charging power, peak instant charging power, and saturated voltage increase 

almost linearly with the increase of Ὧ under both Ὑ = 1.8 MW and Ὑ = 36 MW conditions. It can 

be found from Eq. (2.15) that the equivalent stiffness of the system Ὧ  is calculated from Ὧ and 

Ὧ . Ὧ  is several orders of magnitude larger than Ὧ, thus, Ὧ  is mainly determined by Ὧ. 

The increase of Ὧ leads to a higher vibration frequency. Though the vibration amplitude may 

decrease a bit, the resulting ώ ὸ with higher rate of deformation overcomes the decreased 

vibration amplitude and shows advantages in energy generation.  

 

 

(a) 
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(b) 

Figure 4-10 RMS charging power with different Ὧ under different Ὑ. (a) Ὑ = 1.8 MW. (b) Ὑ = 36 

MW. 

 

Figure 4-11 compares energy generation performance while charging different values of the 

storage capacitor ὅ and charging the same capacitor ὅ = 300 nF with different Ὑ. And the 

following parameters are used: ά  = 0.0062 kg, ‒ = 1Å , Ὧ = 4553.2977 N/m, ὺ = 5.9376 m/s, 

‘ = 0.42, ‘  = 0.62, ὅ = 4.2, ὃ  = 2.5Å  m2, ὸ = 0.0005 m, and ‌ = 0.059812 V/N. Figure 

4-11(a) shows that the RMS charging power, peak instant charging power, and saturated voltage 

stay almost unchanged with the increase of ὅ. It proves that increasing ὅ does not have a 

significant effect on the energy generation performance. Figure 4-11(b) indicates that the RMS 

charging power, peak instant charging power, and saturated voltage increase with the increase of 

electric resistance Ὑ, and the increase rate turns gradual with the increase of Ὑ. The reason is that 

the larger Ὑ brings the circuit close to an open-circuit condition, and there is less charge dissipation 

happened on Ὑ and most of the generated energy by piezoelectric patch is stored in ὅ.  

 



96 

 

 

(a) 

 
(b) 

Figure 4-11 RMS charging power with different ὅ and different Ὑ. (a) Ὑ = 1.8 MW. (b) ὅ = 3e-

7 F. 

 

Figure 4-12(a) depicts energy generation performance with the increase in sliding velocity ὺ 

under Ὑ = 36 MW conditions while charging a storage capacitor ὅ = 300 nF. And the following 

parameters are used: ά  = 0.0062 kg, ‒ = 1Å , Ὧ = 4553.2977 N/m, ‘ = 0.42, ‘  = 0.62, ὅ 
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= 4.2, ὃ  = 2.5Å  m2, ὸ = 0.0005 m, and ‌ = 0.059812 V/N. The RMS charging power, peak 

instant charging power, and saturated voltage increase with the increase of ὺ. The reason could 

be that the larger ὺ increase the amplitude of vibration system and, consequently, the shear 

deformation of the piezoelectric patch and voltage output. Considering the better fabrication of the 

experimental test setup, there is less influence on the bonding interface between parts, and the 

small blocks are solid. Figure 4-12(b) demonstrates energy generation performance with the 

increase of the tuning factor — under Ὑ = 36 MW conditions while charging a storage capacitor 

ὅ = 300 nF. The poor connection between different parts and the imperfect fabrication of 

piezoelectric material will affect voltage response from piezoelectric material, and these factors 

are complicated to include in theoretical modeling. For a better representation of the actual 

performance of the prototype, a tuning factor —, which is used to adjust the force factor ɻ, is 

defined. From Eq. (2.17), it can be seen that — is related to the force factor ɻ which is related to 

electromechanical coupling phenomenon of the system. With the increase of — , ɻ will be 

increased with improved electromechanical coupling effect, which will boost the energy output 

from piezoelectric material. If — increases from 0.05 to 0.75 and Ὂ = 0.5 N, the RMS charging 

power increases from 164.10 nW to 36922.20 nW which represents a huge improve. When — = 

1, it represents a perfect experiment system with perfect rigid foundation and connection between 

the spring and piezo-patch. 
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(a) 

 
(b) 

Figure 4-12 RMS charging power with different ὺ and —. (a) ɻ = 0.059812 V/N. (b) ὺ = 5.9376 

m/s. 

 

Figure 4-13(a) studies energy generation performance with the increase of the normal force Ὂ 

under Ὑ = 1.8, 9, 18 MW conditions while charging a storage capacitor ὅ = 300 nF. And the 

following parameters are used: ά  = 0.0062 kg, ‒ = 1Å , Ὧ = 4553.2977 N/m, ὃ  = 2.5Å  m2, 
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ὸ = 0.0005 m, and ‌ = 0.059812 V/N. The RMS charging power, peak instant charging power, 

and saturated voltage increase with the increase of Ὂ . The reason could be that the larger Ὂ 

increase the amplitude of excitation and, consequently, the voltage output seen from the variation 

of saturated voltage. Based on equations demonstrating the stick-slip transition described in 

Section 2.3, the stick-slip frequency may be reduced with the increase of the normal force Ὂ. 

However, the simulation result of RMS charging power indicates that the increased voltage output 

outperforms the reduced stick-slip frequency, which suggests that larger Ὂ can be beneficial for 

energy generation. An obvious phenomenon regarding charge dissipation happened on Ὑ can be 

found from the simulation result of RMS charging power that the difference in RMS charging 

power under the same Ὂ but different Ὑ is noticeable. While Ὂ = 10 N and Ὑ = 1.8, 9, 18 MW, 

the RMS charging powers are 90.80 nW, 154.49 nW, and 163.95 nW, respectively. The value is 

getting closer with the increase of Ὑ which brings the circuit close to an open-circuit condition, 

but the effect of charge dissipation with small Ὑ is worth noticing and designing a better charging 

circuit for storing generated energy is necessary. 

Figure 4-13(b) discusses energy generation performance with the increase of exponential decay 

factor ὅ which represents decaying effect of ‘ ὺ , under different Ὂ  conditions while 

charging a storage capacitor ὅ = 300 nF. And the following parameters are used: ά  = 0.0062 

kg, ‒ = 1Å , Ὧ = 4553.2977 N/m, ὃ  = 2.5Å  m2, ὸ = 0.0005 m, and ‌ = 0.059812 V/N. The 

larger the value of ὅ, the faster conversion from ‘  to ‘ ὺ , and based on Eq. (2.8), 

‘ ὺ  fluctuate around ‘ in the sliding state. It can be seen from Figure 4-13(b) that the RMS 

charging power, peak instant charging power, and saturated voltage grow gradually with the 

increase of ὅ. The reason for the difference before ὅ reaches 5 can be the slow conversion from 

‘  to ‘ ὺ  which means that there is a longer time period of stick-slip transition and the 

friction amplitude in this period is higher than the sliding state. Generally, ὅ does not have 

significant effect on system energy generation performance.  

Figure 4-13(c) and (d) illustrate energy generation performance with the increase of dynamic 

friction coefficient ‘  and static friction coefficient ‘ , separately. And the following 

parameters are used: ά  = 0.0062 kg, ‒ = 1Å , Ὧ = 4553.2977 N/m, ὃ  = 2.5Å  m2, ὸ = 

0.0005 m, and ‌ = 0.059812 V/N. It is shown in Figure 4-13(c) that the RMS charging power, 

peak instant charging power, and saturated voltage grow gradually with the increase of ‘, and the 



100 

 

difference in the early stage can also be the slow conversion from ‘  to ‘ ὺ  at the 

beginning. With the increase of ‘ and ‘ ὺ , the transition period is shortened and the energy 

generation process tends to be stable. Figure 4-13(d) displays the energy generation performance 

with the increase of ‘ , and it shows a slow linear increase in RMS charging power, peak 

instant charging power and saturated voltage. Larger Ὂ  shows faster variation in the same 

increase range of ‘ . The larger ‘  and Ὂ contribute to higher friction force which leads 

to higher vibrational amplitude and consequently the shear deformation and voltage output.   

 

 

(a) 
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(d) 

Figure 4-13 RMS charging power with different Ὂ, ὅ, ‘, and ‘ . (a) ‘ = 0.42, ‘  = 0.62, 

ὅ = 4.2. (b) ‘ = 0.42, ‘  = 0.62, Ὑ = 36 MW. (c) ‘  = 0.62, ὅ = 4.2, Ὑ = 36 MW. (d) ‘ = 

0.42, ὅ = 4.2, Ὑ = 36 MW. 

 

The simulation result in Figure 4-8 demonstrates that the system can generate more energy 

with the increase of ὸ. Two setups of connections for thick piezoelectric material can be expected 

for the current system design: mechanically in parallel and electrically in parallel, and 

mechanically in parallel but electrically in series. For Ὠ  mode, shown in Figure 4-14(a), shear 

force is applied in direction 2, resulting in shear deformation in direction 5, while the poling 

direction of the piezoelectric material remains along direction 3, and the direction of electrode 

setup is orthogonal to the induced electrical potential along direction 1. As both setups are 

mechanically in parallel, the corresponding stiffness constants of piezoelectric material are the 

same. The electrically in parallel setup offers a larger electrode area with higher effective 

capacitance, and the electrically in series setup offers a smaller electrode area with lower effective 

capacitance because of the increased ὸ and unchanged electrode area. And the following common 

parameters are used: ά  = 0.0062 kg, ‒ = 1Å , Ὧ = 4553.2977 N/m, ὺ = 5.9376 m/s, ‘ = 0.42, 

‘  = 0.62, ὅ = 4.2, ὃ  = 2.5Å  m2, and ὅ = 6Å  F. With ὸ = 0.0005 m and ὲ = 5, which 

represent 5 pieces of 0.0005 m thick piezoelectric shear patch in parallel electrical connection, the 

RMS charging power in perfect experiment system with Ὑ = 1.8 MW and Ὑ = 36 MW are 0.335 
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mW and 0.336 mW, correspondingly. With ὸ = 0.0025 m and ὲ = 1, which represent 1 piece of 

0.0025 m thick piezoelectric shear patch electrically in series connected, the RMS charging power 

with Ὑ = 1.8 MW and Ὑ = 36 MW are 0.250 mW and 0.294 mW, respectively. Assuming the 

saturated voltage on a storage capacitor ὅ is less than the standard working voltage of capacitor, 

energy generation performance of the electrically in-parallel setup is better than that of the 

electrically in series setup. Moreover, in practical applications, an electrically in parallel setup is 

desired because it can decrease the output voltage to a convenient level. Also, the higher effective 

capacitance is essential for energy transfer.  

 

 

(a) 

 

(b) 

Electrode 

V
p
 V

p
 

Poling 

direction 

In parallel In series 

Shear force 



104 

 

 
(c) 

Figure 4-14 RMS charging power with electrically in parallel and in series connections. (a) 

Electrical connection. (b) In parallel (ὸ = 0.0005 m, ὲ = 5, ‌ = 1.1962 V/N, and ὅ = 4.2038e  

F). (c) In series (ὸ = 0.0025 m, ὲ = 1, ‌ = 0.23925 V/N, and ὅ = 1.6815e  F). 

 

Figure 4-15 compares the transient charging performance of the electrically in parallel and 

the electrically in series setups of PZT4 and PMN-PT under Ὑ  = 36 MW conditions. And the 

following common parameters are used: ά  = 0.0062 kg, ‒ = 1Å , Ὧ = 4553.2977 N/m, ὺ = 

5.9376 m/s, ‘  = 0.42, ‘   = 0.62, ὅ  = 4.2, ὃ  = 2.5Å   m2, and ὅ  = 3Å   F. With the 

electrically in parallel setups, both of the saturated voltages are around 20 V, PMN-PT shows RMS 

charging power of 1.70 mW and peak instant charging power of 5.61 mW, PZT4 shows RMS 

charging power of 0.336 mW and peak instant charging power of 1.14 mW. With the electrically 

in series setups, both saturated voltages are around 100 V, PMN-PT shows RMS charging power 

of 1.61 mW and peak instant charging power of 5.54 mW, PZT4 shows RMS charging power of 

0.29 mW and peak instant charging power of 1.00 mW. With the same amount of material and 

electrical connections, PMN-PT exhibits five times larger RMS charging power and peak instant 

charging power than PZT4 due to the high Ὠ  and ‐ values. 
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(b) 
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(c) 

 
(d) 

Figure 4-15 RMS charging power with different piezoelectric materials. (a) In parallel (APC 850). 

(b) In series (APC 850). (c) In parallel (PMN-PT). (d) In series (PMN-PT). 
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4.3.2 Summary and discussion 

This study proposed a novel shear mode piezoelectric energy generation system employing 

friction. A mathematical model incorporating piezoelectric coupling is developed to accurately 

predict the dynamic vibration response and voltage output. The energy generation performance is 

evaluated through transient charging simulations of a storage capacitor. Various factors 

influencing the energy generation performance, such as dimensional parameters of the 

piezoelectric patch, vibration system parameters, friction model parameters, methods of electrical 

connections, and different piezoelectric materials, are discussed.  

The results indicate that the energy generation performance can be enhanced by increasing the 

thickness of the piezoelectric patch ὸ, the stiffness of the linear tension spring Ὧ, the electric 

resistance Ὑ, the velocity of the friction plate ὺ, the force factor ɻ, the normal force Ὂ, the static 

friction coefficient ‘ , as well as improving the piezoelectric coefficient Ὠ  and permittivity 

‐ . Conversely, the equivalent mass of the system ά , the storage capacitor ὅ, the exponential 

decay factor ὅ, and the dynamic friction coefficient ‘ have negligible effects on the energy 

generation performance. Under ideal experimental conditions, utilizing a PZT4 piezoelectric 

material with a volume of 0.005 × 0.005 × 0.0025 = 6.25Å  m3, RMS charging power of 0.336 

mW and 0.294 mW can be achieved through electrically in-parallel and in-series setups, 

respectively. This corresponds to power densities of 5.38Å Wm-3 and 4.70Å Wm-3. By replacing 

PZT4 with single crystal PMN-PT, which has a higher piezoelectric coefficient, RMS charging 

power of 1.70 mW in the electrically in-parallel setup and 1.61 mW in the electrically in-series 

setup can be obtained, resulting in power densities of 2.72Å Wm-3 and 2.58Å Wm-3, respectively.  

Further improvements in energy generation performance, such as increasing the amount of 

piezoelectric material and incorporating multiple generators for simultaneous charging, may 

potentially realize RMS charging power outputs close to the watt-level. Additionally, the 

integration of a similar generator into vehicle braking systems can harness wasted energy and 

provide a power supply for low-power wireless electrical devices. 
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Chapter 5 Piezoelectric energy generation using 
FIV under bi-linear and impact conditions 

 

 

 

 

In this chapter, a novel piezoelectric energy generator with linear, bi-linear, and impact design 

configurations is proposed. The reliability of the model and the stable high-frequency FIV 

phenomenon with linear, bi-linear, and impact design configurations are validated by experiment. 

Furthermore, parameter studies are conducted to investigate their effects on the efficiency and 

effectiveness of energy generation. The modeling methods depicted in Sections 2.1, 2.2, 2.3, and 

2.6 are utilized in this chapter.  
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5.1 Schematic diagram of testing rig and energy generators 

In this work, a longitudinal mode (Ὠ  ) piezoelectric energy generator with different 

configurations is mounted on a self-designed testing rig. The schematic of the testing rig is shown 

in Figure 5-1(a). In the test setup, the three-phase motor provides power to the built-in shaft, and 

a variable frequency drive (VFD) module is connected to the motor to control the rotating rpm. A 

friction plate, which is used to provide friction excitation to the energy generator, is mounted on 

the shaft. The energy generator is installed on a mounting structure made from aluminum angle 

iron. A load cell is installed on the other end of the mounting structure to measure the normal load. 

The detail of the energy generator with different configurations is depicted in Figure 5-1(b), (c), 

and (d). Apart from the special designed bi-linear and impact structures, the common components 

of the three configurations are a compression spring, a mass block with a friction plate mounted 

on the top, and a piezoelectric material with a protection layer fixed at the left end. Figure 5-1(c), 

and (d) showed the bi-linear and impact configurations, respectively. The bi-linear design includes 

a nested spring, and the impact design has a solid column whose stiffness is assumed to be much 

bigger than the compression spring. An oscilloscope is used to measure the generated voltage from 

the piezoelectric material during FIV. The corresponding equivalent lumped parameter models are 

shown in the bottom of Figure 5-1(b), (c), and (d). 
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(a) 

   

   
(b) (c) (d) 

Figure 5-1 Schematic diagram of the testing rig and energy generators. (a) Schematic of the testing 

rig. (b) Linear generator. (c) Bi-linear generator. (d) Impact generator. 

 

5.2 Energy generation 

5.2.1 Governing equations of systems under linear, bi-linear, and impact conditions 

The mechanical and piezoelectric coupling equation of the system under linear spring can then 

be written as, 
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where ά  is the equivalent mass of the vibration system; ὧ ς‒Ὧ ά  is the damping 

coefficient and ‒ is the damping ratio; Ὧ  is the equivalent stiffness of the system; Ὧ  is the 

stiffness constant of the piezoelectric patch; ὯlÉÎÅÁÒ is the linear spring stiffness; Ὂὸ is the friction 

force applied to the mass block; ώὸ is the vibration response of the mass block under friction 

force; ὠ ὸ is the actual output voltage from the piezoelectric material after considering the 

charging dissipation in electric resistance; Ὑ is electric resistance; ὅ is the capacitance of the 

piezoelectric patch; and ‌ is the force factor.  

For the bi-linear design configurations, the induced nonlinear force is described by a piecewise 

linear function as, 

Ὂ ὸ
Ὧ ώὸ Ὠ ȟ    ώὸ Ὠ

πȟ    ώὸ Ὠ
ȟ υȢς 

The induced nonlinear force of the impact design configuration is expressed as, 

Ὂ ὸ
Ὧ ώὸ Ὠ ȟ    ώὸ Ὠ

πȟ    ώὸ Ὠ
ȟ υȢσ 

where Ὠ is the initial separation distance, and it is shown in Figure 5-1(c) and (d); Ὧ  and Ὧ  

are the corresponding piecewise linear stiffness, and they are equal to zero if ώὸ Ὠ. And the 

mechanical and piezoelectric coupling equation of the system under bi-linear and impact 

configurations can be written as,  
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The detail iterative solving process is depicted in Section 2.3.  
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5.2.2 Experimental verification of voltage output and charging process 

The experimental setup incorporates an oscilloscope (DSO6014A) with an internal resistance 

of Ὑ = 1 MÝ, which is used for data acquisition. To provide power and regulate the input 

revolutions per minute (rpm) of the rotating shaft, a three-phase motor (WEG CT002404NPW22) 

and a VFD module (CFW500B07P3B2DBN1H00) are employed. Throughout the testing 

procedure, the separation distance between the center of the friction layer of the mass block and 

the shaft, referred to as ὨÍȤÓ, is measured to be 57.5 mm. The velocity ὺ during the FIV process 

is determined using the relationship ὺ = 0.1047ὔὨÍȤÓ, where ὔ denotes the rotating speed of the 

shaft in rpm. The conversion factor 0.1047 is derived from 0.1047 = 2́ /60, enabling the conversion 

of rpm to rad/s. To ensure consistent test conditions, the contact interfaces between the rotating 

friction plate and the friction layer of the mass block will be cleaned before each test. For the 

charging experiment, a conventional charging circuit shown in Figure 5-3(b) will be employed. It 

should be noted that the current study investigates the mechanism of FIV in a 1DOF PEG with bi-

linear and impact design configurations and explored its energy generation performance. A motor 

is employed to generate and maintain a stable sliding motion. Therefore, a motor is used for 

representation in the structural diagram and experimental setup. The motor is not the energy source 

for the PEG to harvest energy for practical applications. Additionally, in practical applications, 

using proper materials with enhanced properties is essential to reduce wear and ensure a longer 

lifespan. 
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Figure 5-2 Overall setup of the system. 
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Figure 5-3 Piezoelectric material, charging circuit, and energy generator. (a) Piezoelectric material. 

(b) Charging circuit. (c) Energy generator. 

 

The influence of bonding between parts in theoretical modeling considers challenging, and in 

this study, it is assumed to be rigid connections and disregarding structural vibration effects. Figure 

5-4 compares output voltage in the time domain between experimental and simulated results at 

varying rotating speeds. Figure 5-4(a) and (d), (b) and (e), and (c) and (f) depict the linear, bi-

linear, and impact design configurations, respectively. And the following common parameters are 

used: ά  = 0.125 kg, ‒ = 1Å , Ὧ = 5428 N/m, ‘ = 0.2, ‘  = 0.5, ὅ = 4.3, ὃ  = 3.226Å  

m2, ὸ = 0.0254 m, and ‌ = 0.564 V/N. The simulated output voltage is calculated after 

considering the charge dissipation in the energy generation system when connected to the 

oscilloscope, and a resistance value of Ὑ = 1 MÝ is employed. Notably, the impact stiffness Ὧ  

from the rod is tuned to simulate the equivalent stiffness after impact due to the possible imperfect 

rigid setup and structural vibration. In this study, the solid rod for simulating impact is 3D printed 

with polylactic acid (PLA) at 100% infill. The temporal voltage outputs from simulations match 

with the experimental results, indicating the accuracy and efficacy of the voltage output calculation.  

The experimental findings for the linear design configuration reveal the occurrence of 

approximately six vibration peaks within a time span of 0.2 s. This observation indicates the system 

vibrates at a frequency of around 30 Hz which is close to its natural frequency (~30 Hz). It also 

substantiates the feasibility of inducing continuous high-frequency vibrations through friction. In 

the case of the bi-linear and impact design configurations, a discernible peak emerges during the 

vibration cycle, which can be attributed to the effects of bi-linear and impact contacts. This 

phenomenon can possibly enhance piezoelectric energy generation compared to the linear 

configuration. 
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(a) (b) 

  

(d) (c) 

  
(e) (f) 

Figure 5-4 Comparison of output voltage from experiments and simulations under different sliding 

velocities ὺ during friction. (a) Linear (Ὂ = 30 N and ὺ = 0.542 m/s). (b) Bi-linear (Ὂ = 30 N, 

ὺ = 0.542 m/s, and Ὧ  = 4553 N/m). (c) Impact (Ὂ = 30 N, ὺ = 0.542 m/s, and Ὧ  = 58351 

N/m). (d) Linear (Ὂ = 30 N and ὺ = 0.903 m/s). (e) Bi-linear (Ὂ = 30 N, ὺ = 0.903 m/s, and 

Ὧ  = 4553 N/m). (f) Impact (Ὂ = 30 N, ὺ = 0.903 m/s, and Ὧ  = 58351 N/m). 

 






















































































































































































































































